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1
Decision/action requested

The group is asked to discuss the proposed Configuration Management data for 3G Home NodeB Gateway OAM&P, and introduce the agreed part into the draft TS 32.XX1.
2
References

[1]
3GPP S5-081929: “New WT-level WID on 3G Home NodeB GW OAM&P”
3
Rationale

In 3GPP SA5#62, the meeting discussed and agreed on new work item on 3G HNB GW OAM&P. This contribution is to add Configuration Management data to the TS32.xx1.
4
Detailed proposal

Text Proposal for TS 32.XX1
	1st Modified Section


3
Definitions, symbols and abbreviations

3.1
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CD
Configuration Data

CM
Configuration Management

CN
Core Network

GW                     Gateway

HNB                   Home NodeB

IRP
Integration Reference Point
NRM
Network Resource Model
OAM 
Operations, administration and Maintenance 
	End of 1st modifications


	2nd Modified Section


6
OAM Specification level Requirements of HNB GW
6.1
Configuration Management
6.1.2
Configuration Data

In addition to the above, the following more specific requirements apply:

REQ-HNBGW_CD-FUN-001 The IRP Manager shall be able to view configuration information of the HNB GW entity. More detailed information is as follows:
· Shall allow for the viewing of basic configuration information including version, equipment type, equipment provider and unique identification, etc.

·  Shall allow for the viewing of network configuration information including IP address, subnetwork mask, default gateway and port configuration information, etc.

· Shall allow for the viewing of service related configuration information including the maximal number of HNB to be registered, the capability of packet forwarding, etc.
REQ-HNBGW_CD-FUN-002 The  IRP Manager shall be able to view configuration information of the Iuh interface. More detailed information is as follows:
· Shall allow for the viewing of basic configuration information including unique identification and user label, etc.

· Shall allow for the viewing of network configuration information including SCTP management information, etc.

· Shall allow for the viewing of unique identification of registered HNBs.

REQ-HNBGW_CD-FUN-003 The IRP Manager shall be able to view configuration information of the Iu interface. More detailed information is as follows:
· Shall allow for the viewing of basic configuration information including unique identification and user label, etc.

· Shall allow for the viewing of unique identification of related CN/EPC equipments.
	End of 2nd modifications


