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1 Progress status

Percentage of completion: 100% (previously 90%)

TS 32.450 and 32.451 are planned to be sent to TSG-SA for approval after this meeting.

Summary of progress: agreed one contribution on IP Latency KPI definition
Outstanding issues: Contributions on IP Throughput KPI are to be revisited after revision later this week.
2 Minutes

The RG session was held on Wednesday 18th February, Q2
	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-091237
	Updated IP Latency KPI definition for E-UTRAN 

presented by Ulf Hübinette, Ericsson. 

Huawei: In the measurement definition, why is the Sigma sign Σ (Sum) necessary.? 

Ericsson: The sigma could be removed from both formulas. 

Motorola: In RAN2 there are similar measurements in RAN2 . Huawei: That is a different kind of measurement. Here it is about latency.

Conclusion: Agreed in principle after update of formulas. New Tdoc No. S5-081650.

	Ericsson

	S5-091239
	Updated IP Throughput KPI definition for E-UTRAN 
presented by Ulf Hübinette, Ericsson. 

Motorola: Regarding the UE throughput; Should measure on cell level, not UE level.  There should not be any need for UE level measurements. 

Ericsson: We want to focus on the perception from UE perspective. Compare the measurement contribution S5-091240 sect 4.4.x.5 

Motorola: It should be sufficient to measure the total throughput for a cell (should correspond to average throughput for UE). 

Ericsson: The diffence in this contribution is that the time is the efficient time. 

Motorola: What is the benefit ? Should be described.

Conclusion: Noted. To be revisited again on Friday if any further progress (off-line discussion).  New T-doc in case of update S5-091654

	Ericsson

	S5-091239
	Updated IP Throughput KPI definition for E-UTRAN 
presented by Ulf Hübinette, Ericsson. 

Motorola: Regarding the UE throughput; Should measure on cell level, not UE level.  There should not be any need for UE level measurements. 

Ericsson: We want to focus on the perception from UE perspective. Compare the measurement contribution S5-091240 sect 4.4.x.5 

Motorola: It should be sufficient to measure the total throughput for a cell (should correspond to average throughput for UE). 

Ericsson: The diffence in this contribution is that the time is the efficient time. 

Motorola: What is the benefit ? Should be described.

Conclusion: Noted. To be revisited again on Friday if any further progress (off-line discussion).  New T-doc in case of update S5-091654

	Ericsson

	S5-091241
	Background & use case for re-defining Mobility KPI
presented by Ulf Hübinette, Ericsson. 

Motorola: For average success rate it should be useful to include the preparation phase. 
Both preparation and execution will impact mobility. Why only monitor the second phase?

Conclusion: Noted. Not Agreed.

	Ericsson

	S5-091242
	Updated Mobility KPI requirement for E-UTRAN
Not presented. Dependent on use case in S5-091241.
	Ericsson

	S5-091243
	Updated Mobility KPI definition for E-UTRAN
Not presented. Dependent on use case in S5-091241.
	Ericsson


3 Action items
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