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3.3
Abbreviations

For the purposes of the present document, the abbreviations defined in 3GPP TR 21.905 [50] and the following apply:

3G
3rd Generation

AoC
Advice of Charge

APN
Access Point Name

BD
Billing Domain

CAMEL
Customized Applications for Mobile network Enhanced Logic

CCA
Credit Control Answer

CCR
Credit Control Request

CDF
Charging Data Function

CDR
Charging Data Record

CG
Charging Gateway

CGF
Charging Gateway Function

CI
Cell Identity

CS
Circuit Switched

CSE
CAMEL Service Environment

DCCA
Diameter Credit Control Application

EPC
Evolved Packet Core

EPS
Evolved Packet System

ECUR
Event Charging with Unit Reservation

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FBC
Flow Based bearer Charging

FQPC
Fully Qualified Partial CDR

GGSN
Gateway GPRS Support Node

GPRS
General Packet Radio Service

GSM
Global System for Mobile communication

GTP
GPRS Tunnelling Protocol

GTP'
The GPRS protocol used for CDR transport. It is derived from GTP with enhancements to improve transport reliability necessary for CDRs. 

HLR
Home Location Register

HPLMN
Home PLMN 
HSGW
HRPD Serving GateWay 
IEC
Immediate Event Charging

IETF
Internet Engineering Task Force

IHOSS:OSP
Internet Hosted Octet Stream Service: Octet Stream Protocol

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

IPv4
Internet Protocol version 4

IPv6
Internet Protocol version 6

ISDN
Integrated Services Digital Network

ITU-T
International Telecommunication Union - Telecommunications standardization sector

LAC
Location Area Code

LR
Location Request

M-CDR
Mobility management generated - Charging Data Record

MCC
Mobile Country Code (part of IMSI)

ME
Mobile Equipment

MLC
Mobile Location Center

MMS
Multimedia Messaging Service

MNC
Mobile Network Code (part of IMSI)

MO
Mobile Originated

MO-LR
Mobile Originated - Location Request

MS
Mobile Station

MSISDN
Mobile Station ISDN number

MT
Mobile Terminated

MT-LR
Mobile Terminated - Location Request

NE
Network Element

NI
Network Identifier (part of the APN)

NI-LR
Network Induced - Location Request

OCF
Online Charging Function

OCS
Online Charging System

OI
Operator Identifier (part of the APN)

P-GW
PDN Gateway

PCEF
Policy and Charging Enforcement Function

PCN
Packet switched Core network Node (SGSN, S–GW, P–GW)

PDN
Packet Data Network

PDP
Packet Data Protocol (e.g. IP)

PDU
Packet Data Unit
PGW-CDR
P-GW (enhanced by FBC) generated – CDR

PLMN
Public Land Mobile Network

PPP
Point-to-Point Protocol

PS
Packet Switched

QoS
Quality of Service

RAB
Radio Access Bearer

RAC
Routing Area Code

RANAP
Radio Access Network Application Part

RNC
Radio Network Controller

RPC
Reduced Partial CDR

SAC
Service Area Code

S-CDR
SGSN (IP-CAN bearer) generated – CDR

S-GW
Serving Gateway

SCUR
Session Charging with Unit Reservation

SGSN
Serving GPRS Support Node

SGW-CDR
S-GW (IP-CAN bearer) generated – CDR
SMS
Short Message Service

S-SMO-CDR
SGSN delivered Short message Mobile Originated – CDR

S-SMT-CDR
SGSN delivered Short message Mobile Terminated – CDR

TR
Technical Report

TS
Technical Specification

UMTS
Universal Mobile Telecommunications System

USIM
Universal Subscriber Identity Module

UTRAN
UMTS Terrestrial Radio Access Network

	Next modification


6.3.1.1
PS charging information assignment for Service Information

The components in the Service Information that are use for PS charging can be found in Table 6.3.1.1. 

Table 6.3.1.1 : Service Information used for PS Charging

	Field
	Category
	Description

	Service Information
	OM
	This is a structured field and holds the 3GPP specific parameter as defined in TS 32.299 [50]. 

	
PS Information
	OM
	This is a structured field and holds the PS specific parameters. The details are defined in subclause 6.3.1.2.

	
IMS Information
	OC
	This is a structured field and holds IMS specific parameters. The complete structure is defined in TS 32.260 [20].

	

IMS Charging Identifier
	OC
	This field holds the IMS Charging Identifier (ICID) as generated by an IMS node for a SIP session.

	       Non 3GPP access Information
	OC
	This fields holds the Non 3GPP Access specific charging information. The details are defined in subclause 6.4

	Node Functionality
	OM
	This field contains the function of the EPC node (SGW, PGW) or the trusted non-3GPP node (HSGW) (NOTE). 

	
	
	

	NOTE : When Node Functionality is set to “HSGW” the HSGW Access specific charging information is provided in “Non 3GPP access Information” field.



	End of modifications



























































































































































































































































�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





