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1
Decision/action requested

The group is asked to discuss the proposed Performance Management Data for 3G Home NodeB Gateway OAM&P, and introduce the agreed part into the draft TS 32.XX1.
2
References

[1]
3GPP S5-081929: “New WT-level WID on 3G Home NodeB GW OAM&P”
3
Rationale

In 3GPP SA5#62, the meeting discussed and agreed on new work item on 3G HNB GW OAM&P. This contribution is to add Performance Management data to the TS32.xx1.
4
Detailed proposal

Text Proposal for TS 32.XX1
	1st Modified Section


3
Definitions, symbols and abbreviations

3.1
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AI
Alarm Information

CD
Configuration Data

CM
Configuration Management

CN
Core Network

FD
Fault Data

FM
Fault Management

GW                     Gateway

HNB                   Home NodeB

IRP
Integration Reference Point
IOC
Information Object Class

NRM
Network Resource Model
OAM 
Operations, Administrators and Maintenance 

PD
Performance Data

PM
Performance Management

RAB
Radio Access Bearer
	End of 1st modifications
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6
OAM Specification level Requirements of HNB GW
6.2
Performance Management

6.2.2
 Performance Data 

In addition to the above, the following more specific requirements apply:

REQ-HNBGW-PD-FUN-001 The measurements shall allow for the performance management of the HNB GW entity. More specifically, the measurements:
· Shall include the equipment performance information such as CPU usage and system throughput, etc.

· Shall include the port performance information such as throughput, etc.

REQ-HNBGW-PD-FUN-002 The measurements shall allow for the performance management of the Iuh interface. More specifically, the measurements:
· Shall include the HNBAP related performance information such as HNB registration statistics, etc.

· Shall include RUA related measurements.

· Shall include SCTP related measurements. 

· Shall include user plane related traffic measurements. This requirement is not applicable for PS domain when utilizing an optimized PS bearer plane in the HNB-AN by terminating the GTP-U tunnel between the 3G HNB and SGSN.
REQ-HNBGW-PD-FUN-003 The measurements shall allow for the performance management of the Iu interface. More specifically, the measurements:
· Shall include flow statistics such as outgoing and incoming flow statistics of Iu signalling plane and user plane. This requirement is not applicable for PS domain user plane when utilizing an optimized PS bearer plane in the HNB-AN by terminating the GTP-U tunnel between the 3G HNB and SGSN.
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