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1
Decision/action requested

The group is asked to discuss the proposed self-optimization requirements and introduce the agreed part into the draft TS 32.521.
2
References

3
Rationale

The self-optimization function shall be monitored and managed by the operator when needed. Operator can configure the trigger rules of self-optimization function and control the self-optimization process.

For open loop handling, operator shall be able to interfere on the self-optimization process execution. Without the operator confirmation, the self-optimization can’t be executed. 
For open and close loop handling, operator shall be notified on the status of self-optimization process execution which will help the operator to get complete self-optimization execution information.
4
Detailed proposal
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5
Business level requirements

5.1
Requirements
5.1.1
Self-Optimization & Self-Healing Monitoring and management Requirements

REQ_SO_MAN_CON_1
IRPManager shall be able to control the self-optimization & self-healing functions.

REQ_SO_MON_CON_1 The self-optimization & self-healing complex corrective actions shall be executed in a consistent and coordinated way.

REQ_SO_MON_CON_2 Self-optimization & self-healing functions shall reuse existing standardized solutions as much as possible.
REQ_SO_MON_CON_3 IRPManager shall be notified (according to TS 32.301) of the start and end of Self Healing functions. The specific activities to be reported to the IRPManager by each Self-Healing function will be determined on a case by case basis.

REQ-SO_MM-CON-4 IRPManager shall be able to know the start and end of Self- Optimization functions. In addition, the IRPManager shall be able to know the corrective actions information which is specific to Self-Optimization function type.
REQ-SO_MM-CON-5 IRPManager shall be able to know the success or failure result of Self-Optimization execution.
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