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1
Scope

The present document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS networks. The GSM/UMTS core network charging architecture and principles are specified in document TS 32.240 [1], which provides an umbrella for other charging management documents that specify:

- the content of the CDRs per domain and subsystem (offline charging),

- the content of real-time charging events per domain / subsystem (online charging);

- the functionality of online and offline charging for those domains and subsystems;

- the interfaces that are used in the charging framework to transfer the charging information (i.e. CDRs or charging events) 

The complete document structure for these TSs is defined in TS 32.240 [1].

The present document specifies the Offline and Online Charging description for the IP Multimedia Subsystem (IMS), based on the functional descriptions of the IMS in 3GPP TS 23.228 [200]. This charging description includes the offline and online charging architecture and scenarios specific to IMS, as well as the mapping of common 3GPP charging architecture specified in TS 32.240 [1] onto IMS. It further specifies the structure and content of the CDRs for offline charging, and the charging events for online charging. The present document is related to other 3GPP charging TSs as follows:

· The common 3GPP charging architecture is specified in TS 32.240 [1];

· The parameters, abstract syntax and encoding rules for these CDR types are specified in TS 32.298 [51].

· A transaction based mechanism for the transfer of CDRs within the network is specified in TS 32.295 [54].

· The file based mechanism used to transfer the CDRs from the network to the operator’s billing domain (e.g. the billing system or a mediation device) is specified in TS 32.297 [52].

· The 3GPP Diameter application that is used for IMS offline and online charging is specified in TS 32.299 [50].

All terms, definitions and abbreviations used in the present document, that are common across 3GPP TSs, are defined in the 3GPP Vocabulary, TR 21.905 [100]. Those that are common across charging management in GSM/UMTS domains, services or subsystems are provided in the umbrella document TS 32.240 [1] and are copied into clause 3 of the present document for ease of reading. Finally, those items that are specific to the present document are defined exclusively in the present document.

Furthermore, requirements that govern the charging work are specified in 3GPP TS 22.115 [101].
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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ABNF
Augmented Backus-Naur Form

ACA
Accounting Answer

ACR
Accounting Request

AS
Application Server

AVP
Attribute Value Pair

B2BUA
Back-to-Back User Agent

BGCF
Breakout Gateway Control Function

BS
Billing System

CCA
Credit Control Answer

CCF
Charging Collection Function

CCR
Credit Control Request

CDF
Charging Data Function

CDIV
Communication Diversion
CDP
Charge Determination Point
CDR
Charging Data Record

CGF
Charging Gateway Function

CONF
Conference

CPCF
Content Provider Charging Function

ECF
Event Charging Function

ECUR
Event Charging with Unit Reservation

CSCF
Call Session Control Function (I-Interrogating; P-Proxy; and S-Serving)

IBCF
Interconnect Border Control Function

IEC
Immediate Event Charging

IMS
IP Multimedia Subsystem

IMS-GWF
IMS Gateway Function

ISC
IMS Service Control

MGCF
Media Gateway Control Function

MMTel
MultiMedia Telephony
MRFC
Media Resource Function Controller

MRFP
Multimedia Resource Function Processor

OCS
Online Charging System
RTTI
Real-time Transfer of Tariff Information
SCCF
Subscriber Content Charging Function

SCUR
Session Charging with Unit Reservation

SDP
Session Description Protocol

SIP
Session Initiation Protocol

TIP
Terminating Identity Presentation

TIR
Terminating Identity Restriction
UA
User Agent

UE
User Equipment

VCC
Voice Call Continuity

VDN
VCC Domain transfer Number
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5.2.2.1.17
Session Establishment via IBCF to a third party AS providing tariff information in real time (RTTI)
The following figure shows the Diameter transactions that are required between S-CSCF, IBCF and CDF, in each IMS network, during session establishment. It represents a charging interconnect scenario where the third party AS (located in another network) provides e.g. value-added service and real time tariff information according to 3GPP TS 29.658 [206]. 
Editor's Note: The interconnect scenario between IMS network and PSTN (involving MGCF rather than IBCF) is FFS.
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Figure 5.2.2.1.17-1: Message Sequence Chart for IMS Initiated Session Establishment with a 3rd party AS providing real-time tariff information (RTTI)
1.
The session is initiated.

2.
The destination (third party AS) answers with successful 200OK to the INVITE. According to the CDP procedures during session set-up, the third party AS includes a real time tariff information xml body within the 200OK response, as described in [206]).

3.
Upon reception of the final response, the S-CSCF sends an Accounting-Request with
Accounting-Record-Type indicating START_RECORD to record start of a user session and start of a media component in the S-CSCF.
4
The CDF in each IMS acknowledges the reception of the data and opens an S-CSCF CDR.
5.
Upon reception of the answer message, the IBCFs send an Accounting-Request with
Accounting-Record-Type to the CDF in each IMS indicating START_RECORD to record start of a user session and start of a media component in the IBCF.
6
The CDF in each IMS acknowledges the reception of the data and opens an IBCF CDR.
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6.1.3.3
S-CSCF CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.3: Charging Data of S-CSCF CDR

	Field
	Category
	Description

	Record Type
	M
	Identifies the type of record. The parameter is derived from the Node functionality parameter.

	Retransmission
	OC
	This parameter, when present, indicates that information from retransmitted Charging Data Requests has been used in this CDR

	SIP Method
	OC
	Specifies the SIP-method for which the CDR is generated. Only available in session unrelated cases.

	Event
	OC
	This field identifies the SIP event package to which the SIP request is referred. 

	Expires Information
	OC
	This field indicates the validity time of either the SIP message or its content, depending on the SIP method.

	Role of node
	OM
	This field indicates the role of the S-CSCF. 

	Node Address
	OM
	This item holds the address of the node providing the information for the CDR. This may either be the IP address or the FQDN of the IMS node generating the accounting data. 

	Session ID
	OM
	The Session identification. For a SIP session the Session-ID contains the SIP Call ID as defined in the Session Initiation Protocol RFC 3261 [404]. 

	List Of Calling Party Address
	OM
	The address or addresses (Public User ID or Public Service ID) of the party requesting a service or initiating a session. 

	List of Associated URI
	OC
	The list of non-barred public user identities (SIP URIs and/or TEL URIs) associated to the public user identity under registration. 

	Called Party Address 
	OM
	For SIP transactions, except for registration, this field holds the address of the party (Public User ID or Public Service ID) to whom the SIP transaction is posted. 

For registration transactions, this field holds the Public User ID under registration.

	Requested Party Address 
	OC
	For SIP transactions this field holds the address of the party (Public User ID or Public Service ID) to whom the SIP transaction was originally posted. 

This field is only present if different from the Called Party Address parameter.

	Number Portability routing information
	OC
	This field includes information on number portability after DNS/ENUM request from S-CSCF in the calling user’s home network.

	Carrier Select routing information
	OC
	This field includes information on carrier select after DNS/ENUM request from S-CSCF in the calling user’s home network.

	List of Called Asserted Identity
	OC
	The address or addresses of the final asserted identities. Present if the final asserted identities are available in the SIP 2xx response.

	Private User ID
	OC
	Holds the used private user identity of the served party according to RFC2486 [405] if available. 

	List of Subscription Id
	OM
	Holds the public user identities of the served user

	Service Request Time Stamp
	OM
	This field contains the time stamp, which indicates the time at which the service was requested. 

	Service Delivery Start Time Stamp
	OM
	This field holds the time stamp reflecting either: successful session set-up, a delivery unrelated service, an unsuccessful session set-up and an unsuccessful session unrelated request. 

	Service Delivery End Time Stamp
	OC
	This field records the time at which the service delivery was terminated. It is Present only in SIP session related case.

	Record Opening Time
	OC
	A time stamp reflecting the time the CDF opened this record. Present only in SIP session related case.

	Record Closure Time
	OM
	A Time stamp reflecting the time the CDF closed the record.

	Application Servers Information
	OC
	This a grouped CDR field containing the fields: “Application Server Involved” and “Application Provided Called Parties”.

	
Application Servers Involved
	OC
	Holds the ASs (if any) identified by the SIP URIs. 

	
Application Provided Called Parties
	OC
	Holds a list of the Called party address(es), if the address(es) are determined by an AS (SIP URI, E.164…). 

	List of Inter Operator Identifiers
	OC
	Holds the identification of the home network (originating and terminating) if exchanged via SIP signalling, as recorded in the P-Charging-Vector header. This grouped  field may occur several times in one CDR.

	
Originating IOI
	OC
	This parameter corresponds to Orig-IOI header of the P-Charging-Vector defined in TS 24.229 [204].

	
Terminating IOI
	OC
	This parameter corresponds to Term-IOI header of the P-Charging-Vector defined in TS 24.229 [204].

	Local Record Sequence Number
	OM
	This field includes a unique record number created by S-CSCF. The number is allocated sequentially for each partial CDR (or whole CDR) including all CDR types. The number is unique within the CDF.

	Record Sequence Number
	OC
	This field contains a running sequence number employed to link the partial records generated by the CDF for a particular session.

	Cause For Record Closing
	OM
	This field contains a reason for the close of the CDR.

	Incomplete CDR Indication
	OC
	This field provides additional diagnostics when the CDF detects missing Charging Data Requests.

	IMS Charging Identifier
	OM
	This parameter holds the IMS charging identifier (ICID) as generated by the IMS node for the SIP session. 

	List of Early SDP Media Components
	OC
	This is a grouped field which may occur several times in one CDR.

Each occurrence shall describe a change in the state (inactive/active or vice versa) of the media components negotiated during the SIP session establishment previously to the reception of a SIP final response to the initial SIP Invite. 

This field shall not be present if no media components are set to active before the final SIP session answer to the initial SIP Invite is received.

This field can be present in either session or event CDRs.

	
SDP Session Description
	OC
	Holds the Session portion of SDP data exchanged in the above mentioned scenario, if available. 

	
SDP Type
	OM
	This parameter indicates if the SDP media component is an SDP offer or SDP answer.

	
SDP Offer Timestamp
	OM
	This parameter contains the time of the SIP Request which conveys the SDP offer. 

	
SDP Answer Timestamp
	OM
	This parameter contains the time of the response to the SIP Request which conveys the SDP answer. 

	
SDP  Media Components
	OM
	This is a grouped field comprising several sub-fields associated with one media component. Since several media components may exist for a session in parallel these sub-fields may occur several times. 

	

SDP Media Name
	OM
	This field holds the name of the media as available in the SDP data.

	

SDP Media Description
	OM
	This field holds the attributes of the media as available in the SDP data.

	

Access Correlation ID
	OC
	This parameter holds the charging identifier from the access network, consisting of either GPRS charging ID (GCID) which is generated by the GGSN for a GPRS PDP context or the Access Network Charging Identifier Value which is generated by another type of access network.

It is present only if received from the access network when PCC architecture is implemented.

	
Media Initiator flag
	OC
	This field indicates if the called party has requested the session modification and it is present only if the initiator was the called party.

	List of SDP Media Components
	OC
	This is a grouped field which may occur several times in one CDR. The first occurrence describes the initial SIP session negotiation whilst the other would stem from session re-negotiations.

The field is present only in a SIP session related case.

	
SDP Session Description
	OC
	Holds the Session portion of the SDP data exchanged between the User Agents if available in the SIP transaction. 

	
SDP Type
	OM
	This parameter indicates if the SDP media component is an SDP offer or SDP answer.

	
SIP Request Timestamp
	OM
	This parameter contains the time of the SIP Request (usually a (Re)Invite). 

	
SIP Response Timestamp
	OM
	This parameter contains the time of the response to the SIP Request (usually a 200 OK). 

	
SDP Media Components
	OM
	This is a grouped field comprising several sub-fields associated with one media component. Since several media components may exist for a session in parallel these sub-fields may occur several times. 

	

SDP Media Name
	OM
	This field holds the name of the media as available in the SDP data. 

	

SDP Media Description
	OM
	This field holds the attributes of the media as available in the SDP data. 

	

Access Correlation ID
	OC
	This parameter holds the charging identifier from the access network, consisting of either GPRS charging ID (GCID) which is generated by the GGSN for a GPRS PDP context or the Access Network Charging Identifier Value which is generated by another type of access network.

It is present only if received from the access network when PCC architecture is implemented.

	
Media Initiator flag
	OC
	This field indicates if the called party has requested the session modification and it is present only if the initiator was the called party.

	GGSN Address
	OC
	This parameter holds the control plane IP address of the GGSN that handles one or more media component(s) of an IMS session. 

	Service Reason Return Code
	OM
	This parameter provides the returned SIP status code for the service request for the successful and failure case, 

	List of Message Bodies
	OC
	This grouped field comprising several sub-fields describing the data that may be conveyed end-to-end in the body of a SIP message.  Since several message bodies may be exchanged via SIP-signalling, this grouped field may occur several times. 

	
Content-Type
	OM
	This sub-field of Message Bodies holds the MIME type of the message body, Examples are: application/zip, image/gif, audio/mpeg, etc.

	
Content-Disposition
	OC
	This sub-field of Message Bodies holds the content disposition of the message body inside the SIP signalling, Content-disposition header field equal to “render”, indicates that “the body part should be displayed or otherwise rendered to the user”. Content disposition values are: session, render, inline, icon, alert, attachment, etc. 

	
Content-Length
	OM
	This sub-field of Message Bodies holds the size of the data of a message body in bytes. 

	
Originator
	OC
	This sub-field of the "List of Message Bodies" indicates the originating party of the message body. 

	Access Network Information
	OC
	This field contains the content of the SIP P-header “P-Access-Network-Info” if available.

	Service Context Id
	OM
	Holds the context information to which the CDR belongs. The information is obtained from the Operation Token of the Charging Data Request message.

	IMS Communication Service ID
	OC
	This field contains the IMS communication service identifier if received in the P-Asserted-Service header in the SIP request.

	Record Extensions
	OC
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.

	Real time tariff information
	Oc
	This field contains tariff/add-on charge information received in real time (e.g. tariff of value added service from a third party service provider).


	Next Modified Section


6.1.3.7
MGCF CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.7: Charging Data of MGCF CDR

	Field
	Category
	Description

	Record Type
	M
	Identifies the type of record. The parameter is derived from the Node functionality parameter.

	Retransmission
	OC
	This parameter, when present, indicates that information from retransmitted Charging Data Requests has been used in this CDR

	SIP Method
	OC
	Specifies the SIP-method for which the CDR is generated. Only available in session unrelated cases. 

	Event
	OC
	This field identifies the SIP event package to which the SIP request is referred. 

	Expires Information
	OC
	This field indicates the validity time of either the SIP message or its content, depending on the SIP method.

	Role of node
	OM
	This field indicates the role of the MGCF. 

	Node Address
	OM
	This item holds the address of the node providing the information for the CDR. This may either be the IP address or the FQDN of the IMS node generating the accounting data. 

	Session ID
	OM
	The Session identification. For a SIP session the Session-ID contains the SIP Call ID as defined in the Session Initiation Protocol RFC 3261 [404]. 

	List Of Calling Party Address
	OM
	The address or addresses (Public User ID or Public Service ID) of the party requesting a service or initiating a session. 

	Called Party Address 
	OM
	In the context of an end-to-end SIP transaction this field holds the address of the party (Public User ID) to whom the SIP transaction is posted. 

	Number Portability routing information
	OC
	This field includes information on number portability after DNS/ENUM request from S-CSCF in the calling user’s home network.

	Carrier Select routing information
	OC
	This field includes information on carrier select after DNS/ENUM request from S-CSCF in the calling user’s home network.

	Service Request Time Stamp
	OM
	This field contains the time stamp which indicates the time at which the service was requested. This parameter corresponds to SIP Request Timestamp. Present with Charging Data Request [Start] and Charging Data Request [Event].

	Service Delivery Start Time Stamp
	OM
	This field holds the time stamp reflecting either: successful session set-up, a delivery unrelated service, an unsuccessful session set-up and an unsuccessful session unrelated request. This parameter corresponds to SIP Response Timestamp. Present with Charging Data Request [Start] and Charging Data Request [Event].

	Service Delivery End Time Stamp
	OC
	This field records the time at which the service delivery was terminated. It is Present only in SIP session related case. This parameter corresponds to SIP Request Timestamp.  Present with Charging Data Request [Stop].

	Record Opening Time
	OC
	A time stamp reflecting the time the CDF opened this record. Present only in SIP session related case.

	Record Closure Time
	OM
	A Time stamp reflecting the time the CDF closed the record.

	Inter Operator Identifiers
	OC
	Holds the identification of the home network (originating and terminating) if exchanged via SIP signalling, as recorded in the P-Charging-Vector header.

	
Originating IOI
	OC
	This parameter corresponds to Orig-IOI header of the P-Charging-Vector defined in TS 24.229 [204].

	
Terminating IOI
	OC
	This parameter corresponds to Term-IOI header of the P-Charging-Vector defined in TS 24.229 [204].

	Local Record Sequence Number
	OM
	This field includes a unique record number created by this node. The number is allocated sequentially for each partial CDR (or whole CDR) including all CDR types. The number is unique within the CDF.

	Record Sequence Number
	OC
	This field contains a running sequence number employed to link the partial records generated by the CDF for a particular session.

	Cause For Record Closing
	OM
	This field contains a reason for the close of the CDR.

	Incomplete CDR Indication
	OC
	This field provides additional diagnostics when the CDF detects missing Charging Data Requests.

	IMS Charging Identifier
	OM
	This parameter holds the IMS charging identifier (ICID) as generated by the IMS node for the SIP session. 

	List of Early SDP Media Components
	OC
	This is a grouped field which may occur several times in one CDR.

Each occurrence shall describe a change in the state (inactive/active or vice versa) of the media components negotiated during the SIP session establishment previously to the reception of a SIP final response to the initial SIP Invite. 

This field shall not be present if no media components are set to active before the final SIP session answer to the initial SIP Invite is received.

This field can be present in either session or event CDRs.

	
SDP Session Description
	OC
	Holds the Session portion of SDP data exchanged in the above mentioned scenario, if available. 

	
SDP Type
	OM
	This parameter indicates if the SDP media component is an SDP offer or SDP answer.

	
SDP Offer Timestamp
	OM
	This parameter contains the time of the SIP Request which conveys the SDP offer. 

	
SDP Answer Timestamp
	OM
	This parameter contains the time of the response to the SIP Request which conveys the SDP answer. 

	
SDP  Media Components
	OM
	This is a grouped field comprising several sub-fields associated with one media component. Since several media components may exist for a session in parallel these sub-fields may occur several times. 

	

SDP Media Name
	OM
	This field holds the name of the media as available in the SDP data.

	

SDP Media Description
	OM
	This field holds the attributes of the media as available in the SDP data.

	
Media Initiator flag
	OC
	This field indicates if the called party has requested the session modification and it is present only if the initiator was the called party.

	List of SDP Media Components
	OC
	This is a grouped field which may occur several times in one CDR. The first occurrence describes the initial session negotiation whilst the other would stem from session re-negotiations.

The field is present only in a SIP session related case.

	
SDP Session Description
	OC
	Holds the Session portion of the SDP data exchanged between the User Agents if available in the SIP transaction. 

	
SDP Type
	OM
	This parameter indicates if the SDP media component is an SDP offer or SDP answer.

	
SIP Request Timestamp
	OM
	This parameter contains the time of the SIP Request (usually a (Re)Invite). This parameter corresponds to SIP Request Timestamp in Charging Data Request [Interim].

	
SIP Response Timestamp
	OM
	This parameter contains the time of the response to the SIP Request (usually a 200 OK). This parameter corresponds to SIP Response Timestamp in Charging Data Request [Interim].

	
SDP Media Components
	OM
	This is a grouped field comprising several sub-fields associated with one media component. Since several media components may exist for a session in parallel these sub-fields may occur several times. 

	

SDP Media Name
	OM
	This field holds the name of the media as available in the SDP data. This parameter corresponds to SDP-Media-Name.

	

SDP Media Description
	OM
	This field holds the attributes of the media as available in the SDP data. 

	
Media Initiator flag
	OC
	This field indicates if the called party has requested the session modification and it is present only if the initiator was the called party.

	Service Reason Return Code
	OM
	This parameter provides the returned SIP status code for the service request for the successful and failure case.

	Trunk Group ID Incoming/Outgoing
	OM
	Contains the outgoing trunk group ID for an outgoing session/call or the incoming trunk group ID for an incoming session/call. 

	Bearer Service
	OM
	Holds the used bearer service for the PSTN leg. 

	Access Network Information
	OC
	This field contains the content of the SIP P-header “P-Access-Network-Info” if available.

	Service Context Id
	OM
	Holds the context information to which the CDR belongs. The information is obtained from the Operation Token of the Charging Data Request message.

	Record Extensions
	OC
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.

	Real time tariff information
	OC
	This field contains tariff/add-on charge information received in real time (e.g. tariff of value added service from a third party service provider).
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6.1.3.9
SIP AS CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.9: Charging Data of AS CDR

	Field
	Category
	Description

	Record Type
	M
	Identifies the type of record. The parameter is derived from the Node functionality parameter.

	Retransmission
	OC
	This parameter, when present, indicates that information from retransmitted Charging Data Requests has been used in this CDR

	SIP Method
	OC
	Specifies the SIP-method for which the CDR is generated. Only available in session unrelated cases. 

	Event
	OC
	This field identifies the SIP event package to which the SIP request is referred. 

	Expires Information
	OC
	This field indicates the validity time of either the SIP message or its content, depending on the SIP method.

	Role of node
	OM
	This fields indicates the role of the AS. 

	Node Address
	OM
	This item holds the address of the node providing the information for the CDR. This may either be the IP address or the FQDN of the IMS node generating the accounting data. 

	Session ID
	OM
	The Session identification. For a SIP session the Session-ID contains the SIP Call ID as defined in the Session Initiation Protocol RFC 3261 [404]. 

	List Of Calling Party Address
	OM
	The address or addresses (Public User ID or Public Service ID) of the party requesting a service or initiating a session. 

	Called Party Address 
	OM
	For SIP transactions, except for registration, this field holds the address of the party (Public User ID or Public Service ID) to whom the SIP transaction is posted. 

For registration transactions, this field holds the Public User ID under registration.

	Number Portability routing information
	OC
	This field includes information on number portability after DNS/ENUM request from S-CSCF in the calling user’s home network.

	Carrier Select routing information
	OC
	This field includes information on carrier select after DNS/ENUM request from S-CSCF in the calling user’s home network.

	Alternate Charged Party Address
	OC
	The address of an alternate party that is identified by the AS at session initiation, and is charged in place of the calling party.

	Requested Party Address 
	OC
	For SIP transactions this field holds the address of the party (Public User ID or Public Service ID) to whom the SIP transaction was originally posted. 

This field is only present if different from the Called Party Address parameter.

	List of Subscription Id
	OM
	Holds the public user identities of the served user

	List of Called Asserted Identity
	OC
	The address or addresses of the final asserted identities. Present if the final asserted identities are available in the SIP 2xx response.

	Service Request Time Stamp
	OM
	This field contains the time stamp which indicates the time at which the service was requested. This parameter corresponds to SIP Request Timestamp. Present with Charging Data Request [Start] and Charging Data Request [Event].

	Service Delivery Start Time Stamp
	OM
	This field holds the time stamp reflecting either: successful session set-up, a delivery unrelated service, an unsuccessful session set-up and an unsuccessful session unrelated request. This parameter corresponds to SIP Response Timestamp. Present with Charging Data Request [Start] and Charging Data Request [Event].

	Service Delivery End Time Stamp
	OC
	This field records the time at which the service delivery was terminated. It is Present only in SIP session related case. This parameter corresponds to SIP Request Timestamp.  Present with Charging Data Request [Stop].

	Record Opening Time
	OC
	A time stamp reflecting the time the CDF opened this record. Present only in SIP session related case.

	Record Closure Time
	OM
	A Time stamp reflecting the time the CDF closed the record.

	Inter Operator Identifiers
	OC
	Holds the identification of the home network (originating and terminating) if exchanged via SIP signalling, as recorded in the P-Charging-Vector header.

	
Originating IOI
	OC
	This parameter corresponds to Orig-IOI header of the P-Charging-Vector defined in TS 24.229 [204].

	
Terminating IOI
	OC
	This parameter corresponds to Term-IOI header of the P-Charging-Vector defined in TS 24.229 [204].

	Local Record Sequence Number
	OM
	This field includes a unique record number created by this node. The number is allocated sequentially for each partial CDR (or whole CDR) including all CDR types. The number is unique within the CDF.

	Record Sequence Number
	OC
	This field contains a running sequence number employed to link the partial records generated by the CDF for a particular session.

	Cause For Record Closing
	OM
	This field contains a reason for the close of the CDR.

	Incomplete CDR Indication
	OC
	This field provides additional diagnostics when the CDF detects missing Charging Data Requests.

	IMS Charging Identifier
	OM
	This parameter holds the IMS charging identifier (ICID) as generated by the IMS node for the SIP session. 

	List of Early SDP Media Components
	OC
	This is a grouped field which may occur several times in one CDR.

Each occurrence shall describe a change in the state (inactive/active or vice versa) of the media components negotiated during the SIP session establishment previously to the reception of a SIP final response to the initial SIP Invite. 

This field shall not be present if no media components are set to active before the final SIP session answer to the initial SIP Invite is received.

This field can be present in either session or event CDRs.

	
SDP Session Description
	OC
	Holds the Session portion of SDP data exchanged in the above mentioned scenario, if available. 

	
SDP Type
	OM
	This parameter indicates if the SDP media component is an SDP offer or SDP answer.

	
SDP Offer Timestamp
	OM
	This parameter contains the time of the SIP Request which conveys the SDP offer. 

	
SDP Answer Timestamp
	OM
	This parameter contains the time of the response to the SIP Request which conveys the SDP answer. 

	
SDP  Media Components
	OM
	This is a grouped field comprising several sub-fields associated with one media component. Since several media components may exist for a session in parallel these sub-fields may occur several times. 

	

SDP Media Name
	OM
	This field holds the name of the media as available in the SDP data.

	

SDP Media Description
	OM
	This field holds the attributes of the media as available in the SDP data.

	

Access Correlation ID
	OC
	This parameter holds the charging identifier from the access network, consisting of either GPRS charging ID (GCID) which is generated by the GGSN for a GPRS PDP context or the Access Network Charging Identifier Value which is generated by another type of access network.

It is present only if received from the access network when PCC architecture is implemented.

	
Media Initiator flag
	OC
	This field indicates if the called party has requested the session modification and it is present only if the initiator was the called party.

	List of SDP Media Components
	OC
	This is a grouped field which may occur several times in one CDR. The first occurrence describes the initial session negotiation whilst the other would stem from session re-negotiations.

The field is present only in a SIP session related case.

	
SDP Session Description
	OC
	Holds the Session portion of the SDP data exchanged between the User Agents if available in the SIP transaction. 

	
SDP Type
	OM
	This parameter indicates if the SDP media component is an SDP offer or SDP answer.

	
SIP Request Timestamp
	OM
	This parameter contains the time of the SIP Request (usually a (Re)Invite). This parameter corresponds to SIP Request Timestamp in Charging Data Request [Interim].

	
SIP Response Timestamp
	OM
	This parameter contains the time of the response to the SIP Request (usually a 200 OK). This parameter corresponds to SIP Response Timestamp in Charging Data Request [Interim].

	
SDP Media Components
	OM
	This is a grouped field comprising several sub-fields associated with one media component. Since several media components may exist for a session in parallel these sub-fields may occur several times. 

	

SDP Media Name
	OM
	This field holds the name of the media as available in the SDP data. 

	

SDP Media Description
	OM
	This field holds the attributes of the media as available in the SDP data. 

	

Access Correlation ID
	OC
	This parameter holds the charging identifier from the access network, consisting of either GPRS charging ID (GCID) which is generated by the GGSN for a GPRS PDP context or the Access Network Charging Identifier Value which is generated by another type of access network.

It is present only if received from the access network when PCC architecture is implemented.

	
Media Initiator flag
	OC
	This field indicates if the called party has requested the session modification and it is present only if the initiator was the called party.

	GGSN Address
	OC
	This parameter holds the control plane IP address of the GGSN that handles one or more media component(s) of a IMS session. 

	Service Reason Return Code
	OM
	This parameter provides the returned SIP status code for the service request for the successful and failure case,

	Service Specific Info
	OC
	This is a grouped field that contains service specific data if and as provided by an Application Server. It may occur several times in one CDR.

	
Service Specific Data
	OM
	This sub-field of Service Specific Data holds the value of the Service Specific Data.

	
Service Specific Type
	OM
	This sub-field of Service Specific Data holds the type of the Service Specific Data.

	List of Message Bodies
	OC
	This grouped field comprising several sub-fields describing the data that may be conveyed end-to-end in the body of a SIP message.  Since several message bodies may be exchanged via SIP-signalling, this grouped field may occur several times.

	
Content-Type
	OM
	This sub-field of Message Bodies holds the MIME type of the message body, Examples are: application/zip, image/gif, audio/mpeg, etc. 

	
Content-Disposition
	OC
	This sub-field of Message Bodies holds the content disposition of the message body inside the SIP signalling, Content-disposition header field equal to “render”, indicates that “the body part should be displayed or otherwise rendered to the user”. Content disposition values are : session, render, inline, icon, alert, attachment, etc. 

	
Content-Length
	OM
	This sub-field of Message Bodies holds the size of the data of a message body in bytes. 

	
Originator
	OC
	This sub-field of the "List of Message Bodies" indicates the originating party of the message body. 

	Access Network Information
	OC
	This field contains the content of the SIP P-header “P-Access-Network-Info” if available.

	Service Context Id
	OM
	Holds the context information to which the CDR belongs. The information is obtained from the Operation Token of the Charging Data Request message.

	IMS Communication Service ID
	OC
	This field contains the IMS communication service identifier if received in the P-Asserted-Service header in the SIP request.

	Record Extensions
	OC
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.

	Real time tariff information
	Oc
	This field contains tariff/add-on charge information received in real time (e.g. tariff of value added service from a third party service provider).
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6.1.3.10
IBCF CDR Content

The detailed description of the field is provided in TS 32.298 [51].

Table 6.1.3.10: Charging Data of IBCF CDR

	Field
	Category
	Description

	Record Type
	M
	Identifies the type of record. The parameter is derived from the Node functionality parameter.

	Retransmission
	OC
	This parameter, when present, indicates that information from retransmitted Charging Data Requests has been used in this CDR.

	SIP Method
	OC
	Specifies the SIP-method for which the CDR is generated. Only available in session unrelated cases. 

	Event
	OC
	This field identifies the SIP event package to which the SIP request is referred. 

	Expires Information
	OC
	This field indicates the validity time of either the SIP message or its content, depending on the SIP method.

	Role of node
	OM
	This field indicates the role of the IBCF. 

	Node Address
	OM
	This item holds the address of the node providing the information for the CDR. This may either be the IP address or the FQDN of the IMS node generating the accounting data. 

	Session ID
	OM
	The Session identification. For a SIP session the Session-ID contains the SIP Call ID as defined in the Session Initiation Protocol RFC 3261 [404]. 

	List Of Calling Party Address
	OM
	The address or addresses (Public User ID or Public Service ID) of the party requesting a service or initiating a session. 

	Called Party Address 
	OM
	In the context of an end-to-end SIP transaction this field holds the address of the party (Public User ID) to whom the SIP transaction is posted. 

	Number Portability routing information
	OC
	This field includes information on number portability after DNS/ENUM request from S-CSCF in the calling user’s home network.

	Carrier Select routing information
	OC
	This field includes information on carrier select after DNS/ENUM request from S-CSCF in the calling user’s home network.

	Service Request Time Stamp
	OM
	This field contains the time stamp which indicates the time at which the service was requested. This parameter corresponds to SIP Request Timestamp. Present with Charging Data Request [Start] and Charging Data Request [Event].

	Service Delivery Start Time Stamp
	OM
	This field holds the time stamp reflecting either: successful session set-up, a delivery unrelated service, an unsuccessful session set-up and an unsuccessful session unrelated request. This parameter corresponds to SIP Response Timestamp. Present with Charging Data Request [Start] and Charging Data Request [Event].

	Service Delivery End Time Stamp
	OC
	This field records the time at which the service delivery was terminated. It is Present only in SIP session related case. This parameter corresponds to SIP Request Timestamp.  Present with Charging Data Request [Stop].

	Record Opening Time
	OC
	A time stamp reflecting the time the CDF opened this record. Present only in SIP session related case.

	Record Closure Time
	OM
	A Time stamp reflecting the time the CDF closed the record

	Inter Operator Identifiers
	OC
	Holds the identification of the home network (originating and terminating) if exchanged via SIP signalling, as recorded in the P-Charging-Vector header.

	
Originating IOI
	OC
	This parameter corresponds to Orig-IOI header of the P-Charging-Vector defined in TS 24.229 [204].

	
Terminating IOI
	OC
	This parameter corresponds to Term-IOI header of the P-Charging-Vector defined in TS 24.229 [204].

	Local Record Sequence Number
	OM
	This field includes a unique record number created by this node. The number is allocated sequentially for each partial CDR (or whole CDR) including all CDR types. The number is unique within the CDF.

	Record Sequence Number
	OC
	This field contains a running sequence number employed to link the partial records generated by the CDF for a particular session.

	Cause For Record Closing
	OM
	This field contains a reason for the close of the CDR.

	Incomplete CDR Indication
	OC
	This field provides additional diagnostics when the CDF detects missing Charging Data Requests.

	IMS Charging Identifier
	OM
	This parameter holds the IMS charging identifier (ICID) as generated by the IMS node for the SIP session. 

	List of Early SDP Media Components
	OC
	This is a grouped field which may occur several times in one CDR.

Each occurrence shall describe a change in the state (inactive/active or vice versa) of the media components negotiated during the SIP session establishment previously to the reception of a SIP final response to the initial SIP Invite. 

This field shall not be present if no media components are set to active before the final SIP session answer to the initial SIP Invite is received.

This field can be present in either session or event CDRs.

	
SDP Session Description
	OC
	Holds the Session portion of SDP data exchanged in the above mentioned scenario, if available. 

	
SDP Type
	OM
	This parameter indicates if the SDP media component is an SDP offer or SDP answer.

	
SDP Offer Timestamp
	OM
	This parameter contains the time of the SIP Request which conveys the SDP offer. 

	
SDP Answer Timestamp
	OM
	This parameter contains the time of the response to the SIP Request which conveys the SDP answer. 

	
SDP  Media Components
	OM
	This is a grouped field comprising several sub-fields associated with one media component. Since several media components may exist for a session in parallel these sub-fields may occur several times. 

	

SDP Media Name
	OM
	This field holds the name of the media as available in the SDP data.

	

SDP Media Description
	OM
	This field holds the attributes of the media as available in the SDP data.

	
Media Initiator flag
	OC
	This field indicates if the called party has requested the session modification and it is present only if the initiator was the called party.

	List of SDP Media Components
	OC
	This is a grouped field which may occur several times in one CDR. The first occurrence describes the initial session negotiation whilst the other would stem from session re-negotiations.

The field is present only in a SIP session related case.

	
SDP Session Description
	OC
	Holds the Session portion of the SDP data exchanged between the User Agents if available in the SIP transaction. 

	
SDP Type
	OM
	This parameter indicates if the SDP media component is an SDP offer or SDP answer.

	
SIP Request Timestamp
	OM
	This parameter contains the time of the SIP Request (usually a (Re)Invite). This parameter corresponds to SIP Request Timestamp in Charging Data Request [Interim].

	
SIP Response Timestamp
	OM
	This parameter contains the time of the response to the SIP Request (usually a 200 OK). This parameter corresponds to SIP Response Timestamp in Charging Data Request [Interim].

	
SDP Media Components
	OM
	This is a grouped field comprising several sub-fields associated with one media component. Since several media components may exist for a session in parallel these sub-fields may occur several times. 

	

SDP Media Name
	OM
	This field holds the name of the media as available in the SDP data. 

	

SDP Media Description
	OM
	This field holds the attributes of the media as available in the SDP data. 

	
Media Initiator flag
	OC
	This field indicates if the called party has requested the session modification and it is present only if the initiator was the called party.

	Service Reason Return Code
	OM
	This parameter provides the returned SIP status code for the service request for the successful and failure case,

	Access Network Information
	OC
	This field contains the content of the SIP P-header “P-Access-Network-Info” if available.

	IMS Communication Service Id
	OC
	Contains the identifier for the type of communication service the IMS is currently providing for the session.

	Service Context Id
	OM
	Holds the context information to which the CDR belongs. The information is obtained from the Operation Token of the Charging Data Request message.

	Record Extensions
	OC
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.

	Real time tariff information
	OC
	This field contains tariff/add-on charge information received in real time (e.g. tariff of value added service from a third party service provider).
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6.3
IMS Charging Specific Parameters

6.3.1
Definition of IMS charging information

The IMS Information parameter used for IMS charging is provided in the Service Information parameter.

6.3.1.1
IMS charging information assignment for Service Information

The components in the Service Information that are use for IMS charging can be found in Table 6.3.1.1. 

Table 6.3.1.1: Service Information used for IMS Charging

	Field
	Category
	Description
	Provided 

by IMS NE

	Service Information
	OM
	This is a structured field and holds the 3GPP specific parameter as defined in TS 32.299 [50]. For IMS Charging the IMS Information is used.
	All

	
Subscription-Id
	OM
	Described in TS 32.299 [50] and contains the Private User Identity and / or Public User Identity/Identities
	All

	
IMS Information
	OM
	This is a structured field and holds the IMS specific parameters. The details are defined in clause 6.3.1.2.
	All

	
PS Information
	OC
	This is a structured field and holds PS specific parameters. The complete structure is defined in TS 32.251 [11].
	Not in

I-CSCF, IBCF

	GGSN Address
	OC
	This field holds the IP-address of the GGSN that generated the GPRS Charging ID, as described in [1]. 
	Not in

I-CSCF, MGCF,

BGCF,

IBCF


6.3.1.2
Definition of the IMS Information

IMS specific charging information is provided within the IMS Information. The fields of the IMS Information which are different coved in several IMS network nodes are indicated by the node specific type.

The detailed structure of the IMS Information can be found in table 6.3.1.2. 

Table 6.3.1.2: Structure of the IMS Information

	Field
	Category
	Description
	Provided 

by IMS NE

	Event Type
	OC
	This field holds the SIP Method, the content of the SIP “Event” header and the content of the SIP “expires” header when present in the SIP request.
	All

	Node Functionality
	M
	This field contains the function of the node.
	All

	Role of Node
	OM
	This field specifies the role of the AS/CSCF.
	All

	User Session ID
	OM
	This field holds the session identifier. For a SIP session the Session-ID contains the SIP Call ID.
	All

	Calling Party Address
	OM
	This field holds the address (SIP URI or TEL URI)URI of the party (Public User Identity or Public Service Identity) initiating a session or requesting a service. 
	All

	Called Party Address
	OM
	For SIP transactions, except for registration, this field holds the address of the party (Public User ID or Public Service ID) to whom the SIP transaction is posted.

For registration transactions, this field holds the Public User ID under registration.
	All

	Number Portability routing information
	OC
	This field includes information on number portability after DNS/ENUM request from S-CSCF in the calling user’s home network.
	All

	Carrier Select routing information
	OC
	This field includes information on carrier select after DNS/ENUM request from S-CSCF in the calling user’s home network.
	All

	Alternate Charged Party Address
	OC
	The address of an alternate party that is identified by the AS at session initiation, and is charged in place of the calling party.
	AS only

	Requested Party Address 
	OC
	For SIP transactions this field holds the address of the party (Public User ID or Public Service ID) to whom the SIP transaction was originally posted. 

This field is only present if different from the Called Party Address parameter.
	S-CSCF and AS/MRFC

	Called Asserted Identity
	OC
	The address of the final asserted identity. Present if the final asserted identity is available in the SIP 2xx response.
	S-CSCF and AS/MRFC

	Associated URI
	OC
	This field holds a non-barred public user identity (SIP URI or TEL URI) associated to the public user identity under registration. 
	S-CSCF, P-CSCF,

I-CSCF, IBCF

	Time Stamps
	OM
	This field holds the time of the SIP REQUEST and the time of the response to the SIP REQUEST.
	All

	Application Server Information
	OC
	This field holds the SIP URI(s) of the AS(s) addressed during the session and the called party number (SIP URI, E.164), if an application server determines it.
	S-CSCF and MRFC

	Inter Operator Identifier
	OC
	This field holds the identification of the network neighbours (originating and terminating) as exchanged via SIP signalling if available.
	All

	IMS Charging Identifier
	OM
	This field holds the IMS Charging Identifier (ICID) as generated by a IMS node for a SIP session.
	All

	Early Media Description
	OC
	This field holds session and media parameters related to media components set to active during the SIP session establishment and before a final successful or unsuccessful SIP answer to the initial SIP INVITE request is received. Once a media component is set to active, subsequent status changes shall be registered. Since several SDP negotiations may occur during the SIP session establishment, this field may occur several times.
	Not in I-CSCF

	SDP Session Description
	OC
	This field holds the content of an "attribute-line" (i=, c=, b=, k=, a=, etc.) related to a session.
	Not in

 I-CSCF

	SDP Media Component
	OC
	This is a grouped field comprising several sub-fields associated with one media component. Since several media components may exist for a session in parallel these sub-fields may occur several times.
	Not in

 I-CSCF

	Served Party IP Address
	OC
	This field holds the IP address of either the calling or called party, depending on whether the P-CSCF is in touch with the calling or the called party.
	P-CSCF

	Server Capabilities
	OC
	This field contains the server capabilities as described in 3GPP TS 29.229 [205].
	I-CSCF

	Trunk Group ID
	OC
	This field identifies the incoming and outgoing PSTN legs.
	MGCF

	Bearer Service
	OC
	This field holds the used bearer service for the PSTN leg.
	MGCF

	Service Id
	OC
	This field identifies the service the MRFC is hosting. For conferences the conference ID is used as the value of this parameter.
	MRFC

	Service Specific Info
	OC
	This field contains service specific data if and as provided by an Application Server.
	AS

	Message Bodies
	OC
	This field holds information about the Message body, Content-Type, Content-Length, Content-Disposition and Originator if available.
	P-CSCF, S-CSCF, MGCF, IBCF and AS

	Access Network Information
	OC
	This field contains the content of the P-header P-Access-Network-Info.
	All

	IMS Communication Service ID
	OC
	This field contains the IMS communication service identifier if received in the P-Asserted-Service header in the SIP request.
	S-CSCF, IBCF, and AS

	Cause Code
	OC
	This field contains the cause value.
	All

	Real time tariff information
	Oc
	This field contains tariff/add-on charge information received in real time (e.g. tariff of value added service from a third party service provider).
	S-CSCF, IBCF, MGCF and AS
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