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1
Decision/action requested

Include the text provided herein in TR 32.xxx Study on Energy Savings Management.
2
References

Latest draft TR 32.xxx Study on Energy Savings Management V0.1.0.
3
Rationale

Use Cases related to energy savings management is provided herein for inclusion in TR 32.xxx Study on Energy Savings Management 
4
Detailed proposal

	1st Modified Section


7.4 Use cases

7.4.1
Use case eNodeB Overlaid

	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	Switch OFF the radio part of the (Home) (e)NodeB(s) for energy saving purposes.
	

	Actors and Roles (*)
	FFS
	

	Telecom resources
	The (Home) eNodeB(s) including its OSS.
	

	Assumptions
	Energy savings management mode is activated for the (Home) eNodeB(s), based on operator's policy.

The subject (Home) eNodeB(s) is overlaid by one (or more) other (Home) (e)NodeB(s).
	

	Pre conditions
	The (Home) eNodeB(s) is switched on.

The (Home) eNodeB(s) is not in a faulty state.

The Energy Savings Management is activated

	

	Begins when 
	The energy savings management process is triggered automatically based on network performance measurements / service usage data collection and analysis.
	

	Step 1 (*) (M|O)
	The order of the bullet points in the list below does not imply any statements on the order of execution.
[SC1] Compliance of switching off the eNB radio part is checked and if confirmed, the radio part is switched off
[SC2] FFS
[SC3] FFS

[SC4] FFS

	

	Ends when (*)
	The operator policy does not allow any more switching off or 

The Energy Savings Management is deactivated
 or when an exception occurs.
	

	Exceptions
	FFS.
	

	Post Conditions
	The radio part of the (Home) eNodeB(s) is OFF.
	

	Traceability (*)
	
	


7.4.2
Use case Carrier Frequency Restricted

	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	Restrict the number of active eNodeB carriers for energy savings purposes.
	

	Actors and Roles (*)
	FFS
	

	Telecom resources
	The eNodeB including its OSS.
	

	Assumptions
	Energy savings management mode is activated for the eNodeB, based on operator's policy.
	

	Pre conditions
	The eNodeB is switched on.

The eNodeB is not in a faulty state.

The Energy Savings Management is activated
	

	Begins when 
	The energy savings management process is triggered automatically based on network performance measurements / service usage data collection and analysis.
	

	Step 1 (*) (M|O)
	The order of the bullet points in the list below does not imply any statements on the order of execution.
[SC1] Some, but not all active carriers of eNB are selected and deactivated
[SC2] FFS
[SC3] FFS

[SC4] FFS

	

	Ends when (*)
	The operator policy does not allow any more switching off or 

The Energy Savings Management is deactivated
 or when an exception occurs.
	

	Exceptions
	FFS.
	

	Post Conditions
	The selected eNodeB carriers are not active.
	

	Traceability (*)
	
	


	End of Modifications








































































































