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References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication and/or edition number or version number) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.401: "Telecommunication management; Performance Management (PM); Concept and requirements".
[2]
3GPP TS 32.600: "Telecommunication management; Configuration Management (CM); Concept and high-level requirements".
[3]
3GPP TS 24.301: " Technical Specification Group Core Network and Terminals; Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".
[4]
3GPP TS 29.274: "Evolved General Packet Radio Service (GPRS); Tunnelling Protocol for Control plane (GTPv2-C); Stage 3".

[5]       
TS 23.401: “General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access (Release 8)” 
[6]
IETF RFC 5136: "Defining Network Capacity".
3
Measurement family and abbreviations
3.1
Measurement family
The measurement names defined in the present document are all beginning with a prefix containing the measurement family name. This family name identifies all measurements which relate to a given functionality and it may be used for measurement administration (see TS 32.401 [1]).

The list of families currently used in the present document is as follows:

-
MM (measurements related to Mobility Management).
-
SM (measurements related to Session Management)
-
IP (measurements related to Internet Protocol)
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5.2
SGi related measurements
5.2.1
SGi incoming link usage
a) This measurement provides the IP-layer incoming link usage of SGi interface.

b) CC
c) See clause 2.3.4.  Definition: IP-type-P (broad spectrum of packet types) Link Usage in IETF RFC 5136 [6].

d) Each measurement is an integer value.
e) IP.SGiIncLinkUsage.SGiRP
where SGiRP identifies the SGi reference point of this PGWFunction, the format of SGiRP is vendor specific.
f) PGWFunction
g) Valid for packet switched traffic.
h) EPS

5.2.2
SGi outgoing link usage
a) This measurement provides the IP-layer outgoing link usage of SGi interface.

b) CC
c) See clause 2.3.4.  Definition: IP-type-P (broad spectrum of packet types) Link Usage in IETF RFC 5136 [6].

d) Each measurement is an integer value.
e) IP.SGiOutLinkUsage.SGiRP
where SGiRP identifies the SGi reference point of this PGWFunction, the format of SGiRP is vendor specific.
f) PGWFunction
g) Valid for packet switched traffic.
h) EPS
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