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	1st Modified Section


5.1
Operation and notification mapping

The Alarm IRP IS (3GPP TS 32.111-2 [4]) defines the operations and their semantics. 

Table 5.1 maps the operations defined in the Alarm IRP IS to their equivalent types, messages, port type operation, and binding operation in this Solution Set (SS).

Table 5.1 also maps the notifications of the Alarm IRP IS, as well as inherited operations.

Table 5.1 also qualifies if an operation is Mandatory (M) or Optional (O).

Table 5.1: Mapping from IS Operation to SS Equivalents

	IS Operation in 3GPP TS 32.111-2 [4] 
	SS: Operation of WSDL port type and WSDL binding
	SS: Port of AlarmIRPService
	Qualifier

	acknowledgeAlarms
	acknowledgeAlarms (note 1)
	AlarmIRPPort
	M

	getAlarmList
	getAlarmList (note 1)
	AlarmIRPPort
	M

	getAlarmCount
	getAlarmCount (note 1)
	AlarmIRPPort
	O

	unacknowledgeAlarms
	unacknowledgeAlarms (note 1)
	AlarmIRPPort
	O

	setComment
	setComment (note 1)
	AlarmIRPPort
	O

	clearAlarms
	clearAlarms (note 1)
	AlarmIRPPort
	O

	notifyNewAlarm
	notify (note 2)
	NotificationIRPNtfPort
	M

	notifyAckStateChanged
	notify (note 2)
	NotificationIRPNtfPort
	M

	notifyClearedAlarm
	notify (note 2)
	NotificationIRPNtfPort
	M

	notifyAlarmListRebuilt
	notify (note 2)
	NotificationIRPNtfPort
	M

	notifyChangedAlarm
	notify (note 2)
	NotificationIRPNtfPort
	O

	notifyComments
	notify (note 2)
	NotificationIRPNtfPort
	O

	notifyPotentialFaultyAlarmList
	notify (note 2)
	NotificationIRPNtfPort
	O

	getIRPVersion (note 3)
	See TS 32.317 [8]
	GenericIRPPort
	M

	getOperationProfile (note 3)
	See TS 32.317 [8]
	GenericIRPPort
	O

	getNotificationProfile (note 3)
	See TS 32.317 [8]
	GenericIRPPort
	O

	NOTE 1:
The operation is under the port type alarmIRPSystem:AlarmIRPPortType and under the binding alarmIRPSystem:AlarmIRPBinding.

	NOTE 2:
The IS equivalent maps to an XML definition specified in 3GPP TS 32.111-5 [5], and this being an input parameter to the operation notify under the port type ntfIRPNtfSystem:NotificationIRPNtf and under the binding ntfIRPNtfSystem:NotificationIRPNtf of 3GPP TS 32.307 [10]. This binding is linked to a port of the AlarmIRPService as indicated in the table above.

	NOTE 3:
The IS operation is inherited from the ManagedGenericIRP IOC specified in 3GPP TS 32.312 [7]. 
This inheritance is by the AlarmIRP IOC of 3GPP TS 32.111-2 [4] inheriting from the ManagedGenericIRP IOC. The corresponding binding is linked to a port of the AlarmIRPService as indicated in the table above.
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