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1
Decision/action requested

The group is asked to discuss the proposed HNB-GW signalling plane relevant measurements, and introduce the agreed part into the draft TS 32.452.
2
References

None
3
Rationale

This contribution is to add HNB-GW signalling plane related measurements. It will help to evaluate HNB-GW traffic conditions and implement performance management based on load information. 
4
Detailed proposal

Text Proposal for TS 32.452
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4. Functionality related measurements

The measurements defined in this clause are related to the functionality aspect performance. The detailed measurements for each function are defined in the following subclauses.

4.1. 
Measurements related to HNB-GW
4.1.1. Signalling Plane related measurements
4.1.1.1. Numbers of incoming SCTP packets on the Iuh interface, from HNB to HNB GW

a) This measurement provides the number of SCTP data packets sent from HNB to HNB GW which have been accepted and processed by the SCTP protocol entity on the Iuh interface.
b) CC.

c) Receipt of a SCTP data PDU from HNB to HNB GW on the Iuh interface.
d) A single integer value.
e) IUH.IncSctpPkt

f) SctpAssoc 

g) Valid for circuit switched and packet switched traffic
h) UMTS

4.1.1.2. Numbers of outgoing SCTP packets on the Iuh interface, from HNB GW to HNB

a) This measurement provides the number of SCTP data packets sent from HNB GW to HNB which have been generated by the SCTP protocol entity on the Iuh interface.
b) CC.

c) Transmission of a SCTP data PDU from HNB GW to HNB on the Iuh interface.
d) A single integer value.
e) IUH.OutSctpPkt

f) SctpAssoc

g) Valid for circuit switched and packet switched traffic
h) UMTS

4.1.1.3. Numbers of octets of incoming SCTP packets on the Iuh interface, from HNB to HNB GW

a) This measurement provides the number of octets of SCTP data packets sent from HNB to HNB GW which have been accepted and processed by the SCTP protocol entity on the Iuh interface.
b) CC.

c) Receipt of a SCTP data PDU from HNB to HNB GW on the Iuh interface.
d) A single integer value.
e) IUH.IncSctpOct

f) SctpAssoc

g) Valid for circuit switched and packet switched traffic
h) UMTS

4.1.1.4. Numbers of octets of outgoing SCTP packets on the Iuh interface, from HNB GW to HNB

a) This measurement provides the number of octets of SCTP data packets sent from HNB GW to HNB which have been generated by the SCTP protocol entity on the Iuh interface.
b) CC.

c) Transmission of a SCTP data PDU from HNB GW to HNB on the Iuh interface.
d) A single integer value.
e) IUH.OutSctpOct

f) SctpAssoc

g) Valid for circuit switched and packet switched traffic
h) UMTS
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