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1
Decision/action requested

The group is asked to discuss the proposed Procedures for Alarm Management, and introduce the agreed part into the draft TS 32.593.
2
References

[1] TS 32.593 v0.1.0
3
Rationale

Procedure flows for Alarm Management needs to be described in TS 32.593
4
Detailed proposal

	1st Modified Section


5    Procedure Flows

5.5
Alarm Reporting (Mandatory)

5.5.1
Alarm Reporting Mechanism Configuration (Mandatory)
This procedure allows TR-069 Manager to use SetParameterValues method to determine which alarm attributes, such as  perceived severity, alarm type, etc., of the HeNB alarms shall be used to select alarms to be reported to TR-069 Manager in the HeMS. 


[image: image1]
Figure 5.5.1-1: Alarm Reporting Mechanism Configuration
A TR-069 connection is established between the HeNB and the HeMS.
1. TR-069 Manager initiates the configuration of the alarm reporting mechanism by using SetParameterValues. The parameter ReportingMechanism is defined in TS 32.592 [10] Section 6.2.5. 

2. HeNB responds to TR-069 Manager to confirm alarm reporting mechanism configuration by using SetParameterValues Response message. If the response message returns an error code, then the procedure ends up with failure. 

For the detailed procedure of SetParameterValues refer to TR-069 Amendment 2 A.3.2.1
5.5.2
Alarm Reporting Procedure (by RPC method) (Mandatory)
When an alarm occurs, depending on the reporting mechanism of the alarm, the HeNB reports the alarm to the TR-069 Manager. 

[image: image2]
Figure 5.2.2-1: Alarm Reporting Procedure Flow 
A TR-069 connection is established before the procedure.
1. HeNB reports the alarm directly to TR-069 Manager by using Inform method   

2. When TR-069 Manager receives the alarm, it responds to HeNB with InformResponse message.

For the detailed procedure of the inform method refer to TR-069 Amendment 2 A.3.3.1.
	End of 1st modifications
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