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1. Introduction

Currently, there are still some self-healing requirements kept in TS 32.521 SON Self-optimization OAM concept and requirements. These requirements shall be moved to TS32.541 SON Self-healing OAM concept and requirements.

This contribution proposes to add the agreed self-healing requirements which originally in TS32.521 into TS32.541.
2. pCR to TS32.541-020
	1st Modified Section


5.1
Requirements
REQ_SH_CON_001 The IRPManager shall be able to choose the alarms to be monitored and the corresponding self-healing actions.

REQ_SH_CON_002 It shall be possible for the self-healing actions to be confirmed by the IRPManager before they are executed.
REQ_SH_CON_003 The Self-healing functionality shall be performed with minimal human intervention.

REQ-SH- CON-004 The IRPAgent shall support a capability allowing the IRPManager to know the success or failure result of Self-healing.
REQ-SH-CON-5 IRPManager shall be able to control the self-healing functions.

REQ-SH-CON-6 The self-healing complex corrective actions shall be executed in a consistent and coordinated way.

REQ-SH-CON-7 Self- healing functions shall reuse existing standardized solutions as much as possible.
REQ-SH-CON-8 IRPManager shall be notified (according to TS 32.301 [4]) of the start and end of Self Healing functions. The specific activities to be reported to the IRPManager by each Self-Healing function will be determined on a case by case basis.

Editor’s note: REQ_SH_CON_001, REQ_SH_CON_002 need FFS.
	End of modifications


