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6.5.1
1. Introduction

The purpose of self-healing is to solve or mitigate the faults which could be solved automatically. To reduce the alarm count over Itf-N, if the fault could be solved automatically, it is not necessary to let the operator know the information of the fault immediately. So a related requirement is proposed:
REQ-SH- CON-5 The self-healing function shall suppress the related alarm/s if a fault is being self-healed. When the self-healing finished, if the fault is self-healed, then the suppressed alarm/s shall be discarded; otherwise, the suppressed alarm/s shall be submitted.
2. pCR to TS32.541-020
	1st Modified Section


5.1
Requirements
REQ_SH_CON_001 The IRPManager shall be able to choose the alarms to be monitored and the corresponding self-healing actions.

REQ_SH_CON_002 It shall be possible for the self-healing actions to be confirmed by the IRPManager before they are executed.
REQ_SH_CON_003 The Self-healing functionality shall be performed with minimal human intervention.

REQ-SH- CON-004 The IRPAgent shall support a capability allowing the IRPManager to know the success or failure result of Self-healing.
REQ-SH- CON-5 The self-healing function shall suppress the related alarm/s if a fault is being self-healed. When the self-healing finished, if the fault is self-healed, then the suppressed alarm/s shall be discarded; otherwise, the suppressed alarm/s shall be submitted.
Editor’s note: REQ_SH_CON_001, REQ_SH_CON_002 need FFS.
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