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1
Decision/action requested

Agree to include pseudo-CR material of section 4 into draft CR to 32.502 which will gather the ARCF material
2
References

[1] S5-0932295: Current Stand of ARCF Discussion
3
Rationale

Discussion at and after SA5#66 showed that there is not a clear understanding, what Itf-N functionality is envisaged for ARCF. This document shall explain that – hopefully more clearly.
The task of ARCF is to provide an “upcoming” eNB with radio configuration data which cannot be determined by the eNB on its own, i.e. without knowledge about its environment.

The procedure flow in a success case could be the following:






4
Detailed proposal

Remark: All material is new. No change mark is made for better readability.
	Begin of modifications in TS 32.502


6.8
ARCF Interface (O)

6.8.1
Notification notifyRequestedConfigurationData (M)

6.8.1.1
Definition

This notification conveys information about the requested ARCF configuration data to be delivered to the notification sender. 

6.8.1.2
Input parameters

	Parameter Name
	Qualifiers
	Matching Information
	Comment

	requestId
	M,Y
	requestId
	requestId shall be uniquely identifying the procedure  

	listOfRequiredConfData
	M,Y
	listOfRequiredConfData
	Exact content FFS. Candidate: eNBId, locationInformation, …

	listOfRequestedAttributes
	M,N
	listOfRequestedAttributes (SET of AttributeIds)
	


6.8.1.3
Triggering event

6.8.1.3.1
From state

	Assertion Name
	Definition

	listOfNeededParametersAndRelevantInputEstablished
	The IRPAgent has concluded on which parameters will be requested and which information will be supplied as relevant information.


6.8.1.3.2
To state

	Assertion Name
	Definition

	waitingForDeliverRequestedParameterValues
	The IRPAgent waits for the deliverRequestedParameterValues operation which will deliver the requested parameter values.


6.8.2
Operation deliverRequestedParameterValues (M)

6.8.2.1
Definition

This operation allows the IRPManager to deliver parameter values requested by notifyRequestedConfigurationData.
6.8.2.2
Input parameters

	Parameter Name
	Qualifier
	Information type
	Comment

	requestId
	M
	requestId
	This is a reference to the requestId of the notifyRequestedConfigurationData 

	valuesOfRequestedAttributes
	M
	listOfRequestedAttributeValues: SET of (attributeId;attributeValue)
	This contains the requested attribute values for those attributes for which the values could be determined.

	openItemList
	M
	listOfRequestedAttributes
	List is those requested attributes, for which no values could be delivered. 

	neededInputList
	M
	neededInputList
	List of the input which would be needed to deliver values for the attributes listed in openItemList. This list is empty if openItemList is empty.


6.8.2.3
Output parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	result
	M
	result
	


6.8.2.4
Post-condition

	Assertion Name
	Definition

	dataDelivered
	The requested data is delivered as far as possible.


6.8.2.5
Exceptions

6.8.2.5.1
operation_failed
	Exception Name
	Definition

	operation_failed
	Condition: Pre-condition is false or post-condition is false.

Returned Information: The output parameter result. 

Exit state: Entry state.


	End of modifications





Usage of received parameter values





Request parameter values





Identification of parameters which cannot be determined and have no default values





List of requested parameter values





Determine values for the requested parameters.
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