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6.6.1
1
Decision/action requested

Provide initial model of CBIM about user, subscriber, identities and serviceProfile
2
References
3
Rationale
This document provides initial content to the UDC Common Baseline Information Model. In particular, this contribution introduces the concepts of users, subscriptions, identities and service profile. It also shows the relation of all these concepts among them.
4
Detailed proposal
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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TR 22.985: "Service requirement for the User Data Convergence (UDC)".

[3]
3GPP TS 22.101: "Service aspects; Service principles".

[4]
3GPP TS 32.151: "Integration Reference Point (IRP) Information Service (IS) template (Release 8)".

[5]
3GPP TS 32.152: "Integration Reference Point (IRP) Information Service (IS) Unified Modelling Language (UML) repertoire (Release 8)".
[6]
3GPP TS 32.172:
"Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP): Information Service (IS)".
	2nd Modified Section


5
Information Object Classes

5.1
Imported Information Entities and Local Labels

	Label reference
	Local label 

	32.172 [6], information object class, SumService
	Service

	32.172 [6], information object class, SumSubscribedService
	SubscribedService

	32.172 [6], information object class, SumServiceProfile
	ServiceProfile


5.2
Class Diagram

5.2.1
Attributes and relationships

This clause depicts the set of IOCs and their relationship of the initial model of CBIM. 
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Figure 5.2.1-1 
CBIM Initial Model Relationship
5.3
Information Object Class Definitions

5.3.1
EndDevice

5.3.1.1 
Definition

This object class represents a composite of hardware and software that implements service terminal functions and that the user operates in order to get access to telecommunication services.
5.3.2
Identities
5.3.2.1
Definition
This class represents the identifiers which can identify the user or EndDevice in different domain of network, such as IMSI, MSISDN, IMEI and so on.
5.3.3
End-User

5.3.3.1

Definition
In this context this class represents an End-User(see 3GPP TS 21.905 [1]) who has different identities in different domain.
5.3.4
Subscriber

5.3.4.1
Definition

In this context this class represents a Subscriber (see 3GPP TS 21.905 [1]). This class contains the valid parameters that define the Subscriber from UDC point of view. 
5.3.5
ServiceProvider

5.3.5.1
Definition

In this context this class represents a Service Provider (see 3GPP TS 21.905 [1]). This class contains the valid parameters that define the ServiceProvider from UDC point of view.
5.4
Information Relationship Definitions

5.5 
Information Attribute Definitions

	End of modifications


