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1
Decision/action requested

Agree to include pseudo-CR material of section 4 into draft TS 32.521.
2
References

[1] 32.521 v1.1.0: Self-Optimization OAM: Concepts and Requirements
[2] S5-093251: Composite Available Capacity Indicator for Load Balancing Optimisation
[3] R3-091923: Inter-RAT load status information [latest version added for convenience to S5-093508.zip]
[4] R3-092126 Adding Mobility Load Balancing (MLB) use case to the SON section 
[added for convenience to S5-093508.zip]
3
Rationale

RAN3#69 discussed LBO last week. [4] from that meeting is still under email discussion, but chapter 22.X.1.2 that describes the load information is already fixed. The way how those parameters should be interpreted is in [3] which was agreed at RAN3#69.
The composite available capacity indicator as described in [2] is therefore replaced in this document by the RAN3-agreed parameters related to available capacity.
4 Detailed proposal
	Begin of modifications to draft TS 32.521


4.1.1.7
Load Balancing Optimization Function (LBO_F)
This function handles the load balancing optimization.

4.1.1.7.1
Objective and Targets
For load balancing optimization one or more of the following parameters shall be used as objective parameters. Its values shall be configured as targets.
	Objective Name
	Definiton
	Legal Value of Target

	Range of available radio resources
	available radio resources = cell capacity class value * available cell load value

Definitions of available radio resources, cell capacity class value and available cell load value in 36.902
[Editor’s note: Add 36.902 to clause 2. References]
	A range of Integers; 
both Integers ( [0..100]

	Range of available maximal throughput
	Range of the currently possible maximum additional throughput
	A range of Integers; unit kb/s

	Range of maximum acceptable number of users
	Range of the currently possible maximum number of additional users
	A range of Integers


The listed parameters can also be also used as trigger for LBO.

	End of modifications









































































































































