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	1st Modified Section


5.3.2
Diameter message flows

The flows described in the present document specify the charging communications between the different CTF entities and the charging functions for different online charging scenarios. The SIP messages and Diameter transactions associated with these online charging scenarios are shown primarily for general information and to illustrate the charging triggers. They are not intended to be exhaustive of all the SIP message flows discussed in TS 24.228 [200] and they depend on the Diameter Credit Control Request triggers configured by the operator.

Each MMTel supplementary service is described by specific flows illustrating the dedicated trigger(s) for this MMTel supplementary service. 

Following message flows are defined in TS 32.260 [20], and can be re-used for charging the basic multimedia telephony capabilities:

· Successful Session Establishment

· Successful Session Establishment with Early Media Negotiation

· Mid-Session Procedures

· Session Release
5.3.2.1
Message Flows - Successful Cases and Scenarios
5.3.2.1.0
Interaction with IMS-GWF
As a general MMTel principle, when Online Charging has to be applied for an MMTel supplementary service, and the trigger list includes IMS-GWF together with MMTel AS (implementing the MMTel supplementary service), it is mandatory to have the MMTel AS triggered before IMS-GWF, in order to prevent improper charging. 
The following figure shows the Diameter transactions that are required between MMTel AS, IMS-GWF and OCS, when online charging is applied for MMTel supplementary service. 

[image: image1]
Figure 5.3.2.1.0-1: Message Sequence Chart for Online charging – IMS-GWF, MMTel AS and OCS 

1) User-A initiates a session by sending INVITE request. Based on the Initial Filter Criteria (IFC) Rules, indicating that User A is subscribed to the MMTel supplementary service X, the communication is forwarded to an AS implementing X. 

2-3) As “online charging” is activated for User A, the AS sends a Credit-Control-Request (INITIAL_REQUEST, service X, ICID.) to the OCS for requesting units for the X supplementary service.The OCS grants units in the Credit-Control-Answer response for this request. The AS forwards INVITE via the S-CSCF. 
4) As “online charging” is activated for User A, IMS-GWF is triggered by the S-CSCF, and IMS-GWF sends a Credit-Control-Request (INITIAL_REQUEST, ICID.) to the OCS for requesting units for the session identified by ICID. 

5-6) The OCS detects this request is within a session for which there is already an ongoing online credit control Diameter session (same ICID). The OCS determines that service X has to supersede the basic session for Credit control (not to debit twice for the same call): based on Operator’s policy, the OCS can disable the online credit-control for the session by replying Credit-Control-Answer (Initial, Credit_Control_not_applicable) to IMS-GWF, or grant appropriate units (GSU) to the session instead.The SIP signalling for service delivering continues.
	End of modifications


5. Reserve units for session towards User B (same ICID).





6. CCA (Initial, CC_not_applicable / GSU)
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4. CCR (initial,  ICID, RSU)
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