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6.5.1
1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

(Reference - in list form - should be made to previous related SA5/3GPP/etc. documents.)

[1]

3GPP TS 32.541: “Self-Healing OAM; Concepts and Requirements”
3
Rationale

(With bullet points, describe the reasons for the proposed action. 
The objectives of the proposal should be clearly stated. 
Rejected alternative solutions should be mentioned if this aids understanding).

(For pseudo CR, the reason for change(s) and summary of change(s) must be clearly explained.)
The SCTP (Stream Control Transmission Protocol) is a transport layer protocol, serving in a similar role as the popular protocols TCP and UDP. The signaling transport between eNodeB and EPC or eNodeBs is based on SCTP. So if the SCTP link failure, S1 or X2 links will be affected. So add a new use case about SCTP link fault self-healing, yet this use case could not match to any requirement item of Specification level requirements. This contribution proposes additional specification level requirements about SCTP link falut self-healing.
4 Detailed proposal
	1st New Section



Specification level requirements

6.1
Requirements
REQ_SH_FUN_001 The IRPAgent should provide information to the IRPManager about the self-healing actions.
REQ_SH_FUN_002 The IRPAgent shall provide information to the IRPManager about the self-healing results.
REQ_SH_FUN_003 The IRPAgent shall support a capability allowing the IRPManager to enable and disable the self-healing functionalities on acase by case basis.
REQ_SHCOC_FUN_1 
The IRPAgent shall inform the IRPManager about begin and end of a cell outage. 

REQ_SHCOC_FUN_2

An IRPAgent shall provide to an IRPManager the possibility to retrieve information about cell outage recovery result. 
REQ_SHCOC_FUN_3

An IRPAgent should provide to an IRPManager the possibility to define which cells are allowed or prohibited to be reconfigured in case they are direct adjacent cells of a cell in outage.
Editor’s note: 
1) The relation to coverage and capacity optimization needs FFS.

2) The adjacent cells are direct adjacent or not need FFS.

REQ_SHCOC_FUN_4

An IRPAgent should provide to an IRPManager the possibility to retrieve relevant configuration data of a cell in cell outage which existed when the cell outage happened.
REQ_SHSL_FUN_01

The IRPAgent should provide to the IRPManager the possibility to define which SCTP links are allowed or prohibited to be reconfigured. 

REQ_SHSL_FUN_02

The IRPAgent should provide to the IRPManager the possibility to retrieve relevant configuration data of SCTP link which existed when the SCTP link fault happened.
REQ_SHSL_FUN_03

The IRPAgent should provide to the IRPManager the possibility to rollback configuration data of SCTP link which be reconfigured when SCTP link fault self-healing failed.
	End of modification


