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	1st Modified Section


3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ABNF
Augmented Backus-Naur Form

ACA
Accounting Answer

ACR
Accounting Request

AS
Application Server

AVP
Attribute Value Pair

B2BUA
Back-to-Back User Agent

BGCF
Breakout Gateway Control Function

BS
Billing System

CCA
Credit Control Answer

CCF
Charging Collection Function

CCR
Credit Control Request

CDF
Charging Data Function

CDIV
Communication Diversion
CDR
Charging Data Record

CGF
Charging Gateway Function

CONF
Conference

CPCF
Content Provider Charging Function

ECF
Event Charging Function

ECUR
Event Charging with Unit Reservation

CSCF
Call Session Control Function (I-Interrogating; P-Proxy; S-Serving; and Emergency)

IBCF
Interconnect Border Control Function

IEC
Immediate Event Charging

IMS
IP Multimedia Subsystem

IMS-GWF
IMS Gateway Function

ISC
IMS Service Control

MGCF
Media Gateway Control Function

MMTel
MultiMedia Telephony
MRFC
Media Resource Function Controller

MRFP
Multimedia Resource Function Processor

OCS
Online Charging System 
RTTI
Real-time Transfer of Tariff Information
SCCF
Subscriber Content Charging Function

SCUR
Session Charging with Unit Reservation

SDP
Session Description Protocol

SIP
Session Initiation Protocol

TIP
Terminating Identity Presentation

TIR
Terminating Identity Restriction
UA
User Agent

UE
User Equipment

VCC
Voice Call Continuity

VDN
VCC Domain transfer Number

	Next modification


4.2
IMS offline charging architecture

The architecture for IMS offline charging is described in the following figure. The Rf interface is described in clause 6.1.1 and Bi in clause 6.1.2.
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Figure 4.2: IMS offline charging architecture
NOTE: E-CSCF is a specialised S-CSCF and uses same charging interface as S-CSCF.
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