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1. Overall Description:

In SA2 TS23.401, Gn/Gp SGSN could access to P-GW via Gn/Gp interface. In SA5 TS32.251 (R8/R9), we defined that “Standalone GGSN utilizes Rel-7 GGSN Charging. When P-GW provides connectivity to GERAN/UTRAN (P-GW acts as a GGSN) it generates P-GW Charging defined in this specification.” 
According to the current charging TS (TS32.251), no matter which kind of SGSN (S4 SGSN or Gn/Gp SGSN) accesses to P-GW, it seems that P-GW generates the uniform charging information for EPC charging. But when Gn/Gp SGSN accesses to P-GW, UMTS QoS from Gn/Gp SGSN will be transferred into R8/R9 EPS network. If we still want to apply EPS QoS in EPS network, e.g. P-GW generates the uniform R8/R9 charging information with EPS QoS information. A QoS mapping between UMTS QoS and EPS QoS should be needed in P-GW function once Gn/Gp SGSN accesses to P-GW.
SA5 is also aware that the issue is related to TS 23.401 (SA2) and collaboration is needed to address this issue.
2. Actions:

To SA2
ACTION: 
SA5 kindly asks SA2 to take the QoS mapping in P-GW into account in order to permit a uniform P-GW charging and Gn/Gp SGSN Charging when Gn/Gp SGSN accesses to R8/R9 EPS network and kindly take action to have the missing QoS mapping in P-GW completed.
3. Date of Next SA5 Meetings:
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	3GPPSA5#69
	18 - 22 Jan 2010 
	Valencia 
	ES
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