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5.2.2.1.4
BM-SC initiated Registration and De-Registration

BM-SC initiated Registration and De-Registration are handled through O&M towards the GGSNs (and subsequent nodes) and therefore Rf interactions (Accounting Request (Start) and Accounting Request (Stop) respectively) may be triggered when the Registration and De-Registration is triggered through O&M. These Rf interactions should only occur for sessions that have already started.

5.2.2.1.5 Session Update for EPS with E-UTRAN and UTRAN
The following procedure in figure 5.2.2.1.5 shows the charging interaction for EPS during the MBMS Session Update procedure for a broadcast bearer

[image: image1.emf]MBMS GW

MME/SGSN

1. Session Update Request

5. Session Update Request 

6. Session Update Response 

2. Session Update  Response

UE BM-SC CDF

3. Accounting Request (Interim)

4. Accounting Answer


Figure 5.2.2.1.5: Rf interaction during Broadcast Session Update Procedure for a broadcast bearer

1-2)
The BM-SC performs the MBMS Session Update procedure as described in 3GPP TS 23.246 [200].

3-4)
On receiving the first MBMS Session Update Response from any MBMS GW, the BM-SC sends an Accounting Request.

5-6)
The remainder of the MBMS Session Update procedure may occur in parallel with the Accounting Request procedure in 3-4).

The full details of the MBMS Session Update procedure for the broadcast bearer are described in 3GPP TS 23.246 [200].
	End of modifications
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