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1
Decision/action requested

The group is asked to discuss the document and agree on the text proposal to be included in TS 32.522
2
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3
Rationale

1. Based on RAN3 discussion on handover parameter optimization (aka MRO), handover parameter optimization is more likely to adopt a distributed architecture and the SON algorithm is located in eNB. See the abstraction from TR 36.902 [2]:
-----------------------------------Extract start--------------------------------------

4.5.4
O&M requirements for radio related functions  

While algorithms for mobility robustness optimisation should be located in the eNB SON entities, network operators should have the ability to provide their input reflecting their knowledge about the network and their network management policies, 
……
-----------------------------------Extract end--------------------------------------

2. Operator needs to have monitoring and policy control on the distributed handover parameter optimization functions. See the monitoring and management requirements (clause 5.1.1 and 6.1.1) in TS 32.521 [1].
4
Detailed proposal

Text Proposal to TS 32.522 v0.3.0 [3]
	1st Modified Section


4.3.4
Architecture

4.3.4.1
Definition of Logical Functions

HO Parameter Optimization Monitor Function: This function is used for monitoring the handover parameter optimization (e.g. monitoring related performance counters or alarms).

HO Parameter Optimization Policy Control Function: This function is used for configuring the handover parameter optimization policies. 
4.3.4.2
Location of Logical Functions


[image: image1]
For handover parameter optimization, the SON algorithm is located in eNB. The detailed SON functionalities in eNB are out of scope of this specification. 

	End of modifications
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