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	1st Modified Section


7.4.1.2
Input parameters

	Parameter Name
	Qualifier
	Information type
	Comment

	sessionId
	M
	String identifying the session
	This identifies this specific session and process associated with the requested bulk data upload.

	uploadDataFileReference
	M
	String of complete path of file
	This specifies a globally unique file reference to where the specified scope of bulk data is to be uploaded and stored.

	baseObjectInstance
	M
	DistinguishedName
	The DN of the MO where the search (see parameter scope below) starts. The DN is in accordance to 3GPP TS 32.300 [7].

	scope
	M
	SEQUENCE <

ENUM {

BASE _ONLY, BASE_NTH_LEVEL,
BASE_SUBTREE,
BASE_ALL},

Level>
Note: Level contains valid information if NTH_LEVEL_SUBORDINATES or BASE_NTH_LEVEL is used.
	This parameter defines how many levels of the containment hierarchy to search (i.e. apply the filter defined below). The search starts from the MO given by the baseObjectInstance parameter. The levels of search that may be performed are:

· BASE_ONLY: level ignored, just return the base object;
· BASE_NTH_LEVEL: return all subordinate objects that are on "level" distance from the base object, where 0 is the base object;
· BASE_SUBTREE: return the base object and all of its subordinates down to and including the nth level;
· BASE_ALL: level ignored, return the base object and all of it's subordinates.






	filter
	M
	See comment.
	This parameter defines a filter test to be applied to the scoped Managed Object(s). If the filter is empty, all of the managed objects included by the scope are selected.

The actual syntax and capabilities of the filter is Solution Set specific. However, each Solution Set support a filter consisting of one or several assertions that may be grouped using the logical operators AND, OR and NOT. Each assertion is a logical expression of attribute existence, attribute value comparison ("equal to X, less than Y" etc.) and MO Class.
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