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1
Decision/action requested

The group is asked to discuss the document and agree on the text proposal to be included in shadow TS 32.521
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References

 [1] 3GPP TS 32.521 V1.2.0”Telecommunications Management;Self-Optimization OAM;Concepts and Requirements (Release 9)”
[2] 3GPP TS 36.423 V9.0.0 “Technical Specification Group Radio Access Network;Evolved Universal Terrestrial Radio Access Network (E-UTRAN);X2 application protocol (X2AP)(Release 8)”
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Rationale

There is an editor’s note in TS 32.521 [1] “Editor’s note: It is for further study to which elements of load balancing “allow” and “prohibit” relate to, especially if the “allow”/”prohibit” is applied to these elements individually or not. Such elements are e.g. exchange of information and change of configuration. ”. Based on the meeting discussion, it was agreed SA5 will not specify concretely which elements to allow or prohibit, but only stress on the capability for allowing/prohibiting as stated in the requirements.
The proposal is to remove the editor’s note.
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Detailed proposal

	1st Modified Section


6.1.2
Load Balancing
REQ-SO_LB-FUN-1
The IRPManager shall be able to disable/enable the load balancing function.
REQ-SO_LB-FUN-2
The IRPManager shall be informed about the eNodeB load.
REQ-SO_LB-FUN-3
The IRPManager shall be able to request that load balancing be allowed from source cell to target cell.
REQ-SO_LB-FUN-4
The IRPManager shall be able to request that load balancing be prohibited from source cell to target cell. 
REQ-SO_LB-FUN-5
The IRPAgent shall inform the IRPManager about success or failure of IRPManager operations to allow load balancing, prohibit load balancing. 


	End of modifications


