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	1st Modified Section


X.3.a.b
Notifications
"b" represents a number, consecutively following the previous existing subclause under X.3.a.
The < Notifications> subclause, for this IOC, presents:

a) optionally, a reference to the common notifications defined in subclause X.6 as valid for this IOC, and

b) optionally, a list of notifications that shall be excluded from the list of common notifications (defined in subclause X.6) for this IOC (note: inherited notifications from the parent IOC(s) can not be excluded), and
c) optionally, a list of notifications applicable to this IOC, and which may or may not be defined in the common notifications in subclause X.6. 
The notifications identified in this subclause are notifications that can be emitted across the Itf-N, where the "object class" and "object instance" parameters of the notification header (see note 2) of these notifications identifies an instance of the IOC defined by the encapsulating subclause (i.e. clause X.3.a). 
The notifications identified in this subclause, may originate from implementation object(s) whose identifier is mapped in the implementation, to the object instance identifier used over the Itf-N. Hence the presence of notifications in this clause (i.e. clause X.3.a.6) does not imply nor identify those notifications as being originated from an instance of the IOC defined by the encapsulating subclause (i.e. clause X.3.a).

The information related to option c) above  is provided in a table. An example of such a table is given below:

	Name
	Qualifier
	Notes

	notifyCMSynchronizationRecommended
	O
	Example notification.


NOTE 1:
This subclause and table can be absent.

NOTE 2:
The notification header is defined in the notification IRP Information service TS 32.302 [7].
NOTE 3:
 The qualifier of a notification, specified in Notification Table, indicates if such notification can carry the instance DN in the notification. The qualifier of a notification, specified in an Interface IRP, indicates the Interface IRP support level regarding the emission of the subject notification.  
An IRPManager can receive notification-XYZ that carries DN of class-ABC instance if and only if: 
a) The class-ABC Notification Table defines the notification-XYZ and
b) The class-ABC instance implementation supports this notification-XYZ and 
c) An Interface IRP defines the notification-XYZ and 
d) The Interface IRP implementation supports this notification-XYZ. 
X.4
Information relationship definitions

Each information relationship is defined using the following structure.
Inherited relationships shall not be shown, as they are defined by the parent IOC(s) and thus valid for all subclasses.
	End of Modified Section
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