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1 Decision/action requested

Discuss the proposed MMEPoolSupported capability parameter to be included in TS32.592.
2 References

[1] 3GPP TS 36.300 V9.1.0: " Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN);Overall description; Stage 2".

 [2] 3GPP TS 32.592 V0.3.0,  ”Information Model for Type 1 Interface HeNB to HeNB Management System (HeMS)”.

3 Rationale
Consider that the NNSF (NAS Node Selection Function) is optionally supported by HeNB [1], it is necessary for the HeNB to have a capability parameter to indicate whether the HeNB supports MME pool connection in the HeNB information model [2].  And the HeNB shall report this capability parameter to its HeMS.
4 Detailed Proposal
Text Proposal for TS 32.592
6.1 Configuration Management

…..
6.1.13 Capabilities Parameters
	Parameter Name
	Description
	Valid Values
	TDD/FDD
	Applicable to HNB

	MMEPoolSupported
	Indicates whether the HeNB has the capability to connect to a MME pool directly.
	 Boolean.
True: the HeNB has the capability to support MME pool connection.

False: the HeNB doesn’t have the capability to support MME pool connection.
This parameter is read-only.
	FFS
	No


