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	1st Modified Section


5.5
Information attribute definitions
This subclause defines the semantics of the Attributes used in Support IOCs.

5.5.1
Definitions and legal values

	Attribute Name
	Definition
	Legal Values

	ntfSubscriptionId
	It identifies uniquely a subscription
	N/A

	ntfSusbcriptionState
	It indicates the activation state of a subscription 
	"suspended": the subscription is suspended

"notSuspended": the subscription is active

	ntfTimeTick
	this Attribute represents the initial value of ntfTimeTickTimer. It is in unit of whole minute. This value defines a time window within which IRPManager intends to invoke getSubscriptionStatus (or subscribe) operation to confirm its subscription. A special value indicates infinity which is such that timer will never expire and IRPAgent needs other means to decide when to delete resources allocated to the IRPManager
	Integer greater or equal to 15, OR special infinite value

	ntfTimeTickTimer
	this Attribute represents the current value of a timer
	integer greater or equal to zero

	ntfNotificationCategorySet
	this Attribute represents a set of notification categories (see also Definition of notification category in subclause 3.1)
	

	ntfFilter
	this Attribute represents the filter of a subscription. The filter can be applied to parameters of notification header (see NotificationIRPNotification interface) and to parameters of notifications defined as filterable in other IRP ISs.

IRPAgent shall notify IRPManagers if the event satisfies the filter constraint.
	

	ntfManagerReference
	This Attribute is a union.

If it is true, it represents the reference of a manager. It uniquely identifies a subscriber
If it is false, it represents the simplified reference of a manager.
	


	Next Modified Section


6.4.1
Operation getSubscriptionIds (M)

6.4.1.1
Definition

IRPManager invokes this operation to get the values of all still valid (not unsubscribed or removed by IRPAgent) subscriptionIds assigned by NotificationIRP as result of previously subscribe operations performed by this IRPManager or other IRPManager.

6.4.1.2
Input parameters

	Parameter Name
	Qualifier
	Information Type
	Comment

	managerReference
	M
	NtfSubscriber.ntfManagerReference
	This parameter is a union.

If it is true, it specifies the reference of IRPManager that requests the set of identifiers of active subscriptions related to this IRPManager.
If it is false, it specifies the simplified reference which can contain the IP or Port or Both, 

If it is empty, it means all of the reference of IRPManager.
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