3GPP TSG-SA5 (Telecom Management)
S5-100276
Meeting SA5#69, 18-22 Jan 2010, Valencia, Spain
revision of S5-10xyzw
Source:
ZTE
Title:
pCR 32.541 Add new requirement about signalling link fault self-healing
Document for:
Approval

Agenda Item:
6.11.2
1
Decision/action requested

Agree to add the proposed requirements into draft TS 32.541.
2
References

(Reference - in list form - should be made to previous related SA5/3GPP/etc. documents.)

[1]

3GPP TS 32.541-110: “Self-Healing OAM; Concepts and Requirements”
3
Rationale

This contribution proposes specification level requirement about signalling link fault self-healing.
4 Detailed proposal
	1st New Section



Specification level requirements

6.1
Requirements
6.1.1 Monitoring and Management part
REQ_SH_FUN_001 The IRPAgent should provide information to the IRPManager about the self-healing actions.
REQ_SH_FUN_002 The IRPAgent shall provide information to the IRPManager about the self-healing results.
REQ_SH_FUN_003 The IRPAgent shall support a capability allowing the IRPManager to enable and disable the self-healing functionalities on a case by case basis.

6.1.2 Self-healing of Cell Outage Function
REQ_SHCOC_FUN_1 
The IRPAgent shall inform the IRPManager about begin and end of a cell outage. 

REQ_SHCOC_FUN_2

The IRPAgent shall provide the IRPManager the possibility to retrieve information about cell outage recovery result. 
REQ_SHCOC_FUN_3

The IRPAgent should provide the IRPManager the possibility to define which cells are allowed or prohibited to be reconfigured for cell outage compensation.
6.1.3 Self-healing of Signalling link fault
REQ_SHSL_FUN_01

The IRPAgent shall provide the IRPManager the possibility to define which signalling links are allowed or prohibited to be reconfigured. 

	End of modification


