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1
Decision/action requested

The group is asked to discuss the document and agree on the text proposal to be included in R9 TS 32.591.
2
References

[1] 3GPP TS 32.591: "Concepts and requirements for Type 1 interface HeNB to HeNB Management System (HeMS) (Release 9)", V1.1.0

3
Rationale

According to the agreement reached in S5-100414, the file transfer mechanisms in HeNB type 1 interface shall align with TR-069 protocol.
4
Detailed proposal

Text Proposals to 32.591 v1.1.0 [1]
	1st Modified Section


6.1.2
Performance Management

The HeNB may support Performance Management to enable the operator to monitor the HeNB Network based on the business level requirements. 

The requirements for performance management are as follows.

REQ-OAMP_PM-FUN-001 The HeNB may have the Performance Management capabilities administered by the HeMS.
REQ-OAMP_PM-FUN-002 The HeNB shall support the retrieval of the Performance Information from the HeNB utilising the file transfer option of TR-069 CWMP Protocol, reference [4]. 
REQ-OAMP_PM-FUN-003 The HeNB shall be configurable by the HeMS to produce an XML File at regular intervals which contains the HeNB performance Information and then upload the XML File.

REQ-OAMP_PM-FUN-004 The XML File Formats produced by the HeNB shall adhere to the 3GPP XML Performance Management File Formats, reference [5].
REQ-OAMP_PM-FUN-005 





The HeNB shall upload PM files using TR-069 compliant file transfer protocols.
REQ-OAMP_PM-FUN-006 HeMS shall have the ability to configure policies for the HeNB performance data file upload.
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