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1
Decision/action requested

Agree on the requirements related to Fault Management for introduction into TR 32.826.
2
References

[1] TR 32.826 v1.1.0. “Study on Energy Savings Management”.
3
Rationale
As it is indicated in [1] in 7.4.1 Use case eNodeB Overlaid the radio part of eNB radio part is checked and if confirmed, the radio part is switched off. Alternatively the eNB could be set in StandBy Mode. During the process of switching off the radio part or setting the eNB in StandBy mode the eNB may generate (minor) alarms. If for example during the night hours (indicated in [1] Figure 4.2.2)   75% of the sites (indicated in [1] Figure 4.2.1) are “turned off” this may cause an alarm flood at the NMS. To prevent the alarm flood and at the same time to retain operator’s efficiency it is important that those alarms are indicated, that have been caused due to energy savings purposes and  are suppressed. 
For the concrete proposal of the requirements, please refer to section 4.

4 Detailed proposal
Text Proposal for TR 32.826
	1st Modified Section


7.5
Requirements

REQ_ESM_CON_001 The IRPManager shall be able to monitor how the network and the user service quality are influenced by energy savings function.

REQ_ESM_CON_002 The IRPManager shall be able to configure energy saving function related parameters.

REQ_ESM_CON_003 The IRPManager shall be able to monitor the performance of the energy savings function.

REQ_ESM_CON_004 The IRPManager shall be able to initiate energy saving compensation on network elements. This requirement applies for the use case capacity limited network, for other use cases it is FFS.

REQ_ESM_CON_005 The IRPManager shall be able to enable energy saving for a selected part of the network.
REQ_ESM_CON_006 The IRPManager shall be able to disable energy saving for a selected part of the network.
REQ_ESM_CON_007 The IRPManager shall be able to provide policies to network elements to support the execution of energy saving algorithms on these elements

REQ_ESM_CON_008 The IRPAgent shall support a capability allowing the IRPManager to initiate energy saving activation procedure to one or multiple network elements.
REQ_ESM_CON_009 The IRPAgent shall support a capability allowing the IRPManager to initiate energy saving deactivation procedure to one or multiple network elements.
REQ_ESM_CON_00X  When a NE is "switched off" due to Energy savings purposes the IRPAgents shall not consider a "switched off" NE as a fault, and no alarms shall be raised to the IRPManager for any condition that is a consequence of a "switched off" NE.  

	End of modifications




































































































































































