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	2nd Modified Section


5.6
PM File Upload (Mandatory)

5.6.1
PM File Upload Period Set Procedure (Mandatory)
In the PM file upload procedure flow, TR-069 Manager uses SetParameterValues method to set the period a HNB for PM file uploading of HNB. The HNB then uploads PM file to the File Server periodically. When the periodic upload enable parameter is set to disabled, HNB shall not upload PM file any more.


[image: image1]
Figure 5.6.1-1: PM File Upload Period Set procedure flow

A TR-069 connection is requested to be established before the procedure.

1. TR-069 Manager initiates PM file upload period set procedure flow by using SetParameterValues to set the period of PM file uploading.

2. HNB responses to TR-069 Manager to confirm the setting by SetParameterValuesRessponse. If the response message returns an error code, then the procedure ends up with failure. 

The detail procedure of SetParameterValues refer to TR-069 Amendment 2 [5] A.3.2.1



1. 
5.6.2 Upload Notification policy configuration

To manage the Upload notification policy, each HNB supports the ManagementServer​.AutonomousTransferCompletePolicy object defined in [9]. TR-069 Manager uses SetParameterValues method to enable or disable the periodic upload notification, setting the following parameters 

	Parameter 
	Enable Upload notification
	Disable upload notification

	Enable
	True
	False

	TransferTypeFilter
	Upload
	-

	FileTypeFilter
	X 00256D 3GPP Performance File
	


 SHAPE  \* MERGEFORMAT 



Figure 5.6.2-1: Upload Notification policy parameter configuration

1. A TR-069 connection is established between the HMS and the HNB.

2. TR-069 Manager sets the Upload Notification policy parameter using SetParameterValues method.

3. HNB responds to TR-069 Manager by SetParameterValuesResponse to indicate success or failure of the procedure. In case of failure, the HNB shall return an error code. 

Note: For details of the SetParameterValues method refer to TR-069 Amendment 2 [7] A.3.2.1

5.6.3
PM File Uploading Procedure (Mandatory)
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Figure 5.6.3-1: PM file upload

1. HNB uploads the PM file to File Server (by use of upload method) periodically according to period parameter. The upload method may be one selected from FTP/ FTPS/SFTP/HTTP/HTTPS. The location of File Server is determined by TR-069 Manager.

2. If Upload notifications are enabled (ManagementServer​.AutonomousTransferCompletePolicy.Enable = true) the HNB establishes a TR-069 connection to the TR-069 manager
3. The HNB informs the TR-069 about the performed upload with a AutonomousTransferComplete RPC

4. The TR-069 manager acknowledges the RPC with a AutonomousTransferCompleteResponse

Note: For details of the AutonomousTransferComplete method refer to [5] A.3.3.3

	End of modifications
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