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1
Decision/action requested

The group is asked to discuss and agree on the proposal for draft TS 32.522.
2
References

[1] 3GPP TS 32.522: "Telecommunication management; Self-Optimization OAM; Stage 2 descriptions (Release 9)" V0.4.0

3
Rationale

This contribution is wroten from rapporteur point of view. Some changes, which intention is for polishing the draft TS 32.522 [1] before formal release, are proposed as below:
1. Renumber the clause 4.1 and 4.m since the clause 4.m is general for the self-optimization functions;

2. According to the SO NRM discussion at SA5#69 and some offline discussion result, the new IOC HOOFunction and IOC LBOFunction in E-UTRAN NRM IRP were proposed to hold the management attributes for the HO parameter optimization functionality and LB optimization functionality. 
3. It is proposed to reuse the common configuration notifications in E-UTRAN NRM for SO monitoring.  
4
Detailed proposal

pCR to TS 32.522-040 [1]
	1st Modified Section


4
Stage 2 descriptions


4.1
Monitoring and Management for Self-Optimization
4.1.1
Monitoring and Management Function

4.1.1.1
Usage of Itf-N


4.1.1.1.1
General
E-UTRAN Network Resource Model (NRM) IRP is used for monitoring and management for self-optimization.
4.1.1.1.2
Usage of E-UTRAN NRM IRP

4.1.1.1.2.1
Usage of Information Object Classes

By introducing new Information Objective Classes, the IRPManager can do the monitoring and management for self-optimization functions. The requirements for monitoring and management are captured in TS 32.521 [5]. 

4.1.1.1.2.1.1
Usage of LBOFunction

IOC LBOFunction represents LB optimization functionality.

4.1.1.1.2.1.2
Usage of HOOFunction
IOC HOOFunction represents HO parameter optimization functionality.

4.m.1.1.k.2
Usage of Operations

No specific definitions.

 

4.m.1.1.k.3
Usage of Notifications

Reuse the following common configuration notifications in E-UTRAN NRM:

notifyAttributeValueChange, notifyObjectCreation, notifyObjectDeletion.


	End of modifications


