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1
Decision/action requested

Read and, understand the relation of the CRs to 32.50x (Rel-9) 
2
References

[1] S5-100303: CR to 32.502 ARCF
[2] S5-100772: CR to 32.502 Introducing ARCF extensions to Self-Conf notification and operation
[3] S5-100773: CR to 32.502 Adding ARCF extensions support object classes

[4] S5-100774: CR to 32.503 Introducing ARCF extensions to Self-Conf notification and operation
[5] S5-100775: CR to 32.505 Introducing ARCF extensions to Self-Conf notification and operation
[6] S5-100649: Introducing ARCF (Automatic Radio Configuration Function) parameters
3
Rationale

[1] was presented at SA5#69. Conclusion of email discussion S5eOAM0289 was to base a CR to 32.502 on this document. [2] is this CR. It takes into account a concern raised during the email discussion on parameter inputForRadioParameterDetermination  and incorporates some editorial remarks made offline.
One point should be clarified especially before the discussion of [2]: The ARCF extensions to notifyScProcessStage and resumeScProcess have the proposed qualification M(andatory). The comment field describes that they don’t carry information if not needed. This is the same approach as widely used e.g. in the alarm IRP, so it was taken also here.

[3] provides definitions for support object classes, based on the definitions of the ARCF parameters in [6] .

[4] and [5] “translate” [2] and [3] into CORBA and XML.
4
Detailed proposal

See corresponding CRs on TS 32.502+3+5 in [2], [3], [4] and [5].

























































