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1
Decision/action requested

SA5#71 is asked to agree on the list of requirements below.
2
Requirements
REQ-UPM-CON-a
Operator shall be able to select specific set of subscribers for the measurement collection based on IMSI.

REQ-UPM-CON-b 
Operator shall be able to select specific set of devices for the measurement collection based on IMEISV.

REQ-UPM-CON-c
Operator shall be able to configure the geographical area of the measurement collection.

REQ-UPM-CON-d
Operator shall be able to configure set of device capabilities for devices participating in the measurement collection.

REQ-MDT-CON-e
Operator shall be able to select specific set of subscribers based on IMSI and a geographical areas for the measurement collection.

REQ-MDT-CON-f
Operator shall be able to select specific set of devices based on IMEISV and a geographical area for the measurement collection.

REQ-UPM-CON-g
Operator shall be able to configure set of device capabilities and a geographical area for the measurement collection.

REQ-UPM-CON-h
Operator shall be able to select specific set of subscribers based on IMSI and a set of device capabilities and a geographical area for the measurement collection.

REQ-UPM-CON-I
Operator shall be able to select specific set of device IMEISV and capabilities and a geographical area for the measurement collection.

REQ-UPM-CON-j
Operator shall be able to select set of subscribers based on IMSI and a set of device capabilities for the measurement collection 

REQ-UPM-CON-k
Operator shall be able to select specific set of device IMEISV and capabilities for the measurement collection.
