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1
Decision/action requested

Agree to proposed pCR to create a shadow TS of 32.762 related to ESM.
2
References

[1] draft TS 32.551 V0.1.0 Study on Energy Saving Management, Concept and Requirement
[2] TS 32.762 V9.3.1 Evolved Universal Terrestrial Radio Access Network Network Resource Model 
3
Rationale

[1] introduces the concept of energy saving state. This contribution proposes to include a corresponding attribute into 32.762.

If this is agreed, a shadow TS for 32.762 related to the ESM work item needs to be created.

4 Detailed proposal
The pCR below shows what is proposed to be added to 32.762 [2]:
	1st modified section in 32.762


6.3.3 
EUtranGenericCell
6.3.3.1
Definition

This abstract IOC represents the common properties of an E-UTRAN generic cell. For more information about cells, see 3GPP TS 23.401 [9]. 

6.3.3.2
Attributes

	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	id
	M
	M
	-

	cellIdentity
	M
	M
	M

	cellType
	M
	M
	-

	cellSize
	M
	M
	M

	plmnIdList
	M
	M
	M

	tac
	M
	M
	M

	pci
	M
	M
	CM

	pciList
	CM 
	M
	M

	maximumTransmissionPower
	M
	M
	CM

	referenceSignalPower
	M
	M
	M

	pb
	M
	M
	M

	partOfSectorPower
	CM
	M
	M

	energyStatus
	M
	M
	M


	Attribute Name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	operationalState
	O
	M
	(

	administrativeState
	O
	M
	M

	availabilityStatus
	O
	M
	-

	NOTE:
No state or status propagation shall be implied.


The common notifications defined in subclause 6.6.1 are valid for this IOC, without exceptions or additions.

	Next modifications to TS 32.762


6.5.1
Definition and legal values

Table 6.5.1.1 defines the attributes that are present in several Information Object Classes (IOCs) of the present document.

Table 6.5.1.1: Attributes definitions and legal values

	Attribute Name
	Definition
	Legal Values

	
	This attribute contains the DN of a or . 
	

	
	This attribute contains the DN of an .
	

	cellIdentity
	Unambiguously identify a cell within a PLMN.
	Refer to TS 36.331[10]

	cellSize
	See cell-Size in TS 36.423 [24].
	See cell-Size in TS 36.423 [24].

	cellType
	Cell type for management
	Enumerated {femto, pico, macro}.

	confOutputPower
	It defines the allowed total power to use for all cells together in this sector. It may be set by the operator and/or limited by HW limitation or licensed power, e.g.: 20, 40, 60, 80,120 watts


	

	
	This defines the cell specific downlink reference signal transmit power, which is described in 3GPP TS 36.213[25]
	See 3GPP TS 36.331[10]

	
	It is the frequency number for the central frequency. See 3GPP TS 36.104[14].  
	See 3GPP TS 36.104[14].  

	earfcnul
	Specifies the channel number for the central UL frequency. The mapping from channel number to physical frequency is described in 3GPP specification TS 36.101 [13] subclause 5.7.3.
	See EARFCN in TS 36.101 [13] subclause 5.7.3.

	earfcnDl
	Specifies the channel number for the central DL frequency. The mapping from channel number to physical frequency is described in 3GPP specification TS 36.101 [13] subclause 5.7.3.
	See EARFCN in TS 36.101 [13] subclause 5.7.3

	energyStatus
	Defines the status regarding the energy saving functionality, i.e. if the some functions of a network element are powered-off or restricted in resource usage in other ways, whereas the network element is still controllable – energySaving- or not. 
	Enumerated {notEnergySaving, energySaving}.

	farEndNeIpAddr
	The IP address(s) of the far end network entity to which the reference point is related.
This is an IPv4 or an IPv6 address.
	

	..
	..
	..


NOTE: Attributes isRemoveAllowed and isHOAllowed each has 2 legal values, allow (A) and prohibited (P).  The two attributes are semantically equivalent to one attribute with 4 legal values such as:

hOAllow; hOProhibited; hOWhiteListed; hOBlackListed;

where 

-
hOAllow == isRemoveAllowed is A and isHOAllowed is A;

-
hOProhibited == isRemoveAllowed is A and isHOAllowed is P;

-
hOWhiteListed == isRemoveAllowed is P and isHOAllowed is A;

-
hOBlackListed == isRemoveAllowed is P and isHOAllowed is P.

Therefore, the choice of an option is FFS.

	End of modifications to TS 32.762















































































































































