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	First change


5.9.2.2
Input parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M, Y
	SwMManagedEntity.objectClass 
	Represents the network element object class generating this event. Also refer to Notification header [9].

	objectInstance
	M, Y
	SwMManagedEntity.objectInstance
	Represents the network element instance generating the event. Also refer to Notification header [9].

	notificationId
	O,N
	--
	Refer to Notification header [9].

	eventTime
	M,Y
	--
	Refer to Notification header [9].

	systemDN
	C,Y
	--
	Refer to Notification header [9].

	notificationType
	M,Y
	“notifyActivateNESwStatusChanged”
	

	activateProcessId
	M, Y
	Integer
	To allow IRPManager correlate this notification with the activateNESw operation request. Also Refer to section 5.7.2

	activateOperationStatus
	M,Y
	ENUM{

NE_SWACTIVATION_SUCCESSFUL, NE_SWACTIVATION_FAILED,

NE_SWACTIVATION_PARTIALLY_SUCCESSFUL

}
	Provides information on the status of activateNESw operation for the network element involved. When the activation could get completed to only a certain extent, partial success may be used. 
 

	swVersion
	M, Y
	swVersion
	The software version which has been activated, no matter it is successful or failed.



	failureReason
	CM,N
	String
	The error reason when the activateNESw operation is not successful.
Condition: 

activateOperationStatus <> NE_SWACTIVATION_SUCCESSFUL
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