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	First change


C.2
AoC information mapping to Charging Information Elements 

Herby is a conceptual mapping advising how to populate the Charging Information Element provided to the UE (as described in TS 24.647 [208]) out of the AoC Information.
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	Charging Information Element
	Mapping guidance

	Expressing Charging Rates
	

	· Price per time unit
	When only one Rate Element with Unit Type = TIME exists

	· Free of charge
	When only one Rate Element with Unit Type = MONEY and Unit Value = 0 exists

	· Flat rate
	When only one Rate Element with Unit Type = MONEY and Unit Value > 0 exists

	· Not available
	No Rate Elements provided

	Charged Items
	

	· Basic communication
	When the Rate Element contains Reason Code = Usage or no Reason Code is available.

NOTE: If no other Charged Items are applicable, Basic Communication shall be used as default value

	· Communication attempt
	This parameter may be populated when the Rate Element contains Reason Code = Communication Attempt Charge

NOTE: Alternatively, this information may be mapped into “Operation of service” (see below).

	· Communication setup
	This parameter may be populated when the Rate Element contains Reason Code = Set Up Charge

NOTE: Alternatively, this information may be mapped into “Operation of service” (see below).

	· Operation of service
	This parameter may be populated depending on Service specific Information or when the Rate Element contains Reason Code <> Usage.

NOTE: If this parameter is populated depending on the Reason Code, Communication Attempt and Communication setup shall not be used.



	Recorded Charges
	Accumulated cost in AoC Cost Information


NOTE:
Other legacy Charging Information Elements (e.g. Special charging code, Special charging arrangement and Billing Identification) are not supported in IMS.
	End of changes
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