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	First change


6.3.3.2
Definition of the Tariff-Information 

Tariff information is provided within the AoC Information. 
The detailed structure of the Tariff Information can be found in the table 6.3.2.2-1.

Table 6.3.3.2-1: Tariff Information
	Field
	Category
	Description

	Tariff-Information
	Oc
	This is a grouped field with one of many tariffs

	           Current-Tariff
	M
	Tariff as defined in table 6.3.2.2-2 for the current time period.

	           Tariff-Time-Change
	Oc
	The tariffs switch time.

	           Next-Tariff
	Oc
	Tariff as defined in table 6.3.2.2-2 for the next time period.


The detailed structure of a Tariff can be found in the table 6.3.2.2-2.

Table 6.3.3.2-2: Tariff

	Field
	Category
	Description

	Tariff
	Oc 
	This is a grouped field with one of many tariffs 

	Currency_Code
	Oc
	Omited if non-monetary units is used

	Scale_Factor
	Oc
	A scaling factor on the whole calculation. Could be used for example between HPLMN and VPLMN.

	    Value_Digits
	OM
	

	      Exponent
	Oc
	

	Rate_Element
	Oc
	Group of cost  per unit values of unit type.

	    Reason-Code
	Oc
	Indicates a specific charge type e.g. Usage, AddOn Charge, Set-Up-Charge or Communication-Attempt-Charge

	    Unit_Type
	OM
	The measuring unit; e.g. time, uplink volume, special service units

	    Unit_Value
	OM
	The number of consumed units that incur the charge.

	       Value_Digits
	OM
	

	       Exponent
	Oc
	

	   Unit_Cost
	OM
	The associated cost (in currency code) to be charged per Unit_value

	        Value Digits
	OM
	

	         Exponent
	Oc
	

	   Unit_Quota_Threshold
	Oc
	An upper limit for consumed units where the rate is still valid


For example:

1. A rate of 20c for each Megabyte (total volume) up to 10 Megabyte will be depicted as Unit type - TOTAL-OCTETS, Unit Value - 1,048,576, Cost – 20 and Unit threshold - 10,485,760.

2. A rate of  30c per 60s : Cost_Value = 30, Unit_Value =60 assuming appropriate settings for currency and unit_type.
Editor’s note: Consider an alternate example 1. 

	End of changes
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