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1
Decision/action requested

To agree on KPI definition for mean dedicated bearer set-up time by MME .
2
References
S5-100341 WID Key Performance Indicator (KPI) for EPC.
3
Rationale

According to KPI template of draft specification KPI, KPI related to mean dedicated bearer set-up time by MME is defined. If detailed proposal is agreed then put in draft specification KPI.
4 Detailed proposal
Detailed proposals are as following.

5.1.3
Dedicated Bearer Set-up Time by MME (Mean)
a) Mean dedicated bearer set-up time by MME
b) This KPI describes the valid time per dedicated bearer set-up procedure by MME and is used to evaluate service accessibility provided by EPS and network performance.
c) This KPI is obtained by the valid time per dedicated bearer set-up procedure by MME
d) DBSTM= SM.EstabActDedicatedEpsBearerTimeMean
e) SM.EstabActDedicatedEpsBearerTimeMean (See in TS 32.426 [2]).
f) EPC
g) Accessbility
h) Second
i) MEAN 
A.6
Use case for mean dedicated bearer set-up time by MME related KPI
Mean dedicated bearer set-up time by MME can be used to describe the duration between a UE requests a service and the service is successfully established, it can reflect the user satisfactory. So it is useful to evaluate accessbility performance provided by EPS and network performance.
This KPI is focusing on network and user view.
