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	32.425
	0041
	-
	Rel-8
	Add missing S1 reset to E-RAB release
	F
	8.4.0
	S5-110123
	OAM8
	Ericsson

	32.425
	0042
	-
	Rel-9
	Add missing S1 reset to E-RAB release
	A
	9.5.0
	S5-110124
	OAM8
	Ericsson

	32.409
	0023
	1
	Rel-10
	Add dropped session measurements
	B
	10.2.0
	S5-110126
	OAM-PM-KPI_IMS
	Ericsson

	32.642
	0062
	-
	Rel-10
	Methodology clean-up of Configuration Management; UTRAN network resources IRP; Network Resource Model
	F
	10.1.0
	S5-110139
	OAM10
	Ericsson

	32.652
	0025
	-
	Rel-10
	Methodology clean-up of Configuration Management; GERAN network resources IRP; Network Resource Model
	F
	10.0.0
	S5-110140
	OAM10
	Ericsson

	32.409
	0025
	-
	Rel-9
	Correct measurements object classes - Align with 32.732 IMS NRM IRP Information Service
	F
	9.1.1
	S5-110163
	OAM9
	ZTE

	32.409
	0026
	-
	Rel-10
	Correct measurements object classes - Align with 32.732 IMS NRM IRP Information Service
	A
	10.2.0
	S5-110164
	OAM9
	ZTE

	32.425
	0046
	-
	Rel-8
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	F
	8.4.0
	S5-110180
	OAM8
	Ericsson

	32.526
	0001
	-
	Rel-10
	Correcting the support qualifiers of SONControl attributes - Align with 32.522 SON NRM IRP Information Service
	F
	10.0.0
	S5-110181
	OAM10
	Huawei

	32.425
	0047
	-
	Rel-9
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	A
	9.5.0
	S5-110185
	OAM8
	Ericsson

	32.425
	0048
	-
	Rel-10
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	A
	10.3.0
	S5-110186
	OAM8
	Ericsson

	32.756
	0004
	-
	Rel-10
	Correct MMEFunction attributes - Align with 32.752 EPC NRM IRP Information Service
	F
	10.1.0
	S5-110258
	OAM10
	China Mobile

	32.172
	0026
	1
	Rel-10
	Improve Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP) access service modelling
	C
	10.1.0
	S5-110280
	OAM10-SuM
	Ericsson

	32.176
	0008
	1
	Rel-10
	Improve Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP) access service modelling - Align with 32.172 IS
	C
	10.2.0
	S5-110281
	OAM10-SuM
	Ericsson

	32.422
	0093
	1
	Rel-9
	Change the support qualifier of 'List of NE types to trace parameter' to conditional mandatory
	F
	9.3.0
	S5-110310
	OAM9
	Nokia Siemens Networks

	32.422
	0094
	1
	Rel-10
	Change the support qualifier of 'List of NE types to trace parameter' to conditional mandatory
	A
	10.2.1
	S5-110311
	OAM9
	Nokia Siemens Networks

	32.422
	0091
	1
	Rel-9
	Correcting start triggering event in MME in case of HSS Initiated Trace Session Activation for the attach procedure
	F
	9.3.0
	S5-110312
	OAM9
	Nokia Siemens Networks

	32.422
	0092
	1
	Rel-10
	Correcting start triggering event in MME in case of HSS Initiated Trace Session Activation for the attach procedure
	A
	10.2.1
	S5-110313
	OAM9
	Nokia Siemens Networks

	32.422
	0084
	1
	Rel-9
	Correcting start and stop triggering events in Mobility Management Entity (MME)
	F
	9.3.0
	S5-110314
	OAM9
	Nokia Siemens Networks

	32.422
	0085
	1
	Rel-10
	Correcting start and stop triggering events in Mobility Management Entity (MME)
	A
	10.2.1
	S5-110315
	OAM9
	Nokia Siemens Networks

	32.422
	0096
	1
	Rel-10
	Add support for subscriber trace on PDN-GW for GTP based S2b - Align with SA2 TS 23.402
	B
	10.2.1
	S5-110324
	OAM10
	Alcatel-Lucent

	32.240
	0027
	1
	Rel-10
	Correction on usage of Inter Operator Identifier (IOI) type 2
	F
	10.0.0
	S5-110339
	CH10
	Orange, Ericsson

	32.240
	0028
	-
	Rel-9
	Removing inconsistency among abbreviations
	F
	9.1.0
	S5-110340
	CH9
	Huawei

	32.240
	0029
	-
	Rel-10
	Removing inconsistency among abbreviations
	A
	10.0.0
	S5-110341
	CH9
	Huawei

	32.441
	0005
	-
	Rel-10
	Change "UE based network performance measurements" to "MDT" - Align cross-3GPP terminology on MDT work
	F
	10.0.0
	S5-110377
	OAM-PM-UE
	Huawei

	32.422
	0083
	1
	Rel-10
	Adding definition of Stage 3 coding of Minimization of Drive Tests (MDT) parameters
	C
	10.2.1
	S5-110381
	OAM-PM-UE
	Nokia Siemens Networks

	32.442
	0004
	-
	Rel-10
	Adding Minimization of Drive Tests (MDT) to Trace IRP
	B
	10.0.0
	S5-110385
	OAM-PM-UE
	Nokia Siemens Networks

	32.762
	0047
	1
	Rel-10
	Add relay IOCs to be connected by the EP_RP_EPS by ENBFunction in E-UTRAN Network Resource Model IRP Information Service
	B
	10.2.0
	S5-110394
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0031
	1
	Rel-10
	Apply the RRC connection setup related measurements to RN
	B
	10.3.0
	S5-110397
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0033
	1
	Rel-10
	Apply the E-RAB setup related measurements to RN
	B
	10.3.0
	S5-110399
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0035
	1
	Rel-10
	Addition of HO related measurements to RN
	B
	10.3.0
	S5-110401
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0036
	1
	Rel-10
	Apply the eNB measurements to DeNB as well
	C
	10.3.0
	S5-110402
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.412
	0026
	1
	Rel-10
	Add the missing exception in create measurement operation
	F
	9.1.0
	S5-110409
	OAM10
	ZTE

	32.416
	0001
	1
	Rel-10
	Add the missing exception in create measurement operation - align with 32.412
	F
	10.0.0
	S5-110410
	OAM10
	ZTE

	32.426
	0037
	1
	Rel-10
	Add combined TA/LA update related measurements
	B
	10.2.0
	S5-110411
	OAM10
	ZTE

	32.443
	0003
	-
	Rel-8
	Add the missing input parameter of activateTraceJob - Align with 32.442 Trace Management IRP Information Service
	F
	8.1.0
	S5-110414
	OAM8
	ZTE

	32.443
	0004
	-
	Rel-9
	Add the missing input parameter of activateTraceJob - Align with 32.442 Trace Management IRP Information Service
	A
	9.0.0
	S5-110415
	OAM8
	ZTE

	32.425
	0044
	1
	Rel-10
	Adding measurements on power utilization
	B
	10.3.0
	S5-110416
	OAM10
	Huawei

	32.446
	0003
	-
	Rel-10
	Add mapping of notifyTraceSessionIdentities in SOAP solution set - Align with 32.442 Trace Management IRP Information Service
	F
	10.1.0
	S5-110417
	OAM10
	ZTE

	32.299
	0331
	2
	Rel-9
	Add missing enumeration value for E-CSCF network element in Node-Functionality AVP - Align with 32.298
	F
	9.6.0
	S5-110425
	CH9
	ZTE, China Mobile

	32.299
	0332
	2
	Rel-10
	Add missing enumeration value for E-CSCF network element in Node-Functionality AVP - Align with 32.298
	A
	10.0.0
	S5-110426
	CH9
	ZTE, China Mobile

	32.251
	0162
	-
	Rel-8
	Correcting the condition to deliver SGW-CDR
	F
	8.10.0
	S5-110427
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.251
	0159
	2
	Rel-9
	Correcting the condition to deliver SGW-CDR
	A
	9.4.0
	S5-110428
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.251
	0160
	2
	Rel-10
	Correcting the condition to deliver SGW-CDR
	A
	10.3.0
	S5-110429
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.422
	0087
	2
	Rel-10
	Add missing interface table and Sh interface for Home Subscriber Server (HSS)
	F
	10.2.1
	S5-110432
	OAM10
	ZTE

	32.422
	0088
	2
	Rel-10
	Clarify trace parameters for E-UTRAN activation mechanism and update EPC starting mechanism  - Align with 32.441 Trace Management IRP Requirements
	F
	10.2.1
	S5-110433
	OAM10
	ZTE

	32.111-2
	0064
	-
	Rel-10
	Correct the qualifier of clearUserId in AlarmInformation
	F
	10.0.0
	S5-110436
	OAM10
	ZTE

	32.551
	0001
	1
	Rel-10
	Modify the energy saving compensation related use cases
	F
	10.0.0
	S5-110439
	OAM-ES
	ZTE

	32.551
	0002
	1
	Rel-10
	Add energy saving compensation deactivation requirement
	B
	10.0.0
	S5-110440
	OAM-ES
	ZTE

	32.551
	0003
	1
	Rel-10
	Modify the requirements about traffic threshold and time duration for Energy Saving Management (ESM)
	F
	10.0.0
	S5-110441
	OAM-ES
	ZTE

	32.260
	0115
	2
	Rel-10
	Correction on ICSI availability - Align with SA2 TS 23.228
	F
	10.2.0
	S5-110444
	CH10
	Ericsson, Vodafone

	32.298
	0171
	2
	Rel-10
	Correction on ICSI availability - Align with SA2 TS 23.228
	F
	10.3.0
	S5-110445
	CH10
	Ericsson, Vodafone

	32.526
	0002
	1
	Rel-10
	Network Resource Model (NRM) for Energy Saving Management (ESM) Policies and Switch - Align with 32.522 SON NRM IRP Information Service
	F
	10.0.0
	S5-110450
	OAM-ES
	Huawei

	32.626
	0002
	-
	Rel-10
	Add containment for object class ESPolicies - Align with 32.522 SON NRM IRP Information Service
	F
	10.1.0
	S5-110461
	OAM-ES
	Nokia Siemens Networks

	32.251
	0161
	2
	Rel-10
	Adding LIPA SIPTO charging description
	B
	10.3.0
	S5-110469
	LIPA-SIPTO
	China Mobile, Huawei

	32.252
	0007
	2
	Rel-10
	Add Packet Data Gateway (PDG) online charging when re-using GGSN functionality
	B
	10.0.0
	S5-110483
	eIWLAN_Mob
	Orange

	32.280
	0020
	2
	Rel-10
	Clarify how 'AoC information' is presented to the UE
	B
	10.2.0
	S5-110485
	eAOC
	Alcatel-Lucent

	32.280
	0018
	2
	Rel-10
	Introduce AoC and offline charging Rf description to allow AoC offline charging
	B
	10.2.0
	S5-110486
	eAOC
	Alcatel-Lucent

	32.299
	0340
	2
	Rel-10
	Correction to charging scenarios
	D
	10.0.0
	S5-110501
	CH10
	Huawei

	32.296
	0016
	2
	Rel-10
	Add Guidance of credit control format for Rc reference point implementation in  the Online Charging System (OCS)
	B
	10.1.0
	S5-110502
	CH-Rc
	AT&T, China Mobile, Huawei, Openet

	32.280
	0019
	1
	Rel-10
	Provide offline AoC charging when the AoC Function is provided by MMTel AS - Align with 22.173
	B
	10.2.0
	S5-110503
	eAOC
	Alcatel-Lucent

	32.275
	0040
	1
	Rel-10
	Add 'Advice Of Charge (AoC)' MMTel supplementary service Charging description - Align with 22.173
	B
	9.5.0
	S5-110504
	eAOC
	Alcatel-Lucent

	32.280
	0016
	2
	Rel-9
	Add missing AoC User to Network Interface (UNI)  parameters: Type of Charging, Granularity and Pes-transitioning
	F
	9.3.0
	S5-110506
	CH9
	Deutsche Telekom

	32.280
	0017
	2
	Rel-10
	Add missing AoC User to Network Interface (UNI)  parameters: Type of Charging, Granularity and Pes-transitioning
	A
	10.2.0
	S5-110507
	CH9
	Deutsche Telekom

	32.762
	0053
	-
	Rel-10
	Correct Relay and Donor eNodeB model in E-UTRAN Network Resource Model IRP Information Service
	F
	10.2.0
	S5-110509
	OAM10
	China Mobile, Ericsson

	32.762
	0045
	2
	Rel-10
	Add attributes to RNFunction in E-UTRAN Network Resource Model IRP Information Service
	B
	10.2.0
	S5-110511
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0032
	2
	Rel-10
	Apply the RRC connection reestablishment related measurements to RN
	B
	10.3.0
	S5-110512
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.446
	0002
	-
	Rel-10
	Add missing input parameter of activateTraceJob
	F
	10.1.0
	S5-110513
	OAM8
	ZTE

	32.300
	0012
	1
	Rel-10
	Clarify name space and Distinguished Name usage examples and general updates
	F
	9.2.0
	S5-110514
	OAM10
	Ericsson

	32.425
	0034
	2
	Rel-10
	Apply the abnormal E-RAB release related measurements to RN
	B
	10.3.0
	S5-110519
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.766
	0009
	2
	Rel-10
	Add candidateDeNBCells attribute to RNFunction in E-UTRAN Network Resource Model IRP Solution Set definitions
	B
	10.2.0
	S5-110520
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.422
	0081
	2
	Rel-10
	Correcting the handling of Minimization of Drive Tests (MDT) trace at handovers
	F
	10.2.1
	S5-110521
	OAM-PM-UE
	Ericsson

	32.422
	0097
	1
	Rel-10
	Clarify that there can be only one TRSR per TR at a given time per UE trace session for signalling based trace
	F
	10.2.1
	S5-110525
	OAM10
	Alcatel-Lucent, Nokia Siemens Networks, Ericsson,

	32.422
	0098
	-
	Rel-10
	Removing UE capability from Minimization of Drive Tests (MDT) parameters
	C
	10.2.1
	S5-110527
	OAM-PM-UE
	Nokia Siemens Networks

	32.762
	0050
	3
	Rel-10
	Add a new attribute into EUtranGenericCell object class to define a cell as not changeable by Energy Saving Management - Align with 32.551 ESM Concepts and requirements
	B
	10.2.0
	S5-110531
	OAM-ES
	Nokia Siemens Networks, ZTE

	32.766
	0013
	3
	Rel-10
	Add Energy Saving Management (ESM) items for Itf-N - Align with 32.762 E-UTRAN NRM IRP IS and 32.551 ESM Concepts and requirements
	F
	10.2.0
	S5-110532
	OAM-ES
	Nokia Siemens Networks

	32.421
	0029
	3
	Rel-10
	Add requirements for security and privacy of UE-based Network Performance Measurements / MDT as required by SA3 (Security)
	C
	10.1.0
	S5-110540
	OAM-PM-UE
	Telecom Italia, China Unicom

	32.299
	0335
	1
	Rel-9
	Add internal structure and encoding for the Location-Estimate AVP
	F
	9.6.0
	S5-110542
	CH9
	NEC

	32.299
	0336
	1
	Rel-10
	Add internal structure and encoding for the Location-Estimate AVP
	A
	10.0.0
	S5-110543
	CH9
	NEC

	32.270
	0023
	1
	Rel-10
	Add E.164 harmonized address format to the current E.212 in MMS Charging
	C
	9.1.0
	S5-110544
	CH10
	Nokia Siemens Networks, Deutsche Telekom

	32.299
	0329
	1
	Rel-10
	Add E.164 harmonized address format to the current E.212 in MMS Charging
	C
	10.0.0
	S5-110545
	CH10
	Nokia Siemens Networks, Deutsche Telekom

	32.425
	0054
	1
	Rel-10
	Add measurements for radio coverage
	B
	10.3.0
	S5-110548
	OAM10
	Vodafone, AT&T, China Mobile, China Unicom, Deutsc

	32.425
	0053
	1
	Rel-10
	Add measurements for maximum PRB usage
	B
	10.3.0
	S5-110551
	OAM10
	Vodafone, AT&T, China Mobile, China Unicom, Deutsc
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	32.111-2
	0064
	-
	Rel-10
	Correct the qualifier of clearUserId in AlarmInformation
	F
	10.0.0
	S5-110436
	OAM10
	ZTE

	32.172
	0026
	1
	Rel-10
	Improve Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP) access service modelling
	C
	10.1.0
	S5-110280
	OAM10-SuM
	Ericsson

	32.176
	0008
	1
	Rel-10
	Improve Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP) access service modelling - Align with 32.172 IS
	C
	10.2.0
	S5-110281
	OAM10-SuM
	Ericsson

	32.240
	0027
	1
	Rel-10
	Correction on usage of Inter Operator Identifier (IOI) type 2
	F
	10.0.0
	S5-110339
	CH10
	Orange, Ericsson

	32.240
	0029
	-
	Rel-10
	Removing inconsistency among abbreviations
	A
	10.0.0
	S5-110341
	CH9
	Huawei

	32.240
	0028
	-
	Rel-9
	Removing inconsistency among abbreviations
	F
	9.1.0
	S5-110340
	CH9
	Huawei

	32.251
	0160
	2
	Rel-10
	Correcting the condition to deliver SGW-CDR
	A
	10.3.0
	S5-110429
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.251
	0161
	2
	Rel-10
	Adding LIPA SIPTO charging description
	B
	10.3.0
	S5-110469
	LIPA-SIPTO
	China Mobile, Huawei

	32.251
	0162
	-
	Rel-8
	Correcting the condition to deliver SGW-CDR
	F
	8.10.0
	S5-110427
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.251
	0159
	2
	Rel-9
	Correcting the condition to deliver SGW-CDR
	A
	9.4.0
	S5-110428
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.252
	0007
	2
	Rel-10
	Add Packet Data Gateway (PDG) online charging when re-using GGSN functionality
	B
	10.0.0
	S5-110483
	eIWLAN_Mob
	Orange

	32.260
	0115
	2
	Rel-10
	Correction on ICSI availability - Align with SA2 TS 23.228
	F
	10.2.0
	S5-110444
	CH10
	Ericsson, Vodafone

	32.270
	0023
	1
	Rel-10
	Add E.164 harmonized address format to the current E.212 in MMS Charging
	C
	9.1.0
	S5-110544
	CH10
	Nokia Siemens Networks, Deutsche Telekom

	32.275
	0040
	1
	Rel-10
	Add 'Advice Of Charge (AoC)' MMTel supplementary service Charging description - Align with 22.173
	B
	9.5.0
	S5-110504
	eAOC
	Alcatel-Lucent

	32.280
	0017
	2
	Rel-10
	Add missing AoC User to Network Interface (UNI)  parameters: Type of Charging, Granularity and Pes-transitioning
	A
	10.2.0
	S5-110507
	CH9
	Deutsche Telekom

	32.280
	0018
	2
	Rel-10
	Introduce AoC and offline charging Rf description to allow AoC offline charging
	B
	10.2.0
	S5-110486
	eAOC
	Alcatel-Lucent

	32.280
	0019
	1
	Rel-10
	Provide offline AoC charging when the AoC Function is provided by MMTel AS - Align with 22.173
	B
	10.2.0
	S5-110503
	eAOC
	Alcatel-Lucent

	32.280
	0020
	2
	Rel-10
	Clarify how 'AoC information' is presented to the UE
	B
	10.2.0
	S5-110485
	eAOC
	Alcatel-Lucent

	32.280
	0016
	2
	Rel-9
	Add missing AoC User to Network Interface (UNI)  parameters: Type of Charging, Granularity and Pes-transitioning
	F
	9.3.0
	S5-110506
	CH9
	Deutsche Telekom

	32.296
	0016
	2
	Rel-10
	Add Guidance of credit control format for Rc reference point implementation in  the Online Charging System (OCS)
	B
	10.1.0
	S5-110502
	CH-Rc
	AT&T, China Mobile, Huawei, Openet

	32.298
	0171
	2
	Rel-10
	Correction on ICSI availability - Align with SA2 TS 23.228
	F
	10.3.0
	S5-110445
	CH10
	Ericsson, Vodafone

	32.299
	0329
	1
	Rel-10
	Add E.164 harmonized address format to the current E.212 in MMS Charging
	C
	10.0.0
	S5-110545
	CH10
	Nokia Siemens Networks, Deutsche Telekom

	32.299
	0332
	2
	Rel-10
	Add missing enumeration value for E-CSCF network element in Node-Functionality AVP - Align with 32.298
	A
	10.0.0
	S5-110426
	CH9
	ZTE, China Mobile

	32.299
	0336
	1
	Rel-10
	Add internal structure and encoding for the Location-Estimate AVP
	A
	10.0.0
	S5-110543
	CH9
	NEC

	32.299
	0340
	2
	Rel-10
	Correction to charging scenarios
	D
	10.0.0
	S5-110501
	CH10
	Huawei

	32.299
	0331
	2
	Rel-9
	Add missing enumeration value for E-CSCF network element in Node-Functionality AVP - Align with 32.298
	F
	9.6.0
	S5-110425
	CH9
	ZTE, China Mobile

	32.299
	0335
	1
	Rel-9
	Add internal structure and encoding for the Location-Estimate AVP
	F
	9.6.0
	S5-110542
	CH9
	NEC

	32.300
	0012
	1
	Rel-10
	Clarify name space and Distinguished Name usage examples and general updates
	F
	9.2.0
	S5-110514
	OAM10
	Ericsson

	32.409
	0023
	1
	Rel-10
	Add dropped session measurements
	B
	10.2.0
	S5-110126
	OAM-PM-KPI_IMS
	Ericsson

	32.409
	0026
	-
	Rel-10
	Correct measurements object classes - Align with 32.732 IMS NRM IRP Information Service
	A
	10.2.0
	S5-110164
	OAM9
	ZTE

	32.409
	0025
	-
	Rel-9
	Correct measurements object classes - Align with 32.732 IMS NRM IRP Information Service
	F
	9.1.1
	S5-110163
	OAM9
	ZTE

	32.412
	0026
	1
	Rel-10
	Add the missing exception in create measurement operation
	F
	9.1.0
	S5-110409
	OAM10
	ZTE

	32.416
	0001
	1
	Rel-10
	Add the missing exception in create measurement operation - align with 32.412
	F
	10.0.0
	S5-110410
	OAM10
	ZTE

	32.421
	0029
	3
	Rel-10
	Add requirements for security and privacy of UE-based Network Performance Measurements / MDT as required by SA3 (Security)
	C
	10.1.0
	S5-110540
	OAM-PM-UE
	Telecom Italia, China Unicom

	32.422
	0081
	2
	Rel-10
	Correcting the handling of Minimization of Drive Tests (MDT) trace at handovers
	F
	10.2.1
	S5-110521
	OAM-PM-UE
	Ericsson

	32.422
	0083
	1
	Rel-10
	Adding definition of Stage 3 coding of Minimization of Drive Tests (MDT) parameters
	C
	10.2.1
	S5-110381
	OAM-PM-UE
	Nokia Siemens Networks

	32.422
	0085
	1
	Rel-10
	Correcting start and stop triggering events in Mobility Management Entity (MME)
	A
	10.2.1
	S5-110315
	OAM9
	Nokia Siemens Networks

	32.422
	0087
	2
	Rel-10
	Add missing interface table and Sh interface for Home Subscriber Server (HSS)
	F
	10.2.1
	S5-110432
	OAM10
	ZTE

	32.422
	0088
	2
	Rel-10
	Clarify trace parameters for E-UTRAN activation mechanism and update EPC starting mechanism  - Align with 32.441 Trace Management IRP Requirements
	F
	10.2.1
	S5-110433
	OAM10
	ZTE

	32.422
	0092
	1
	Rel-10
	Correcting start triggering event in MME in case of HSS Initiated Trace Session Activation for the attach procedure
	A
	10.2.1
	S5-110313
	OAM9
	Nokia Siemens Networks

	32.422
	0094
	1
	Rel-10
	Change the support qualifier of 'List of NE types to trace parameter' to conditional mandatory
	A
	10.2.1
	S5-110311
	OAM9
	Nokia Siemens Networks

	32.422
	0096
	1
	Rel-10
	Add support for subscriber trace on PDN-GW for GTP based S2b - Align with SA2 TS 23.402
	B
	10.2.1
	S5-110324
	OAM10
	Alcatel-Lucent

	32.422
	0097
	1
	Rel-10
	Clarify that there can be only one TRSR per TR at a given time per UE trace session for signalling based trace
	F
	10.2.1
	S5-110525
	OAM10
	Alcatel-Lucent, Nokia Siemens Networks, Ericsson,

	32.422
	0098
	-
	Rel-10
	Removing UE capability from Minimization of Drive Tests (MDT) parameters
	C
	10.2.1
	S5-110527
	OAM-PM-UE
	Nokia Siemens Networks

	32.422
	0084
	1
	Rel-9
	Correcting start and stop triggering events in Mobility Management Entity (MME)
	F
	9.3.0
	S5-110314
	OAM9
	Nokia Siemens Networks

	32.422
	0091
	1
	Rel-9
	Correcting start triggering event in MME in case of HSS Initiated Trace Session Activation for the attach procedure
	F
	9.3.0
	S5-110312
	OAM9
	Nokia Siemens Networks

	32.422
	0093
	1
	Rel-9
	Change the support qualifier of 'List of NE types to trace parameter' to conditional mandatory
	F
	9.3.0
	S5-110310
	OAM9
	Nokia Siemens Networks

	32.425
	0031
	1
	Rel-10
	Apply the RRC connection setup related measurements to RN
	B
	10.3.0
	S5-110397
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0032
	2
	Rel-10
	Apply the RRC connection reestablishment related measurements to RN
	B
	10.3.0
	S5-110512
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0033
	1
	Rel-10
	Apply the E-RAB setup related measurements to RN
	B
	10.3.0
	S5-110399
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0034
	2
	Rel-10
	Apply the abnormal E-RAB release related measurements to RN
	B
	10.3.0
	S5-110519
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0035
	1
	Rel-10
	Addition of HO related measurements to RN
	B
	10.3.0
	S5-110401
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0036
	1
	Rel-10
	Apply the eNB measurements to DeNB as well
	C
	10.3.0
	S5-110402
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0044
	1
	Rel-10
	Adding measurements on power utilization
	B
	10.3.0
	S5-110416
	OAM10
	Huawei

	32.425
	0048
	-
	Rel-10
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	A
	10.3.0
	S5-110186
	OAM8
	Ericsson

	32.425
	0053
	1
	Rel-10
	Add measurements for maximum PRB usage
	B
	10.3.0
	S5-110551
	OAM10
	Vodafone, AT&T, China Mobile, China Unicom, Deutsc

	32.425
	0054
	1
	Rel-10
	Add measurements for radio coverage
	B
	10.3.0
	S5-110548
	OAM10
	Vodafone, AT&T, China Mobile, China Unicom, Deutsc

	32.425
	0041
	-
	Rel-8
	Add missing S1 reset to E-RAB release
	F
	8.4.0
	S5-110123
	OAM8
	Ericsson

	32.425
	0046
	-
	Rel-8
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	F
	8.4.0
	S5-110180
	OAM8
	Ericsson

	32.425
	0042
	-
	Rel-9
	Add missing S1 reset to E-RAB release
	A
	9.5.0
	S5-110124
	OAM8
	Ericsson

	32.425
	0047
	-
	Rel-9
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	A
	9.5.0
	S5-110185
	OAM8
	Ericsson

	32.426
	0037
	1
	Rel-10
	Add combined TA/LA update related measurements
	B
	10.2.0
	S5-110411
	OAM10
	ZTE

	32.441
	0005
	-
	Rel-10
	Change "UE based network performance measurements" to "MDT" - Align cross-3GPP terminology on MDT work
	F
	10.0.0
	S5-110377
	OAM-PM-UE
	Huawei

	32.442
	0004
	-
	Rel-10
	Adding Minimization of Drive Tests (MDT) to Trace IRP
	B
	10.0.0
	S5-110385
	OAM-PM-UE
	Nokia Siemens Networks

	32.443
	0003
	-
	Rel-8
	Add the missing input parameter of activateTraceJob - Align with 32.442 Trace Management IRP Information Service
	F
	8.1.0
	S5-110414
	OAM8
	ZTE

	32.443
	0004
	-
	Rel-9
	Add the missing input parameter of activateTraceJob - Align with 32.442 Trace Management IRP Information Service
	A
	9.0.0
	S5-110415
	OAM8
	ZTE

	32.446
	0002
	-
	Rel-10
	Add missing input parameter of activateTraceJob
	F
	10.1.0
	S5-110513
	OAM8
	ZTE

	32.446
	0003
	-
	Rel-10
	Add mapping of notifyTraceSessionIdentities in SOAP solution set - Align with 32.442 Trace Management IRP Information Service
	F
	10.1.0
	S5-110417
	OAM10
	ZTE

	32.526
	0001
	-
	Rel-10
	Correcting the support qualifiers of SONControl attributes - Align with 32.522 SON NRM IRP Information Service
	F
	10.0.0
	S5-110181
	OAM10
	Huawei

	32.526
	0002
	1
	Rel-10
	Network Resource Model (NRM) for Energy Saving Management (ESM) Policies and Switch - Align with 32.522 SON NRM IRP Information Service
	F
	10.0.0
	S5-110450
	OAM-ES
	Huawei

	32.551
	0001
	1
	Rel-10
	Modify the energy saving compensation related use cases
	F
	10.0.0
	S5-110439
	OAM-ES
	ZTE

	32.551
	0002
	1
	Rel-10
	Add energy saving compensation deactivation requirement
	B
	10.0.0
	S5-110440
	OAM-ES
	ZTE

	32.551
	0003
	1
	Rel-10
	Modify the requirements about traffic threshold and time duration for Energy Saving Management (ESM)
	F
	10.0.0
	S5-110441
	OAM-ES
	ZTE

	32.626
	0002
	-
	Rel-10
	Add containment for object class ESPolicies - Align with 32.522 SON NRM IRP Information Service
	F
	10.1.0
	S5-110461
	OAM-ES
	Nokia Siemens Networks

	32.642
	0062
	-
	Rel-10
	Methodology clean-up of Configuration Management; UTRAN network resources IRP; Network Resource Model
	F
	10.1.0
	S5-110139
	OAM10
	Ericsson

	32.652
	0025
	-
	Rel-10
	Methodology clean-up of Configuration Management; GERAN network resources IRP; Network Resource Model
	F
	10.0.0
	S5-110140
	OAM10
	Ericsson

	32.756
	0004
	-
	Rel-10
	Correct MMEFunction attributes - Align with 32.752 EPC NRM IRP Information Service
	F
	10.1.0
	S5-110258
	OAM10
	China Mobile

	32.762
	0045
	2
	Rel-10
	Add attributes to RNFunction in E-UTRAN Network Resource Model IRP Information Service
	B
	10.2.0
	S5-110511
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.762
	0047
	1
	Rel-10
	Add relay IOCs to be connected by the EP_RP_EPS by ENBFunction in E-UTRAN Network Resource Model IRP Information Service
	B
	10.2.0
	S5-110394
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.762
	0050
	3
	Rel-10
	Add a new attribute into EUtranGenericCell object class to define a cell as not changeable by Energy Saving Management - Align with 32.551 ESM Concepts and requirements
	B
	10.2.0
	S5-110531
	OAM-ES
	Nokia Siemens Networks, ZTE

	32.762
	0053
	-
	Rel-10
	Correct Relay and Donor eNodeB model in E-UTRAN Network Resource Model IRP Information Service
	F
	10.2.0
	S5-110509
	OAM10
	China Mobile, Ericsson

	32.766
	0009
	2
	Rel-10
	Add candidateDeNBCells attribute to RNFunction in E-UTRAN Network Resource Model IRP Solution Set definitions
	B
	10.2.0
	S5-110520
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.766
	0013
	3
	Rel-10
	Add Energy Saving Management (ESM) items for Itf-N - Align with 32.762 E-UTRAN NRM IRP IS and 32.551 ESM Concepts and requirements
	F
	10.2.0
	S5-110532
	OAM-ES
	Nokia Siemens Networks
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	32.240
	0027
	1
	Rel-10
	Correction on usage of Inter Operator Identifier (IOI) type 2
	F
	10.0.0
	S5-110339
	CH10
	Orange, Ericsson

	32.260
	0115
	2
	Rel-10
	Correction on ICSI availability - Align with SA2 TS 23.228
	F
	10.2.0
	S5-110444
	CH10
	Ericsson, Vodafone

	32.270
	0023
	1
	Rel-10
	Add E.164 harmonized address format to the current E.212 in MMS Charging
	C
	9.1.0
	S5-110544
	CH10
	Nokia Siemens Networks, Deutsche Telekom

	32.298
	0171
	2
	Rel-10
	Correction on ICSI availability - Align with SA2 TS 23.228
	F
	10.3.0
	S5-110445
	CH10
	Ericsson, Vodafone

	32.299
	0329
	1
	Rel-10
	Add E.164 harmonized address format to the current E.212 in MMS Charging
	C
	10.0.0
	S5-110545
	CH10
	Nokia Siemens Networks, Deutsche Telekom

	32.299
	0340
	2
	Rel-10
	Correction to charging scenarios
	D
	10.0.0
	S5-110501
	CH10
	Huawei

	32.251
	0160
	2
	Rel-10
	Correcting the condition to deliver SGW-CDR
	A
	10.3.0
	S5-110429
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.251
	0162
	-
	Rel-8
	Correcting the condition to deliver SGW-CDR
	F
	8.10.0
	S5-110427
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.251
	0159
	2
	Rel-9
	Correcting the condition to deliver SGW-CDR
	A
	9.4.0
	S5-110428
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.240
	0029
	-
	Rel-10
	Removing inconsistency among abbreviations
	A
	10.0.0
	S5-110341
	CH9
	Huawei

	32.240
	0028
	-
	Rel-9
	Removing inconsistency among abbreviations
	F
	9.1.0
	S5-110340
	CH9
	Huawei

	32.280
	0017
	2
	Rel-10
	Add missing AoC User to Network Interface (UNI)  parameters: Type of Charging, Granularity and Pes-transitioning
	A
	10.2.0
	S5-110507
	CH9
	Deutsche Telekom

	32.280
	0016
	2
	Rel-9
	Add missing AoC User to Network Interface (UNI)  parameters: Type of Charging, Granularity and Pes-transitioning
	F
	9.3.0
	S5-110506
	CH9
	Deutsche Telekom

	32.299
	0332
	2
	Rel-10
	Add missing enumeration value for E-CSCF network element in Node-Functionality AVP - Align with 32.298
	A
	10.0.0
	S5-110426
	CH9
	ZTE, China Mobile

	32.299
	0336
	1
	Rel-10
	Add internal structure and encoding for the Location-Estimate AVP
	A
	10.0.0
	S5-110543
	CH9
	NEC

	32.299
	0331
	2
	Rel-9
	Add missing enumeration value for E-CSCF network element in Node-Functionality AVP - Align with 32.298
	F
	9.6.0
	S5-110425
	CH9
	ZTE, China Mobile

	32.299
	0335
	1
	Rel-9
	Add internal structure and encoding for the Location-Estimate AVP
	F
	9.6.0
	S5-110542
	CH9
	NEC

	32.296
	0016
	2
	Rel-10
	Add Guidance of credit control format for Rc reference point implementation in  the Online Charging System (OCS)
	B
	10.1.0
	S5-110502
	CH-Rc
	AT&T, China Mobile, Huawei, Openet

	32.275
	0040
	1
	Rel-10
	Add 'Advice Of Charge (AoC)' MMTel supplementary service Charging description - Align with 22.173
	B
	9.5.0
	S5-110504
	eAOC
	Alcatel-Lucent

	32.280
	0018
	2
	Rel-10
	Introduce AoC and offline charging Rf description to allow AoC offline charging
	B
	10.2.0
	S5-110486
	eAOC
	Alcatel-Lucent

	32.280
	0019
	1
	Rel-10
	Provide offline AoC charging when the AoC Function is provided by MMTel AS - Align with 22.173
	B
	10.2.0
	S5-110503
	eAOC
	Alcatel-Lucent

	32.280
	0020
	2
	Rel-10
	Clarify how 'AoC information' is presented to the UE
	B
	10.2.0
	S5-110485
	eAOC
	Alcatel-Lucent

	32.252
	0007
	2
	Rel-10
	Add Packet Data Gateway (PDG) online charging when re-using GGSN functionality
	B
	10.0.0
	S5-110483
	eIWLAN_Mob
	Orange

	32.251
	0161
	2
	Rel-10
	Adding LIPA SIPTO charging description
	B
	10.3.0
	S5-110469
	LIPA-SIPTO
	China Mobile, Huawei

	32.111-2
	0064
	-
	Rel-10
	Correct the qualifier of clearUserId in AlarmInformation
	F
	10.0.0
	S5-110436
	OAM10
	ZTE

	32.300
	0012
	1
	Rel-10
	Clarify name space and Distinguished Name usage examples and general updates
	F
	9.2.0
	S5-110514
	OAM10
	Ericsson

	32.412
	0026
	1
	Rel-10
	Add the missing exception in create measurement operation
	F
	9.1.0
	S5-110409
	OAM10
	ZTE

	32.416
	0001
	1
	Rel-10
	Add the missing exception in create measurement operation - align with 32.412
	F
	10.0.0
	S5-110410
	OAM10
	ZTE

	32.422
	0087
	2
	Rel-10
	Add missing interface table and Sh interface for Home Subscriber Server (HSS)
	F
	10.2.1
	S5-110432
	OAM10
	ZTE

	32.422
	0088
	2
	Rel-10
	Clarify trace parameters for E-UTRAN activation mechanism and update EPC starting mechanism  - Align with 32.441 Trace Management IRP Requirements
	F
	10.2.1
	S5-110433
	OAM10
	ZTE

	32.422
	0096
	1
	Rel-10
	Add support for subscriber trace on PDN-GW for GTP based S2b - Align with SA2 TS 23.402
	B
	10.2.1
	S5-110324
	OAM10
	Alcatel-Lucent

	32.422
	0097
	1
	Rel-10
	Clarify that there can be only one TRSR per TR at a given time per UE trace session for signalling based trace
	F
	10.2.1
	S5-110525
	OAM10
	Alcatel-Lucent, Nokia Siemens Networks, Ericsson,

	32.425
	0031
	1
	Rel-10
	Apply the RRC connection setup related measurements to RN
	B
	10.3.0
	S5-110397
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0032
	2
	Rel-10
	Apply the RRC connection reestablishment related measurements to RN
	B
	10.3.0
	S5-110512
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0033
	1
	Rel-10
	Apply the E-RAB setup related measurements to RN
	B
	10.3.0
	S5-110399
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0034
	2
	Rel-10
	Apply the abnormal E-RAB release related measurements to RN
	B
	10.3.0
	S5-110519
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0035
	1
	Rel-10
	Addition of HO related measurements to RN
	B
	10.3.0
	S5-110401
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0036
	1
	Rel-10
	Apply the eNB measurements to DeNB as well
	C
	10.3.0
	S5-110402
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0044
	1
	Rel-10
	Adding measurements on power utilization
	B
	10.3.0
	S5-110416
	OAM10
	Huawei

	32.425
	0053
	1
	Rel-10
	Add measurements for maximum PRB usage
	B
	10.3.0
	S5-110551
	OAM10
	Vodafone, AT&T, China Mobile, China Unicom, Deutsc

	32.425
	0054
	1
	Rel-10
	Add measurements for radio coverage
	B
	10.3.0
	S5-110548
	OAM10
	Vodafone, AT&T, China Mobile, China Unicom, Deutsc

	32.426
	0037
	1
	Rel-10
	Add combined TA/LA update related measurements
	B
	10.2.0
	S5-110411
	OAM10
	ZTE

	32.446
	0003
	-
	Rel-10
	Add mapping of notifyTraceSessionIdentities in SOAP solution set - Align with 32.442 Trace Management IRP Information Service
	F
	10.1.0
	S5-110417
	OAM10
	ZTE

	32.526
	0001
	-
	Rel-10
	Correcting the support qualifiers of SONControl attributes - Align with 32.522 SON NRM IRP Information Service
	F
	10.0.0
	S5-110181
	OAM10
	Huawei

	32.642
	0062
	-
	Rel-10
	Methodology clean-up of Configuration Management; UTRAN network resources IRP; Network Resource Model
	F
	10.1.0
	S5-110139
	OAM10
	Ericsson

	32.652
	0025
	-
	Rel-10
	Methodology clean-up of Configuration Management; GERAN network resources IRP; Network Resource Model
	F
	10.0.0
	S5-110140
	OAM10
	Ericsson

	32.756
	0004
	-
	Rel-10
	Correct MMEFunction attributes - Align with 32.752 EPC NRM IRP Information Service
	F
	10.1.0
	S5-110258
	OAM10
	China Mobile

	32.762
	0045
	2
	Rel-10
	Add attributes to RNFunction in E-UTRAN Network Resource Model IRP Information Service
	B
	10.2.0
	S5-110511
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.762
	0047
	1
	Rel-10
	Add relay IOCs to be connected by the EP_RP_EPS by ENBFunction in E-UTRAN Network Resource Model IRP Information Service
	B
	10.2.0
	S5-110394
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.762
	0053
	-
	Rel-10
	Correct Relay and Donor eNodeB model in E-UTRAN Network Resource Model IRP Information Service
	F
	10.2.0
	S5-110509
	OAM10
	China Mobile, Ericsson

	32.766
	0009
	2
	Rel-10
	Add candidateDeNBCells attribute to RNFunction in E-UTRAN Network Resource Model IRP Solution Set definitions
	B
	10.2.0
	S5-110520
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.172
	0026
	1
	Rel-10
	Improve Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP) access service modelling
	C
	10.1.0
	S5-110280
	OAM10-SuM
	Ericsson

	32.176
	0008
	1
	Rel-10
	Improve Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP) access service modelling - Align with 32.172 IS
	C
	10.2.0
	S5-110281
	OAM10-SuM
	Ericsson

	32.425
	0048
	-
	Rel-10
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	A
	10.3.0
	S5-110186
	OAM8
	Ericsson

	32.425
	0041
	-
	Rel-8
	Add missing S1 reset to E-RAB release
	F
	8.4.0
	S5-110123
	OAM8
	Ericsson

	32.425
	0046
	-
	Rel-8
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	F
	8.4.0
	S5-110180
	OAM8
	Ericsson

	32.425
	0042
	-
	Rel-9
	Add missing S1 reset to E-RAB release
	A
	9.5.0
	S5-110124
	OAM8
	Ericsson

	32.425
	0047
	-
	Rel-9
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	A
	9.5.0
	S5-110185
	OAM8
	Ericsson

	32.443
	0003
	-
	Rel-8
	Add the missing input parameter of activateTraceJob - Align with 32.442 Trace Management IRP Information Service
	F
	8.1.0
	S5-110414
	OAM8
	ZTE

	32.443
	0004
	-
	Rel-9
	Add the missing input parameter of activateTraceJob - Align with 32.442 Trace Management IRP Information Service
	A
	9.0.0
	S5-110415
	OAM8
	ZTE

	32.446
	0002
	-
	Rel-10
	Add missing input parameter of activateTraceJob
	F
	10.1.0
	S5-110513
	OAM8
	ZTE

	32.409
	0026
	-
	Rel-10
	Correct measurements object classes - Align with 32.732 IMS NRM IRP Information Service
	A
	10.2.0
	S5-110164
	OAM9
	ZTE

	32.409
	0025
	-
	Rel-9
	Correct measurements object classes - Align with 32.732 IMS NRM IRP Information Service
	F
	9.1.1
	S5-110163
	OAM9
	ZTE

	32.422
	0085
	1
	Rel-10
	Correcting start and stop triggering events in Mobility Management Entity (MME)
	A
	10.2.1
	S5-110315
	OAM9
	Nokia Siemens Networks

	32.422
	0092
	1
	Rel-10
	Correcting start triggering event in MME in case of HSS Initiated Trace Session Activation for the attach procedure
	A
	10.2.1
	S5-110313
	OAM9
	Nokia Siemens Networks

	32.422
	0094
	1
	Rel-10
	Change the support qualifier of 'List of NE types to trace parameter' to conditional mandatory
	A
	10.2.1
	S5-110311
	OAM9
	Nokia Siemens Networks

	32.422
	0084
	1
	Rel-9
	Correcting start and stop triggering events in Mobility Management Entity (MME)
	F
	9.3.0
	S5-110314
	OAM9
	Nokia Siemens Networks

	32.422
	0091
	1
	Rel-9
	Correcting start triggering event in MME in case of HSS Initiated Trace Session Activation for the attach procedure
	F
	9.3.0
	S5-110312
	OAM9
	Nokia Siemens Networks

	32.422
	0093
	1
	Rel-9
	Change the support qualifier of 'List of NE types to trace parameter' to conditional mandatory
	F
	9.3.0
	S5-110310
	OAM9
	Nokia Siemens Networks

	32.526
	0002
	1
	Rel-10
	Network Resource Model (NRM) for Energy Saving Management (ESM) Policies and Switch - Align with 32.522 SON NRM IRP Information Service
	F
	10.0.0
	S5-110450
	OAM-ES
	Huawei

	32.551
	0001
	1
	Rel-10
	Modify the energy saving compensation related use cases
	F
	10.0.0
	S5-110439
	OAM-ES
	ZTE

	32.551
	0002
	1
	Rel-10
	Add energy saving compensation deactivation requirement
	B
	10.0.0
	S5-110440
	OAM-ES
	ZTE

	32.551
	0003
	1
	Rel-10
	Modify the requirements about traffic threshold and time duration for Energy Saving Management (ESM)
	F
	10.0.0
	S5-110441
	OAM-ES
	ZTE

	32.626
	0002
	-
	Rel-10
	Add containment for object class ESPolicies - Align with 32.522 SON NRM IRP Information Service
	F
	10.1.0
	S5-110461
	OAM-ES
	Nokia Siemens Networks

	32.762
	0050
	3
	Rel-10
	Add a new attribute into EUtranGenericCell object class to define a cell as not changeable by Energy Saving Management - Align with 32.551 ESM Concepts and requirements
	B
	10.2.0
	S5-110531
	OAM-ES
	Nokia Siemens Networks, ZTE

	32.766
	0013
	3
	Rel-10
	Add Energy Saving Management (ESM) items for Itf-N - Align with 32.762 E-UTRAN NRM IRP IS and 32.551 ESM Concepts and requirements
	F
	10.2.0
	S5-110532
	OAM-ES
	Nokia Siemens Networks

	32.409
	0023
	1
	Rel-10
	Add dropped session measurements
	B
	10.2.0
	S5-110126
	OAM-PM-KPI_IMS
	Ericsson

	32.421
	0029
	3
	Rel-10
	Add requirements for security and privacy of UE-based Network Performance Measurements / MDT as required by SA3 (Security)
	C
	10.1.0
	S5-110540
	OAM-PM-UE
	Telecom Italia, China Unicom

	32.422
	0081
	2
	Rel-10
	Correcting the handling of Minimization of Drive Tests (MDT) trace at handovers
	F
	10.2.1
	S5-110521
	OAM-PM-UE
	Ericsson

	32.422
	0083
	1
	Rel-10
	Adding definition of Stage 3 coding of Minimization of Drive Tests (MDT) parameters
	C
	10.2.1
	S5-110381
	OAM-PM-UE
	Nokia Siemens Networks

	32.422
	0098
	-
	Rel-10
	Removing UE capability from Minimization of Drive Tests (MDT) parameters
	C
	10.2.1
	S5-110527
	OAM-PM-UE
	Nokia Siemens Networks

	32.441
	0005
	-
	Rel-10
	Change "UE based network performance measurements" to "MDT" - Align cross-3GPP terminology on MDT work
	F
	10.0.0
	S5-110377
	OAM-PM-UE
	Huawei

	32.442
	0004
	-
	Rel-10
	Adding Minimization of Drive Tests (MDT) to Trace IRP
	B
	10.0.0
	S5-110385
	OAM-PM-UE
	Nokia Siemens Networks


CRs filtered by Source Company

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
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	Workitem
	Source

	32.275
	0040
	1
	Rel-10
	Add 'Advice Of Charge (AoC)' MMTel supplementary service Charging description - Align with 22.173
	B
	9.5.0
	S5-110504
	eAOC
	Alcatel-Lucent

	32.280
	0018
	2
	Rel-10
	Introduce AoC and offline charging Rf description to allow AoC offline charging
	B
	10.2.0
	S5-110486
	eAOC
	Alcatel-Lucent

	32.280
	0019
	1
	Rel-10
	Provide offline AoC charging when the AoC Function is provided by MMTel AS - Align with 22.173
	B
	10.2.0
	S5-110503
	eAOC
	Alcatel-Lucent

	32.280
	0020
	2
	Rel-10
	Clarify how 'AoC information' is presented to the UE
	B
	10.2.0
	S5-110485
	eAOC
	Alcatel-Lucent

	32.422
	0096
	1
	Rel-10
	Add support for subscriber trace on PDN-GW for GTP based S2b - Align with SA2 TS 23.402
	B
	10.2.1
	S5-110324
	OAM10
	Alcatel-Lucent

	32.422
	0097
	1
	Rel-10
	Clarify that there can be only one TRSR per TR at a given time per UE trace session for signalling based trace
	F
	10.2.1
	S5-110525
	OAM10
	Alcatel-Lucent, Nokia Siemens Networks, Ericsson,

	32.296
	0016
	2
	Rel-10
	Add Guidance of credit control format for Rc reference point implementation in  the Online Charging System (OCS)
	B
	10.1.0
	S5-110502
	CH-Rc
	AT&T, China Mobile, Huawei, Openet

	32.756
	0004
	-
	Rel-10
	Correct MMEFunction attributes - Align with 32.752 EPC NRM IRP Information Service
	F
	10.1.0
	S5-110258
	OAM10
	China Mobile

	32.762
	0053
	-
	Rel-10
	Correct Relay and Donor eNodeB model in E-UTRAN Network Resource Model IRP Information Service
	F
	10.2.0
	S5-110509
	OAM10
	China Mobile, Ericsson

	32.251
	0161
	2
	Rel-10
	Adding LIPA SIPTO charging description
	B
	10.3.0
	S5-110469
	LIPA-SIPTO
	China Mobile, Huawei

	32.280
	0017
	2
	Rel-10
	Add missing AoC User to Network Interface (UNI)  parameters: Type of Charging, Granularity and Pes-transitioning
	A
	10.2.0
	S5-110507
	CH9
	Deutsche Telekom

	32.280
	0016
	2
	Rel-9
	Add missing AoC User to Network Interface (UNI)  parameters: Type of Charging, Granularity and Pes-transitioning
	F
	9.3.0
	S5-110506
	CH9
	Deutsche Telekom

	32.172
	0026
	1
	Rel-10
	Improve Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP) access service modelling
	C
	10.1.0
	S5-110280
	OAM10-SuM
	Ericsson

	32.176
	0008
	1
	Rel-10
	Improve Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point (IRP) access service modelling - Align with 32.172 IS
	C
	10.2.0
	S5-110281
	OAM10-SuM
	Ericsson

	32.300
	0012
	1
	Rel-10
	Clarify name space and Distinguished Name usage examples and general updates
	F
	9.2.0
	S5-110514
	OAM10
	Ericsson

	32.409
	0023
	1
	Rel-10
	Add dropped session measurements
	B
	10.2.0
	S5-110126
	OAM-PM-KPI_IMS
	Ericsson

	32.422
	0081
	2
	Rel-10
	Correcting the handling of Minimization of Drive Tests (MDT) trace at handovers
	F
	10.2.1
	S5-110521
	OAM-PM-UE
	Ericsson

	32.425
	0048
	-
	Rel-10
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	A
	10.3.0
	S5-110186
	OAM8
	Ericsson

	32.425
	0041
	-
	Rel-8
	Add missing S1 reset to E-RAB release
	F
	8.4.0
	S5-110123
	OAM8
	Ericsson

	32.425
	0046
	-
	Rel-8
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	F
	8.4.0
	S5-110180
	OAM8
	Ericsson

	32.425
	0042
	-
	Rel-9
	Add missing S1 reset to E-RAB release
	A
	9.5.0
	S5-110124
	OAM8
	Ericsson

	32.425
	0047
	-
	Rel-9
	Change counter for RACH usage from 'Cumulative Counter' to 'Gauge'
	A
	9.5.0
	S5-110185
	OAM8
	Ericsson

	32.642
	0062
	-
	Rel-10
	Methodology clean-up of Configuration Management; UTRAN network resources IRP; Network Resource Model
	F
	10.1.0
	S5-110139
	OAM10
	Ericsson

	32.652
	0025
	-
	Rel-10
	Methodology clean-up of Configuration Management; GERAN network resources IRP; Network Resource Model
	F
	10.0.0
	S5-110140
	OAM10
	Ericsson

	32.260
	0115
	2
	Rel-10
	Correction on ICSI availability - Align with SA2 TS 23.228
	F
	10.2.0
	S5-110444
	CH10
	Ericsson, Vodafone

	32.298
	0171
	2
	Rel-10
	Correction on ICSI availability - Align with SA2 TS 23.228
	F
	10.3.0
	S5-110445
	CH10
	Ericsson, Vodafone

	32.240
	0029
	-
	Rel-10
	Removing inconsistency among abbreviations
	A
	10.0.0
	S5-110341
	CH9
	Huawei

	32.240
	0028
	-
	Rel-9
	Removing inconsistency among abbreviations
	F
	9.1.0
	S5-110340
	CH9
	Huawei

	32.299
	0340
	2
	Rel-10
	Correction to charging scenarios
	D
	10.0.0
	S5-110501
	CH10
	Huawei

	32.425
	0044
	1
	Rel-10
	Adding measurements on power utilization
	B
	10.3.0
	S5-110416
	OAM10
	Huawei

	32.441
	0005
	-
	Rel-10
	Change "UE based network performance measurements" to "MDT" - Align cross-3GPP terminology on MDT work
	F
	10.0.0
	S5-110377
	OAM-PM-UE
	Huawei

	32.526
	0001
	-
	Rel-10
	Correcting the support qualifiers of SONControl attributes - Align with 32.522 SON NRM IRP Information Service
	F
	10.0.0
	S5-110181
	OAM10
	Huawei

	32.526
	0002
	1
	Rel-10
	Network Resource Model (NRM) for Energy Saving Management (ESM) Policies and Switch - Align with 32.522 SON NRM IRP Information Service
	F
	10.0.0
	S5-110450
	OAM-ES
	Huawei

	32.425
	0031
	1
	Rel-10
	Apply the RRC connection setup related measurements to RN
	B
	10.3.0
	S5-110397
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0032
	2
	Rel-10
	Apply the RRC connection reestablishment related measurements to RN
	B
	10.3.0
	S5-110512
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0033
	1
	Rel-10
	Apply the E-RAB setup related measurements to RN
	B
	10.3.0
	S5-110399
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0034
	2
	Rel-10
	Apply the abnormal E-RAB release related measurements to RN
	B
	10.3.0
	S5-110519
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0035
	1
	Rel-10
	Addition of HO related measurements to RN
	B
	10.3.0
	S5-110401
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.425
	0036
	1
	Rel-10
	Apply the eNB measurements to DeNB as well
	C
	10.3.0
	S5-110402
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.762
	0045
	2
	Rel-10
	Add attributes to RNFunction in E-UTRAN Network Resource Model IRP Information Service
	B
	10.2.0
	S5-110511
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.762
	0047
	1
	Rel-10
	Add relay IOCs to be connected by the EP_RP_EPS by ENBFunction in E-UTRAN Network Resource Model IRP Information Service
	B
	10.2.0
	S5-110394
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.766
	0009
	2
	Rel-10
	Add candidateDeNBCells attribute to RNFunction in E-UTRAN Network Resource Model IRP Solution Set definitions
	B
	10.2.0
	S5-110520
	OAM10
	Motorola Solutions, Nokia Siemens Networks, China

	32.299
	0336
	1
	Rel-10
	Add internal structure and encoding for the Location-Estimate AVP
	A
	10.0.0
	S5-110543
	CH9
	NEC

	32.299
	0335
	1
	Rel-9
	Add internal structure and encoding for the Location-Estimate AVP
	F
	9.6.0
	S5-110542
	CH9
	NEC

	32.422
	0083
	1
	Rel-10
	Adding definition of Stage 3 coding of Minimization of Drive Tests (MDT) parameters
	C
	10.2.1
	S5-110381
	OAM-PM-UE
	Nokia Siemens Networks

	32.422
	0085
	1
	Rel-10
	Correcting start and stop triggering events in Mobility Management Entity (MME)
	A
	10.2.1
	S5-110315
	OAM9
	Nokia Siemens Networks

	32.422
	0092
	1
	Rel-10
	Correcting start triggering event in MME in case of HSS Initiated Trace Session Activation for the attach procedure
	A
	10.2.1
	S5-110313
	OAM9
	Nokia Siemens Networks

	32.422
	0094
	1
	Rel-10
	Change the support qualifier of 'List of NE types to trace parameter' to conditional mandatory
	A
	10.2.1
	S5-110311
	OAM9
	Nokia Siemens Networks

	32.422
	0098
	-
	Rel-10
	Removing UE capability from Minimization of Drive Tests (MDT) parameters
	C
	10.2.1
	S5-110527
	OAM-PM-UE
	Nokia Siemens Networks

	32.422
	0084
	1
	Rel-9
	Correcting start and stop triggering events in Mobility Management Entity (MME)
	F
	9.3.0
	S5-110314
	OAM9
	Nokia Siemens Networks

	32.422
	0091
	1
	Rel-9
	Correcting start triggering event in MME in case of HSS Initiated Trace Session Activation for the attach procedure
	F
	9.3.0
	S5-110312
	OAM9
	Nokia Siemens Networks

	32.422
	0093
	1
	Rel-9
	Change the support qualifier of 'List of NE types to trace parameter' to conditional mandatory
	F
	9.3.0
	S5-110310
	OAM9
	Nokia Siemens Networks

	32.442
	0004
	-
	Rel-10
	Adding Minimization of Drive Tests (MDT) to Trace IRP
	B
	10.0.0
	S5-110385
	OAM-PM-UE
	Nokia Siemens Networks

	32.626
	0002
	-
	Rel-10
	Add containment for object class ESPolicies - Align with 32.522 SON NRM IRP Information Service
	F
	10.1.0
	S5-110461
	OAM-ES
	Nokia Siemens Networks

	32.766
	0013
	3
	Rel-10
	Add Energy Saving Management (ESM) items for Itf-N - Align with 32.762 E-UTRAN NRM IRP IS and 32.551 ESM Concepts and requirements
	F
	10.2.0
	S5-110532
	OAM-ES
	Nokia Siemens Networks

	32.270
	0023
	1
	Rel-10
	Add E.164 harmonized address format to the current E.212 in MMS Charging
	C
	9.1.0
	S5-110544
	CH10
	Nokia Siemens Networks, Deutsche Telekom

	32.299
	0329
	1
	Rel-10
	Add E.164 harmonized address format to the current E.212 in MMS Charging
	C
	10.0.0
	S5-110545
	CH10
	Nokia Siemens Networks, Deutsche Telekom

	32.762
	0050
	3
	Rel-10
	Add a new attribute into EUtranGenericCell object class to define a cell as not changeable by Energy Saving Management - Align with 32.551 ESM Concepts and requirements
	B
	10.2.0
	S5-110531
	OAM-ES
	Nokia Siemens Networks, ZTE

	32.252
	0007
	2
	Rel-10
	Add Packet Data Gateway (PDG) online charging when re-using GGSN functionality
	B
	10.0.0
	S5-110483
	eIWLAN_Mob
	Orange

	32.240
	0027
	1
	Rel-10
	Correction on usage of Inter Operator Identifier (IOI) type 2
	F
	10.0.0
	S5-110339
	CH10
	Orange, Ericsson

	32.251
	0160
	2
	Rel-10
	Correcting the condition to deliver SGW-CDR
	A
	10.3.0
	S5-110429
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.251
	0162
	-
	Rel-8
	Correcting the condition to deliver SGW-CDR
	F
	8.10.0
	S5-110427
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.251
	0159
	2
	Rel-9
	Correcting the condition to deliver SGW-CDR
	A
	9.4.0
	S5-110428
	CH8
	Orange, Ericsson, Nokia Siemens Networks

	32.421
	0029
	3
	Rel-10
	Add requirements for security and privacy of UE-based Network Performance Measurements / MDT as required by SA3 (Security)
	C
	10.1.0
	S5-110540
	OAM-PM-UE
	Telecom Italia, China Unicom

	32.425
	0053
	1
	Rel-10
	Add measurements for maximum PRB usage
	B
	10.3.0
	S5-110551
	OAM10
	Vodafone, AT&T, China Mobile, China Unicom, Deutsc

	32.425
	0054
	1
	Rel-10
	Add measurements for radio coverage
	B
	10.3.0
	S5-110548
	OAM10
	Vodafone, AT&T, China Mobile, China Unicom, Deutsc

	32.111-2
	0064
	-
	Rel-10
	Correct the qualifier of clearUserId in AlarmInformation
	F
	10.0.0
	S5-110436
	OAM10
	ZTE

	32.409
	0026
	-
	Rel-10
	Correct measurements object classes - Align with 32.732 IMS NRM IRP Information Service
	A
	10.2.0
	S5-110164
	OAM9
	ZTE

	32.409
	0025
	-
	Rel-9
	Correct measurements object classes - Align with 32.732 IMS NRM IRP Information Service
	F
	9.1.1
	S5-110163
	OAM9
	ZTE

	32.412
	0026
	1
	Rel-10
	Add the missing exception in create measurement operation
	F
	9.1.0
	S5-110409
	OAM10
	ZTE

	32.416
	0001
	1
	Rel-10
	Add the missing exception in create measurement operation - align with 32.412
	F
	10.0.0
	S5-110410
	OAM10
	ZTE

	32.422
	0087
	2
	Rel-10
	Add missing interface table and Sh interface for Home Subscriber Server (HSS)
	F
	10.2.1
	S5-110432
	OAM10
	ZTE

	32.422
	0088
	2
	Rel-10
	Clarify trace parameters for E-UTRAN activation mechanism and update EPC starting mechanism  - Align with 32.441 Trace Management IRP Requirements
	F
	10.2.1
	S5-110433
	OAM10
	ZTE

	32.426
	0037
	1
	Rel-10
	Add combined TA/LA update related measurements
	B
	10.2.0
	S5-110411
	OAM10
	ZTE

	32.443
	0003
	-
	Rel-8
	Add the missing input parameter of activateTraceJob - Align with 32.442 Trace Management IRP Information Service
	F
	8.1.0
	S5-110414
	OAM8
	ZTE

	32.443
	0004
	-
	Rel-9
	Add the missing input parameter of activateTraceJob - Align with 32.442 Trace Management IRP Information Service
	A
	9.0.0
	S5-110415
	OAM8
	ZTE

	32.446
	0002
	-
	Rel-10
	Add missing input parameter of activateTraceJob
	F
	10.1.0
	S5-110513
	OAM8
	ZTE

	32.446
	0003
	-
	Rel-10
	Add mapping of notifyTraceSessionIdentities in SOAP solution set - Align with 32.442 Trace Management IRP Information Service
	F
	10.1.0
	S5-110417
	OAM10
	ZTE

	32.551
	0001
	1
	Rel-10
	Modify the energy saving compensation related use cases
	F
	10.0.0
	S5-110439
	OAM-ES
	ZTE

	32.551
	0002
	1
	Rel-10
	Add energy saving compensation deactivation requirement
	B
	10.0.0
	S5-110440
	OAM-ES
	ZTE

	32.551
	0003
	1
	Rel-10
	Modify the requirements about traffic threshold and time duration for Energy Saving Management (ESM)
	F
	10.0.0
	S5-110441
	OAM-ES
	ZTE

	32.299
	0332
	2
	Rel-10
	Add missing enumeration value for E-CSCF network element in Node-Functionality AVP - Align with 32.298
	A
	10.0.0
	S5-110426
	CH9
	ZTE, China Mobile

	32.299
	0331
	2
	Rel-9
	Add missing enumeration value for E-CSCF network element in Node-Functionality AVP - Align with 32.298
	F
	9.6.0
	S5-110425
	CH9
	ZTE, China Mobile


