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	First change


7.3.1.6
Exceptions

	Exception Name
	Definition

	invalidStartTime
	Condition: validStartTime is false.
Returned Information: Name of the exception; status is set to 'Failure'.

Exit state: Entry state.

	invalidStopTime
	Condition: validStopTime is false.
Returned Information: Name of the exception; status is set to 'Failure'.

Exit state: Entry state.

	invalidSchedule
	Condition: validSchedule is false.
Returned Information: Name of the exception; status is set to 'Failure'.

Exit state: Entry state.

	invalidGranularityPeriod
	Condition: validGranularityPeriod is false.
Returned Information: Name of the exception; status is set to 'Failure'.

Exit state: Entry state.

	invalidReportingPeriod
	Condition: validReportingPeriod is false.
Returned Information: Name of the exception; status is set to 'Failure'.

Exit state: Entry state.

	highWorkLoad
	Condition: sufficientCapacity is false.
Returned Information: Name of the exception and the detailed reason  which is one of: emCpuBusy; emHDShortage, emLowMemory, {neCpuBusy, neObjectInstList}, {neHDShortage neObjectInstList}, {neLowMemory, neObjectInstList}, maxJobReached, otherReason; status is set to 'Failure'.

Exit state: Entry state.

	invalidPriority
	Condition: validPriority is false.
Returned Information: Name of the exception; status is set to ‘Failure’.

Exit state: Entry state.

	noValidMeasurementType
	Condition: (atLeastOneValidMeasurementType) not verified.

Returned information: output parameter status is set to 'Failure'.

Exit state: Entry State.
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