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	First change


C.2.1
Operation and notification mapping
The Trace Management IRP IS (3GPP TS 32.442 [5]) defines semantics of operation and notification visible across the Itf-N. Table C.2.1 indicates mapping of these operations and notifications to their equivalents defined in this SS. 

Table C.2.1: Mapping from IS Operation to SS Equivalents

	IS Operations in 3GPP TS 32.442 [5] 
	SS Operations
	SS Port
	Qualifier

	activateTraceJob
	activateTraceJob
	TraceIRPManagementPort
	M

	deactivateTraceJob
	deactivateTraceJob
	TraceIRPManagementPort
	M

	listTraceJob
	listTraceJob
	TraceIRPManagementPort
	M

	listActivatedTraceJobs
	listActivatedTraceJobs
	TraceIRPManagementPort
	O

	notifyTraceRecordingSessionFailure
	notify (note 1)
	NotificationIRPNtfPort
	O

	notifyTraceSessionLocalActivation
	notify (note 1)
	NotificationIRPNtfPort
	M

	notifyTraceSessionIdentities
	notify (note 1)
	NotificationIRPNtfPort
	CM

	NOTE 1:
The IS equivalent maps to an XML definition specified in Annex B, and this being an input parameter to the operation notify under the port type ntfIRPNtfSystem:NotificationIRPNtf and under the binding ntfIRPNtfSystem:NotificationIRPNtf of 3GPP TS 32.306 [10]. 


	Next change


C.2.3
Notification parameter mapping

The Trace Management IRP IS (3GPP TS 32.442 [5]) defines semantics of parameters carried in notifications.  The following tables indicate the mapping of these parameters to their SS equivalents.
Table C.2.3.1: Mapping for notifyTraceRecordingSessionFailure

	IS Parameters
	<SS> Parameters
	Qualifier
	Comment

	objectClass
	objectClass
	M
	

	objectInstance
	objectInstance
	M
	

	eventTime
	eventTime
	M
	

	notificationType
	notificationType
	M
	

	systemDN
	systemDN
	M
	

	notificationID
	notificationID
	O
	

	traceRecordingSessionReference
	traceRecordingSessionReference
	O
	

	traceReference
	traceReference
	M
	

	reason
	reason
	O
	


Table C.2.3.2: Mapping for notifyTraceSessionLocalActivation

	IS Parameters
	<SS> Parameters
	Qualifier
	Comment

	objectClass
	objectClass
	M
	

	objectInstance
	objectInstance
	M
	

	eventTime
	eventTime
	M
	

	notificationType
	notificationType
	M
	

	systemDN
	systemDN
	M
	

	notificationID
	notificationID
	O
	

	traceReference
	traceReference
	M
	

	traceTarget
	traceTarget
	M
	

	iOCInstance
	iOCInstance
	M
	


Table C.2.3.3: Mapping for notifyTraceSessionIdentities
	IS Parameters
	<SS> Parameters
	Qualifier
	Comment

	objectClass
	objectClass
	M
	

	objectInstance
	objectInstance
	M
	

	eventTime
	eventTime
	M
	

	notificationType
	notificationType
	M
	

	systemDN
	systemDN
	M
	

	notificationID
	notificationID
	O
	

	traceReference
	traceReference
	M
	

	traceRecordingSessionReference
	traceRecordingSessionReference
	M
	

	traceTarget
	traceTarget
	M
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