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	1st Modified Section


5
Architectural features

5.1
General

The overall architectural feature of Kernel Configuration Management IRP is specified in 3GPP TS 32.662 [4].
This clause specifies features that are specific to the SOAP SS.
The SOAP 1.1 specification [10] and WSDL 1.1 specification [13] are supported.

The SOAP 1.2 specification [14] is supported optionally.

This specification uses "document" style in WSDL file. 
This specification uses "literal" encoding style in WSDL file.
This specification uses a number of namespace prefixes throughout that are listed in Table 5.1. 
Table 5.1: Prefixes and Namespaces used in this specification
	PREFIX
	NAMESPACE

	http
	http://schemas.xmlsoap.org/wsdl/http/

	soap
	http://schemas.xmlsoap.org/wsdl/soap/

	SOAP-ENV
	http://schemas.xmlsoap.org/soap/envelope/

	SOAP-ENC or soapenc
	http://schemas.xmlsoap.org/soap/encoding/

	xs or xsd
	http://www.w3.org/2001/XMLSchema

	xsi
	http://www.w3.org/2001/XMLSchema-instance

	kernelCMIRPSystem
	http://www.3gpp.org/ftp/Specs/archive/32_series/32.667/schema/32667-800/KernelCMIRPSystem

	kernelCMIRPData
	http://www.3gpp.org/ftp/Specs/archive/32_series/32.667/schema/32667-800/KernelCMIRPData

	ntfIRPSystem
	http://www.3gpp.org/ftp/Specs/archive/32_series/32.307/schema/32307-810/notification/NotificationIRPNtfSystem

	genericIRPSystem
	http://www.3gpp.org/ftp/Specs/archive/32_series/32.317/schema/32317-810/GenericIRPSystem


	2nd Modified Section


Annex A (normative):
WSDL Specification
<?xml version="1.0" encoding="UTF-8"?>

<definitions xmlns="http://schemas.xmlsoap.org/wsdl/" xmlns:soap="http://schemas.xmlsoap.org/wsdl/soap/" xmlns:http="http://schemas.xmlsoap.org/wsdl/http/" xmlns:xs="http://www.w3.org/2001/XMLSchema" xmlns:soapenc="http://schemas.xmlsoap.org/soap/encoding/" 
xmlns:genericIRPSystem="http://www.3gpp.org/ftp/Specs/archive/32_series/32.317/schema/32317-810/GenericIRPSystem" xmlns:kernelCMIRPSystem="http://www.3gpp.org/ftp/Specs/archive/32_series/32.667/schema/32667-800/KernelCMIRPSystem" 
xmlns:kernelCMIRPData="http://www.3gpp.org/ftp/Specs/archive/32_series/32.667/schema/32667-800/KernelCMIRPData" 
targetNamespace="http://www.3gpp.org/ftp/Specs/archive/32_series/32.667/schema/32667-800/KernelCMIRPSystem">

<import namespace="http://www.3gpp.org/ftp/Specs/archive/32_series/32.317/schema/32317-810/GenericIRPSystem" location=" 32317-800-wsdl"/>

<types>



<schema targetNamespace="http://www.3gpp.org/ftp/Specs/archive/32_series/32.667/schema/32667-800/KernelCMIRPData" xmlns="http://www.w3.org/2001/XMLSchema">



<!-- getNRMIRPVersion Request -->




<element name="getNRMIRPVersion">




</element>




<!-- getNRMIRPVersion Response -->




<element name="getNRMIRPVersionResponse">





<complexType>






<sequence>







<element name="versionNumberList" type="kernelCMIRPData:VersionNumberSetType"/>







<element name="vSEVersionNumberList" type="kernelCMIRPData:VersionNumberSetType"/>






</sequence>





</complexType>




</element>




<!-- getNRMIRPVersion Fault -->




<element name="getNRMIRPVersionFault">





<complexType>






<choice>







<element name="getNRMIRPVersionFault" type="string"/>






</choice>





</complexType>




</element>



<element name="OperationNotSupportedFault" type="string"/>




<element name="InvalidParameterFault" type="string"/>




<simpleType name="VersionNumberType">





<restriction base="string"/>




</simpleType>




<complexType name="VersionNumberSetType">





<sequence>






<element name="versionNumber" type="kernelCMIRPData:VersionNumberType" maxOccurs="unbounded"/>





</sequence>




</complexType>




<complexType name="ParameterSetType">





<sequence>






<element name="parameterName" type="string" maxOccurs="unbounded"/>





</sequence>




</complexType>




<complexType name="OperationType">





<sequence>






<element name="operationName" type="string"/>






<element name="parameterSet" type="kernelCMIRPData:ParameterSetType"/>





</sequence>




</complexType>




<complexType name="OperationSetType">





<sequence>






<element name="operation" type="kernelCMIRPData:OperationType" maxOccurs="unbounded"/>





</sequence>




</complexType>




<complexType name="NotificationType">





<sequence>






<element name="notificationName" type="string"/>






<element name="parameterSet" type="kernelCMIRPData:ParameterSetType"/>





</sequence>




</complexType>




<complexType name="NotificationSetType">





<sequence>






<element name="notification" type="kernelCMIRPData:NotificationType" maxOccurs="unbounded"/>





</sequence>




</complexType>



</schema>


</types>


<message name="getNRMIRPVersionRequest">



<part name="parameter" element="kernelCMIRPData:getNRMIRPVersion"/>


</message>


<message name="getNRMIRPVersionResponse">



<part name="parameter" element="kernelCMIRPData:getNRMIRPVersionResponse"/>


</message>


<message name="getNRMIRPVersionFault">



<part name="parameter" element="kernelCMIRPData:getNRMIRPVersionFault"/>


</message>

<portType name="KernelCMIRP">


<operation name="getIRPVersion">




<input message="genericIRPSystem:getIRPVersionRequest"/>




<output message="genericIRPSystem:getIRPVersionResponse"/>




<fault name="getIRPVersionFault" message="genericIRPSystem:getIRPVersionFault"/>



</operation>



<operation name="getOperationProfile">




<input message="genericIRPSystem:getOperationProfileRequest"/>




<output message="genericIRPSystem:getOperationProfileResponse"/>




<fault name="getOperationProfileFault" message="genericIRPSystem:getOperationProfileFault"/>



</operation>



<operation name="getNotificationProfile">




<input message="genericIRPSystem:getNotificationProfileRequest"/>




<output message="genericIRPSystem:getNotificationProfileResponse"/>




<fault name="getNotificationProfileFault" message="genericIRPSystem:getNotificationProfileFault"/>



</operation>


<operation name="getNRMIRPVersion">




<input message="kernelCMIRPSystem:getNRMIRPVersionRequest"/>




<output message="kernelCMIRPSystem:getNRMIRPVersionResponse"/>




<fault name="getNRMIRPVersionFault" message="kernelCMIRPSystem:getNRMIRPVersionFault"/>



</operation>

</portType>

<binding name="KernelCMIRP" type="kernelCMIRPSystem:KernelCMIRP">



<soap:binding style="document" transport="http://schemas.xmlsoap.org/soap/http"/>



<operation name="getIRPVersion">




<soap:operation soapAction="http://www.3gpp.org/ftp/Specs/archive/32_series/32.667/schema/32667-800/getIRPVersion"/>




<input>





<soap:body use="literal"/>




</input>




<output>





<soap:body use="literal"/>




</output>




<fault name="getIRPVersionFault">





<soap:fault name="getIRPVersionFault" use="literal"/>




</fault>



</operation>



<operation name="getOperationProfile">




<soap:operation soapAction="http://www.3gpp.org/ftp/Specs/archive/32_series/32.667/schema/32667-800/getOperationProfile"/>




<input>





<soap:body use="literal"/>




</input>




<output>





<soap:body use="literal"/>




</output>




<fault name="getOperationProfileFault">





<soap:fault name="getOperationProfileFault" use="literal"/>




</fault>



</operation>



<operation name="getNotificationProfile">




<soap:operation soapAction="http://www.3gpp.org/ftp/Specs/archive/32_series/32.667/schema/32667-800/getNotificationProfile"/>




<input>





<soap:body use="literal"/>




</input>




<output>





<soap:body use="literal"/>




</output>




<fault name="getNotificationProfileFault">





<soap:fault name="getNotificationProfileFault" use="literal"/>




</fault>



</operation>


<operation name="getNRMIRPVersion">



<soap:operation soapAction="http://www.3gpp.org/ftp/Specs/archive/32_series/32.667/schema/32667-800/getNRMIRPVersion"/>



<input>





<soap:body use="literal"/>




</input>




<output>





<soap:body use="literal"/>




</output>




<fault name="getNRMIRPVersionFault">





<soap:fault name="getNRMIRPVersionFault" use="literal"/>




</fault>



</operation>




</binding>




<service name="KernelCMIRP">



<port name="KernelCMIRP" binding="kernelCMIRPSystem:KernelCMIRP">




<soap:address location="To be defined."/>



</port>

</service>

</definitions>

	End of modifications
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