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	1st Modified Section


4.3.1.2
Inter-eNB Handover related measurements

4.3.1.2.1
Attempted outgoing inter-eNB handover preparations
a) This measurement provides the number of attempted outgoing inter-eNB handover preparations, the forwarded handovers for RN in DeNB are exclusive.

b) CC.

c) Transmission of the X2AP message HANDOVER REQUEST from the source eNB to the target eNB (see TS 36.423[10]), indicating the attempt of an outgoing inter-eNB handover preparation or on transmission of S1AP message HANDOVER REQUIRED to the MME (see TS 36.413 [9]), the forwarded X2AP message HANDOVER REQUEST and S1AP message HANDOVER REQUIRED for RN in DeNB are exclusive.

d) A single integer value.
e) HO.InterEnbOutPrepAtt
f) EUtranCellFDD
EUtranCellTDD
g) Valid for packet switched traffic

h) EPS
4.3.1.2.2
Attempted outgoing inter-eNB handover executions per handover cause

a) This measurement provides the number of attempted outgoing inter-eNB handovers per handover cause.

b) CC.

c) Transmission of the RRC ConnectionReconfiguration message to UE triggering the handover from the source eNB to the target eNB, indicatingthe attempt of an outgoing inter-eNB handover (see TS 36.331 [8]).
The sum of all supported per cause measurements shall equal the total number of outgoing inter-eNB handover event Each RRCConnectionReconfiguration message transimtted is added to the relevant per handover cause measurement, the possible causes are included in TS 36.413 [9]. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.
d) Each measurement is an integer value. The number of measurements is equal to the number of causes supported plus a possible sum value identified by the .sum suffix.

e) HO.InterEnbOutAtt.Cause
where Cause identifies the cause for handover
f) EUtranCellFDD
EUtranCellTDD
g) Valid for packet switched traffic

h) EPS

4.3.1.2.3
Successful outgoing inter-eNB handover executions per handover cause

a) This measurement provides the number of successful outgoing inter-eNB handovers per handover cause, the forwarded handovers for RN in DeNB are exclusive.

b) CC.

c) Receipt at the source eNB of UE CONTEXT RELEASE [10] over the X2 from the target eNB following a successful handover, or if handover is performed via S1, receipt of UE CONTEXT RELEASE COMMAND [9] at the source eNB following a successful handover, the forwarded X2AP UE CONTEXT RELEASE message and S1AP UE CONTEXT RELEASE COMMAND message for RN in DeNB are exclusive. Each X2AP UE CONTEXT RELEASE message or S1AP UE CONTEXT RELEASE COMMAND message received and counted is added to the relevant per handover cause measurement, the possible causes are included in TS 36.413 [9].
The sum of all supported per cause measurements shall equal the total number of outgoing inter-eNB handover events. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.
d) Each measurement is an integer value. The number of measurements is equal to the number of causes supported plus a possible sum value identified by the .sum suffix.
e)  HO.InterEnbOutSucc.Cause
where Cause identifies the cause for handover.

f) EUtranCellFDD
EUtranCellTDD
g) Valid for packet switched traffic

h) EPS
	End of modifications
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