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	First change


1
Scope

The present document specifies the Solution Sets for the UTRAN NRM IRP.

This Solution Set specification is related to 3GPP TS 32.642 V10.2.X [4].

	Next change


A.2.2.2
IOC UtranGenericCell 

Mapping from NRM IOC UtranGenericCell attributes and associations to SS equivalent MOC UtranGenericCell attributes

	NRM Associations/Attributes of IOC UtranGenericCell in TS 32.642 [4]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	id
	id
	string
	M
	M
	_

	cId
	cId
	long
	M
	M
	M

	localCellId
	localCellId
	long
	M
	M
	M

	retAntennaFunctionList
	retAntennaFunctionList
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReferenceSet
	O
	M
	M

	maximumTransmissionPower
	maximumTransmissionPower
	short
	M
	M
	M

	lac
	lac
	long
	M
	M
	M

	pichPower
	pichPower
	float
	CM
	M
	O

	pchPower
	pchPower
	float
	CM
	M
	O

	fachPower
	fachPower
	float
	CMO
	M
	O

	rac
	rac
	long
	CM
	M
	M

	sac
	sac
	long
	M
	M
	M

	uraList
	uraList
	GenericNetworkResourcesIRPSystem::AttributeTypes::LongSet
	CM
	M
	M

	AssociatedWith/
utranCell-IubLink
	utranCellIubLink
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReference
	M
	M
	-

	cellMode
	cellMode
	GenericNRMAttributeTypes:: CellModeEnumType
	M
	M
	-

	operationalState
	operationalState
	StateManagementIRPOptConstDefs::OperationalStateTypeOpt
	O
	M
	-

	hsFlag
	hsFlag
	short
	CM
	M
	-

	hsEnable
	hsEnable
	short
	CM
	M
	-

	numOfHspdschs
	numOfHspdschs
	short
	CM
	M
	-

	numOfHsscchs
	numOfHsscchs
	short
	CM
	M
	-

	frameOffset
	frameOffset
	short
	CO
	M
	-

	cellIndividualOffset
	cellIndividualOffset
	float
	CO
	M
	-

	hcsPrio
	hcsPrio
	short
	CO
	M
	-

	maximumAllowedUlTxPower
	maximumAllowedUlTxPower
	short
	CO
	M
	-

	snaInformation
	snaInformation
	GenericNetworkResourceMAttributeTypes:: snaInformationType
	CO
	M
	-

	qrxlevMin
	qrxlevMin
	short
	CO
	M
	-

	deltaQrxlevmin 
	deltaQrxlevmin
	short
	CO
	M
	-

	qhcs
	qhcs
	short
	CO
	M
	-

	penaltyTime
	penaltyTime
	short
	CO
	M
	-

	referenceTimeDifferenceToCell
	referenceTimeDifferenceToCell
	short
	CO
	M
	-

	readSFNIndicator
	readSFNIndicator
	boolean
	CO
	M
	-

	restrictionStateIndicator
	restrictionStateIndicator
	GenericNetworkResourceMAttributeTypes:: restrictionStateEnumType
	CO
	M
	-

	dpcModeChangeSupportIndicator
	dpcModeChangeSupportIndicator
	GenericNetworkResourceMAttributeTypes:: dpcModeChangeSupportEnumType
	CO
	M
	-

	tmaFunctionList
	tmaFunctionList
	GenericNetworkResourceIRPSystem::AttributeTypes::MOReferenceSet
	O
	M
	-

	NOTE 1:
For all support qualifiers with the value “O”, see attribute constraints in TS 32.642 [4].
NOTE 2:

For all support qualifiers with the value “CO” see attribute constraints in TS 32.642 [4].
NOTE 3:

For all support qualifiers with the value “CM” see attribute constraints in TS 32.642 [4].
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A.2.2.5
IOC ExternalUtranGenericCell 

Mapping from NRM IOC ExternalUtranGenericCell attributes and associations to SS equivalent MOC ExternalUtranGenericCell attributes

	NRM Attributes of IOC ExternalUtranGenericCell in TS 32.642 [4]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	id
	id
	string
	M
	M
	-

	cId
	cId
	long
	M
	M
	M

	mcc
	mcc
	short
	M
	M
	M

	mnc
	mnc
	short
	M
	M
	M

	rncId
	rncId
	long
	M
	M
	M

	cellMode
	cellMode
	GenericNRMAttributeTypes::CellModeEnumType
	M
	M
	-

	lac
	lac
	long
	M
	M
	M

	rac
	rac
	long
	CM
	M
	M

	controllingRnc
	controllingRnc
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReference
	O
	M
	-

	hsFlag
	hsFlag
	short
	CM
	M
	-

	frameOffset
	frameOffset
	short
	CO
	M
	-

	cellIndividualOffset
	cellIndividualOffset
	long
	CO
	M
	-

	hcsPrio
	hcsPrio
	short
	CO
	M
	-

	maximumAllowedUlTxPower
	maximumAllowedUlTxPower
	short
	CO
	M
	-

	qrxlevMin
	qrxlevMin
	short
	CO
	M
	-

	deltaQrxlevmin 
	deltaQrxlevmin 
	short
	CO
	M
	-

	qhcs
	qhcs
	short
	CO
	M
	-

	penaltyTime
	penaltyTime
	short
	CO
	M
	-

	referenceTimeDifferenceToCell
	referenceTimeDifferenceToCell
	short
	CO
	M
	-

	readSFNIndicator
	readSFNIndicator
	boolean
	CO
	M
	-

	restrictionStateIndicator
	restrictionStateIndicator
	GenericNetworkResourceMAttributeTypes:: restrictionStateEnumType
	CO
	M
	-

	dpcModeChangeSupportIndicator
	dpcModeChangeSupportIndicator
	GenericNetworkResourceMAttributeTypes:: dpcModeChangeSupportEnumType
	CO
	M
	-

	snaInformation
	snaInformation
	GenericNetworkResourceMAttributeTypes:: snaInformationType
	CO
	M
	-

	NOTE 1:
For all support qualifiers with the value “O”, see attribute constraints in TS 32.642 [4].
NOTE 2:

For all support qualifiers with the value “CO” see attribute constraints in TS 32.642 [4].
NOTE 3:

For all support qualifiers with the value “CM” see attribute constraints in TS 32.642 [4].
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A.2.2.16
IOC TmaFunction
Mapping from NRM IOC TmaFunction attributes and associations to SS equivalent MOC TmaFunction attributes
	NRM Attributes of IOC tmaFunction in TS 32.642 [4]
	SS Attributes
	SS Type
	Support Qualifier
	Read
	Write

	id
	tmaFunctionId
	string
	M
	M
	-

	tmaSubunitNumber
	tmaSubunitNumber
	unsigned short
	M
	M
	M

	tmaStateFlag
	tmaStateFlag
	unsigned short
	M
	M
	O

	tmaFunctionFlag
	tmaFunctionFlag
	unsigned short 
	M
	M
	M

	tmaMinGain
	tmaMinGain
	unsigned short 
	M
	M
	-

	tmaMaxGain
	tmaMaxGain
	unsigned short 
	M
	M
	-

	tmaResolution
	tmaResolution
	unsigned short 
	M
	M
	-

	tmaGainFigure
	tmaGainFigure
	unsigned short 
	M
	M
	O

	tmaNumberOfSubunits
	tmaNumber OfSubunits
	unsigned short 
	M
	M
	-

	tmaNumberOfNonLinearGainValues
	tmaNumberOfNonLinearGainValues
	unsigned short 
	M
	M
	-

	tmaNonLinearGainValue
	tmaNonLinearGainValue
	sequence of unsigned short
	M
	M
	M

	tmaUtranCellList
	tmaUtranCellList
	GenericNetworkResourcesIRPSystem::AttributeTypes::MOReferenceSet
	M
	M
	M

	tmaAdditionalDataFieldNumber
	tmaAdditionalDataFieldNumber
	unsigned short
	CO
	M
	CO

	tmaAntennaModelNumber
	tmaAntennaModelNumber
	string
	CO
	M
	CO

	tmaAntennaSerialNumber
	tmaAntennaSerialNumber
	string
	CO
	M
	CO

	tmaAntennaOperatingBands
	tmaAntennaOperatingBands
	unsigned short
	CO
	M
	CO

	tmaBeamwidthForEachOpBandInBandOrder
	tmaBeamwidthForEachOpBandInBandOrder
	sequence of unsigned short
	CO
	M
	CO

	tmaGainForEachOpBandInBandOrder
	tmaGainForEachOpBandInBandOrder
	sequence of unsigned short
	CO
	M
	CO

	tmaInstallationDate
	tmaInstallationDate
	string
	CO
	M
	CO

	tmaInstallersId
	tmaInstallersId
	string
	CO
	M
	CO

	tmaBaseStationId
	tmaBaseStationId
	string
	CO
	M
	CO

	tmaSectorId
	tmaSectorId
	string
	CO
	M
	CO

	tmaAntennaBearing
	tmaAntennaBearing
	unsigned short
	CO
	M
	CO

	tmaInstalledMechanicalTilt
	tmaInstalledMechanicalTilt
	short
	CO
	M
	CO

	tmaSubunitType
	tmaSubunitType
	unsigned short
	CO
	M
	CO

	tmaSubunitRxFrequencyBand
	tmaSubunitRxFrequencyBand
	sequence of unsigned short
	CO
	M
	CO

	tmaSubunitTxFrequencyBand
	tmaSubunitTxFrequencyBand
	sequence of unsigned short
	CO
	M
	CO

	tmaMaxSupportedGain
	tmaMaxSupportedGain
	unsigned short
	CO
	M
	CO

	tmaMinSupportedGain
	tmaMinSupportedGain
	unsigned short
	CO
	M
	CO

	tmaGainResolution
	tmaGainResolution
	unsigned short
	CO
	M
	CO
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