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1
Decision/action requested

Agree to pCR to TR32.834
2
References

[1] S5-112317: TR 32.834 V0.2.1, email agreed after IRAT-ESM VM#2, June 2011
[2] 3GPP TS 32.522 V10.2.0: “SON Policy NRM IRP Information Service”

3
Rationale

For Intra-RAT ESM [2] defines in IOC ESPolicies thresholds to be taken into account for activating and deactivating energy saving in a network element. ESPolicies instances can be contained under IOC instances Subnetwork or ENBFunction or EUtranGenericCell.
This needs to be adapted when enhancing ESM to Inter-RAT scenarios. This should be stated in the TR. Details below.
4 Detailed proposal

pCR to [1]:
	First change (new section)


5.2
Inter-RAT ESM thresholds
For Intra-RAT ESM 3GPP TS 32.522 [5] defines in IOC ESPolicies thresholds to be taken into account for activating and deactivating energy saving in a network element. ESPolicies instances can be contained under IOC instances Subnetwork or ENBFunction or EUtranGenericCell.

This modelling needs to be adapted for Inter-RAT ESM: 
· Thresholds need to be defined for the different RATs differently. 
· ES function needs to know which cells of different RATs form a group which provide the same or similar coverage, so the ES function can determine for which cells which thresholds apply 
· Thresholds need to be defined for such Inter-RAT cell groups which provide the same or similar coverage,
	Next changes


5.3
Concept 1: Statistical ESM
[editor’s note: Renumber the following clauses]
	End of changes
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