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3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
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3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[3]
3GPP TS 32.102: "Telecommunication management; Architecture".

[4]
3GPP TR 32.816: "Telecommunication management; Study on Management of Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Evolved Packet Core (EPC)".
[5]
3GPP TR 32.501 "Telecommunication management; Self-Configuration of Network Elements; Concepts and  Integration Reference Point (IRP) Requirements".

[6]
3GPP TS 36.300 “Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2”

[7]
3GPP TS 32.301 “Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP); Requirements”
[8]
3GPP TS 25.484 "Automatic Neighbour Relation (ANR) for UTRAN; Stage 2"
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3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
ANR function:
The E-UTRAN ANR function is described in 36.300 [6], section 22.3.2a. The UTRAN ANR function is described in 25.484 [8].
Neighbour cell Relation:
The E-UTRAN Neighbour cell Relation (NR) is defined in 36.300 [6] section 22.3.2a. The  UTRAN ANR function  is defined in 25.484 [8].
Searchlist:
List of frequencies and supporting information to be used for neighbour cell measurements. The Searchlist contains entries for E-UTRAN and supported IRATs.

	Next change


5
Requirements

5.1
Business level requirements
REQ-ANR-CON-001
NRs shall be set up and optimized with no or minimal human intervention.
REQ-ANR-CON-002
For E-UTRAN ANR, the initial status of the newly created NR by ANR function shall be such that HO is allowed, X2 connection setup is allowed, and the NR is allowed to be removed by ANR.
REQ-ANR-CON-003
For UTRAN ANR, the initial status of the newly created NR by ANR function shall be such that HO is allowed and the NR is allowed to be removed by ANR.
	Next change


5.2.5.1
ANR function management in E-UTRAN
The business level requirements in section 5.1 are decomposed into the following specification level requirements, valid for E-UTRAN:

REQ-ANR-FUN-01
An IRPManager shall be able to request that HO be allowed from source cell to target cell.  
REQ-ANR-FUN-02
An IRPManager shall be able to request that HO be prohibited from source cell to target cell.  

REQ-ANR-FUN-03
An IRPManager shall be able to request that HO be allowed from source cell to target cell and that no other entity than an IRPManager can remove that request. This is termed as HO white-listing.  

REQ-ANR-FUN-04
An IRPManager shall be able to request that HO be prohibited from source cell to target cell and that no other entity than an IRPManager can remove that request. This is termed as HO black‑listing.
REQ-ANR-FUN-05
An IRPAgent shall inform the IRPManager about success or failure of IRPManager operations to allow HO, prohibit HO, HO white-list and HO black-list.

REQ_ANR-FUN-06
An IRPManager shall be able to request establishment of an X2 connection from one eNB to another eNB.  
REQ-ANR-FUN-07
An IRPManager shall be able to request the release of an X2 connection between two eNB’s. 
REQ-ANR-FUN-08
An IRPManager shall be able to request that X2 interface from one eNB to another eNB be established if the X2 interface is not established and that the release of X2 interface be prohibited. No other entity than an IRPManager can remove that request.  This is termed as X2 white-listing.
REQ-ANR-FUN-09
An IRPManager shall be able to request that X2 interface from one eNB to another eNB be released if the X2 interface is established and that the establishment of the X2 interface be prohibited. No other entity than an IRPManager can remove that request.  This is termed as X2 black-listing.
REQ-ANR-FUN-10
Operator shall be able to disable/enable one eNB or multiple eNB’s ANR function when needed.
REQ-ANR-FUN-11
void

REQ-ANR-FUN-12
An IRPManager shall be able to add and configure new NRs in the eNB.
REQ-ANR-FUN-13
An IRPManager shall be able to remove NRs in the eNB 
REQ-ANR-FUN-14
An IRPAgent shall inform the IRPManager about changes to the NR according to TS 32.301 [7].

REQ-ANR-FUN-15
A Searchlist is needed for each cell. The IRPManager should be able to configure the Searchlist.
REQ-ANR-FUN-16
An IRPAgent shall inform the IRPManager about the newly added and removed NRs according to TS 32.301 [7]. 

REQ-ANR-FUN-17
An IRPManager shall be able to retrieve ANR related attribute values on cell level, identifying:

· Source cell & target cell

· NR status (locked, unlocked)

· HO status (allowed, prohibited)

Editor’s note: 

The ‘locked’ NR status indicates that the NR shall not be removed by the ANR function. 

The ‘unlocked’ NR status indicates that the NR may be removed by the ANR function.

The ‘allowed’ HO status indicates that handovers are allowed for this NR.

The ‘prohibited’ HO status indicates that handovers are prohibited for this NR.

The combination of ‘locked’ NR status and ‘allowed’ HO status is a ‘whitelisted’ relation.

The combination of ‘locked’ NR status and ‘prohibited’ HO status is a ‘blacklisted’ relation

REQ-ANR-FUN-18
The IRPAgent shall support a capability allowing the IRPManager to determine whether the X2 interface between two eNodeBs is established or not established.

REQ-ANR-FUN-xx
The IRPAgent shall support a capability allowing the IRPManager to retrieve the X2 whitelisted and blacklisted eNBs.

REQ-ANR-FUN-19
IRPManager shall be able to request that the source eNB be prohibited to use X2 interface for HOs to a target eNB even if the X2 interface exists between the eNBs.  No other entity than an IRPManager can remove that request.  This is termed as X2HO black-listing.
	Next change


5.2.5.X
ANR function management in UTRAN
UTRAN ANR is defined  in 25.484 [8].

The business level requirements in section 5.1 are decomposed into the following specification level requirements, valid for the management of UTRAN ANR:
REQ-ANR-FUN-20
The IRPAgent shall support a capability allowing the IRPManager  to request that HO be allowed from source cell to target cell.  
REQ-ANR-FUN-21
The IRPAgent shall support a capability allowing the IRPManager  to request that HO be prohibited from source cell to target cell.  

REQ-ANR-FUN-22
The IRPAgent shall support a capability allowing the IRPManager  to request that HO be allowed from source cell to target cell and that no other entity than an IRPManager can remove that request. This is termed as HO white-listing.  

REQ-ANR-FUN-23
The IRPAgent shall support a capability allowing the IRPManager  to request that HO be prohibited from source cell to target cell and that no other entity than an IRPManager can remove that request. This is termed as HO black‑listing.
REQ-ANR-FUN-24
An IRPAgent shall inform the IRPManager about success or failure of IRPManager operations to allow HO, prohibit HO, HO white-list and HO black-list.
REQ-ANR-FUN-25
The IRPAgent shall support a capability allowing the IRPManager  to disable or enable one NB's or multiple NBs' ANR function when needed.
REQ-ANR-FUN-26
The IRPAgent shall support a capability allowing the IRPManager  to add and configure new NRs in the RNC.
REQ-ANR-FUN-27
The IRPAgent shall support a capability allowing the IRPManager  to remove NRs in the RNC.
REQ-ANR-FUN-28
An IRPAgent shall inform the IRPManager about changes to the NR according to TS 32.301 [7].

REQ-ANR-FUN-29
An IRPAgent shall inform the IRPManager about the newly added and removed NRs according to TS 32.301 [7]. 

REQ-ANR-FUN-30
The IRPAgent shall support a capability allowing the IRPManager  to retrieve ANR related attribute values on cell level, identifying:

· Source cell & target cell

· NR status (locked, unlocked)

· HO status (allowed, prohibited)

Editor’s note: 

The ‘locked’ NR status indicates that the NR shall not be removed by the ANR function. 

The ‘unlocked’ NR status indicates that the NR may be removed by the ANR function.

The ‘allowed’ HO status indicates that handovers are allowed for this NR.

The ‘prohibited’ HO status indicates that handovers are prohibited for this NR.

The combination of ‘locked’ NR status and ‘allowed’ HO status is a ‘whitelisted’ relation.

The combination of ‘locked’ NR status and ‘prohibited’ HO status is a ‘blacklisted’ relation

	End of changes
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