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	First change


6.1.3.2.2
WLAN 3GPP IP Access charging message contents

The content of WLAN 3GPP IP Access CDR is defined in the table 6.1.3.2.2. The field definition includes the field name, category and description. The detailed field descriptions are provided in 3GPP TS 32.298 [51].

If the collection of CDR data is enabled then the PDG shall make available the following data available for each WLAN 3GPP IP Access connection.
Table 6.1.3.2.2 : Wz interface CDR content (WLAN-CDR)

	Field
	Category
	Description

	Record Type 
	M
	WLAN PDG record.

	Served IMSI
	M
	IMSI of the served party.

	Served MSISDN
	OM
	The primary MSISDN of the subscriber.

	PDG Address used
	M
	IP address of the PDG used.

	Node ID
	OM
	Name of the recording entity.

	Serving WAG Address 
	M
	Serving WAG address used during this record.

	WAG PLMN Identifier
	OM
	WAG PLMN Identifier (MCC and MNC) used during this record.

	Serving AAA Server/proxy Address 
	M
	Serving AAA Server/Proxy address.

	WLAN UE remote IP address
	OC
	

	WLAN UE Local IP address
	OC
	

	Charging ID
	M
	PDG charging identifier used to correlate WLAN AN generated information to PDG generated information

	WLAN session id
	M
	WLAN session identifier used to correlate WLAN AN generated information to PDG generated information

	Access Point Name Network Identifier
	OM
	The logical name of the connected access point to the external packet data network (network identifier part of APN).

	Charging Characteristics?
	M
	The Charging Characteristics applied to the PDP context.?

	Charging Characteristics Selection Mode?
	OM
	Holds information about how Charging Characteristics were selected.

	Record Opening Time
	M
	Time stamp when End-to-end Tunnel is activated in this PDG? or record opening time on subsequent partial records.

	Duration
	M
	Duration of this record in the PDG.

	Cause for Record Closing 
	M
	The reason for the release of record from this PDG.

	Record Sequence Number
	C
	Partial record sequence number, only present in case of partial records.

	Local Record Sequence Number
	OM
	Consecutive record number created by this node. The number is allocated sequentially including all CDR types.

	Diagnostics
	OM
	A more detailed reason for the release of the connection.

	Record Extensions
	OC
	A set of network operator/manufacturer specific extensions to the record. Conditioned upon the existence of an extension.
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