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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[2]
3GPP TS 32.102: "Telecommunication management; Architecture".

[3]
3GPP TS 23.003: "Numbering, addressing and identification".

[4]
3GPP TS 25.401: "UTRAN Overall Description".

[5]
3GPP TS 25.433: "UTRAN Iub Interface NBAP Signalling".

[6]
3GPP TS 32.652: "Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)".

[7]
Void.

[8]
3GPP TS 32.672: "Telecommunication management; Configuration Management (CM); State Management Integration Reference Point (IRP): Information Service (IS)".

[9]
3GPP TS 25.331: "Radio Resource Control (RRC) protocol specification".

[10]
Void.

[11]
3GPP TS 32.111-2: "Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service (IS)".

[12]
Void.

[13]
3GPP TS 32.300: "Telecommunication management; Configuration Management (CM); Name convention for Managed Objects".

[14]
3GPP TS 32.600: "Telecommunication management; Configuration Management (CM); Concept and high-level requirements".

[15]
3GPP TS 23.002: "Network Architecture".

[16]
3GPP TS 32.622: "Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)".

[17]
3GPP TS 32.602: "Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP) Information Service (IS)".

[18]
3GPP TS 32.612: "Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Information Service (IS)".

[19]
Void

[20]
3GPP TS 23.032: "Universal Geographical Area Description (GAD)".

[21]

3GPP TS 25.466: "UTRAN Iuant interface: Application Part".  

[22]
3GPP TS 25.463 UTRAN Iuant Interface: Remote Electrical Tilting (RET) antennas Application Part (RETAP) signalling.

[23]
3GPP TS 25.413: "UTRAN Iu interface RANAP signalling".
[24]
3GPP TS 32.792: "Generic Radio Access Network (RAN) Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS) ".
[25]
3GPP TS 32.422: "Telecommunication management; Subscriber and equipment trace; Trace control and configuration management".
[26]
3GPP TS 32.762: " Telecommunications management; Evolved Universal Terrestrial Radio Access Network (E-UTRAN) Network Resource Model (NRM) Integration Reference Point (IRP): Information Service (IS)".
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6.1
Information entities imported and local labels

	Label reference
	Local label

	3GPP TS 32.622 [16], IOC, ManagedElement
	ManagedElement

	3GPP TS 32.622 [16], IOC, ManagedFunction
	ManagedFunction

	3GPP TS 32.622 [16], IOC, MeContext
	MeContext

	3GPP TS 32.622 [16], IOC, SubNetwork
	SubNetwork

	3GPP TS 32.622 [16], IOC, Top
	Top

	3GPP TS 32.622 [16], IOC, VsDataContainer  
	VsDataContainer  

	3GPP TS 32.622 [16], IOC, EP_RP
	EP_RP

	3GPP TS 32.652 [6], IOC, ExternalGSMCell
	ExternalGSMCell

	3GPP TS 32.652 [6], IOC, GsmCell
	GsmCell

	3GPP TS 32.652 [6], IOC, GsmRelation
	GsmRelation

	3GPP TS 32.652 [6], relation, ExternalGsmNeighbourCellRelation
	ExternalGsmNeighbourCellRelation

	3GPP TS 32.652 [6], relation, GsmNeighbourCellRelation
	GsmNeighbourCellRelation

	3GPP TS 32.672 [8], attribute, operationalState
	operationalState

	3GPP TS 32.792 [24], IOC, AntennaFunction
	AntennaFunction

	3GPP TS 32.792 [24], IOC, TmaFunction
	TmaFunction

	3GPP TS 32.792 [24], IOC, SectorEquipmentFunction
	SectorEquipmentFunction

	3GPP TS 32.762 [26], IOC, EUtranRelation
	EUtranRelation
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NOTE 1:
The listed cardinality numbers, in particular the use of cardinality number zero, do not represent transient states.  The transient state is considered an inherent property of all IOC instances and therefore there is no need to represent them by individual IOC cardinality numbers.

NOTE 2:
The relation between GsmRelation and GsmCell is optional. It may be present if both the UtranGenericCell and the GsmCell are managed by the same management node.

NOTE 3:
The UtranRelation and GsmRelation can be name-contained under IOCs defined in other NRMs.
NOTE 4:
ExternalUtranGenericCell is contained under SubNetwork or ExternalRncFunction.

Figure 6.2.1.2: Cell view UTRAN NRM Containment/Naming and Association diagram
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