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6.6.3
1 Progress status

Percentage of completion: 10% (previously 0%)

Summary of progress:  All contributions are discussed. Number of implicit detach procedure and IP-CAN session establishment related measurements are agreed. One contribution related to number of home and visiting subscribers is noted, other contributions need more offline discussion in this meeting.
Outstanding issues: None.
2 Minutes

The RG session was held on 2011-8-24, first Quarter
	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-112352
	CR R11 32.406-Add Service Request procedure related measurements
Ericsson: why to use word “total” in clause title? It will mislead to understand the meaning.

ZTE: agree to remove it.

Conclusion: revised to S5-112611.
	ZTE

	S5-112353
	CR R11 32.406-Add number of activated PDP contexts with direct tunnel related measurements
Ericsson: transmission time is the main target in use case, but measurement definition is related to number of activated PDP contexts, no directly relation between use case and measurement definition.

NSN: same comment with Ericsson.

Conclusion: need more offline discussion in this meeting.
	ZTE

	S5-112354
	CR R11 32.406-Add Max number of activated PDP contexts related measurements
Ericsson: mean related measurement is enough to meet the use case requirement. No need to define max related measurement.
Conclusion: need more offline discussion in this meeting.
	ZTE

	S5-112355
	CR R11 32.407 Add the mean delay and mean delay jitter on Iu interface related measurements
Ericsson: propose to change the note in bullet c), like: only applicable for RTCP is supported.
ZTE: agree with the proposal.

Conclusion: revised to new Tdoc S5-112614.
	ZTE

	S5-112356
	CR R11 32.407 Add the mean delay and mean delay jitter on Nb interface related measurements
Same comment with previous.

Conclusion: revised to new Tdoc S5-112615.
	ZTE

	S5-112357
	CR R11 32.407 Correct the number of subscribers in VLR related measurements
NSN: it is not easy to distinguish 2G or 3G subscribers in VLR, and it has been discussed before.

ZTE: offline discussion for this problem and propose to agree with the change of measurement object with LA.

Conclusion: revised to new Tdoc S5-112616.
	ZTE

	S5-112358
	CR R11 32.407 Add Handover Intra-3G_MSC related measurements
NSN: in bullet c), there is “The source cell is BSS cell and the target cell is UTRAN within one 3G_MSC”, so “in intra-MSC handover status” is no need.

ZTE: agree with above proposal.

Conclusion: revised to new Tdoc S5-112617.
	ZTE

	S5-112467
	CR R11 32.409 Addition of IP-CAN session establishment related measurements
China Mobile: TS 32.409 is changed to TS 32.426.

NSN: propose to change IMS to EPS.

Ericsson: propose “per reject cause” is changed to “per failure cause” for failure related measurement.
Conclusion: revised to new Tdoc S5-112619 and agreed.
	China Mobile

	S5-112468
	CR R11 32.406 Addition of Direct Tunnel Related Measurements
Ericsson: in use case, there is no difference for success rate of PDP context update procedures with DT and without DT.
China Mobile: since DT is a new feature of network, success rate of PDP context update procedures with DT and without DT should be different.

Conclusion: need more offline discussion.
	China Mobile

	S5-112469
	CR R11 32.407 Addition of Iucslink and Alink related traffic measurement
NSN: Alink should only used for GSM, and need to check Iucslink can be used for GSM in NRM model or not.
China Mobile: agree with the proposal.

Ericsson: in use case, it seems only traffic related measurement is given, no use case for other measurement.
China Mobile: agree to add more use case.

Conclusion: revised to new Tdoc S5-112618.
	China Mobile

	S5-112503
	CR R11 32.426 Add S4 data volume related measurements
Ericsson: in use case, bandwidth is mainly purpose for data volume measurement on S4 interface. Data volume related to physical port measurements is much better than object based on logical link.

Conclusion: need more offline discussion.
	ZTE

	S5-112504
	CR R11 32.426 Add S12 data volume related measurements
Ericsson: according to use case, data volume is only used for bandwidth, so there is no need to define measurement distinguished with user plane and control plane.

Conclusion: need more offline discussion.
	ZTE

	S5-112505
	CR R11 32.426 Add the measurement of number of home and visiting subscribers
Ericsson: transmission bandwidth is main requirement in use case, but measurements definition is related to subscribers. There is no relationship.
Conclusion: Noted.
	ZTE

	S5-112506
	CR R11 32.426 Add the measurement of number of implicit detach procedure
Conclusion: agreed.
	ZTE
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